
General Permit 14.56 Template
Spark-ignition natural gas fired rich burn reciprocating engine
Greater than 100 HP and less than or equal to 300 HP
Conforming to BAT emission standards stricter than NSPS
(other than emergency-use engines)


B.	Facility-Wide Terms and Conditions

The following are the terms and conditions for a General PTIO to be issued to a non-Title V facility

1. This permit document constitutes a permit-to-install issued in accordance with ORC 3704.03(F) and a permit-to-operate issued in accordance with ORC 3704.03(G).
For the purpose of a permit-to-install document, the facility-wide terms and conditions identified below are federally enforceable with the exception of those listed below which are enforceable under state law only.
0. None
For the purpose of a permit-to-operate document, the facility-wide terms and conditions identified below are enforceable under state law only with the exception of those listed below which are federally enforceable.
0. None
0. The Ohio EPA has determined that this facility is subject to the requirements of 40 CFR Part 63 Subpart ZZZZ, the National Emission Standards for Hazardous Air Pollutants (NESHAP) for Reciprocating Internal Combustion Engines. At this time, the Ohio EPA is not accepting delegation for area sources subject to the Maximum Achievable Control Technology NESHAP (MACT) rules. The requirements of these rules, that are applicable to the area source for hazardous air pollutants (HAP) identified in this permit, shall be enforceable by U.S. EPA. The complete requirements of this rule (including the Part 63 General Provisions) may be accessed via the internet from the Electronic code of Federal Regulations (e-CFR) website http://www.ecfr.gov/ or by contacting the appropriate Ohio EPA District Office or Local Air Agency.
0. The emissions unit contained in this permit must comply with various federal New Source Performance Standards (NSPS) and Maximum Achievable Control Technology (MACT) standards. The complete NSPS and MACT requirements may be accessed via the internet from the Electronic Code of Federal Regulations (e-CFR) website http://www.ecfr.gov or by contacting the appropriate Ohio EPA District Office or local air agency.  The permittee must comply with the applicable requirements of 40 CFR Part 60 Subparts JJJJ and 40 CFR Part 63 Subpart ZZZZ as they apply to the emissions source.

0. Records related to this PTIO may be maintained at an off-site location (e.g. regional office), provided they are made accessible when the need arises, otherwise by the next business day upon Ohio EPA request (or made viewable electronically on-site and submitted to Ohio EPA within 24 hours).
C.	Emissions Unit Terms and Conditions

Note: The following are the terms and conditions for a General PTIO to be issued to a non-Title V facility

1.	[P001], [Spark Ignition Rich-Burn Internal Combustion Engine]
	Operations, Property and/or Equipment Description:
	P001
	A stationary natural gas-fired rich burn spark ignition (SI) internal combustion engine (ICE) with brake horsepower (HP) greater than or equal to 100 HP and less than or equal to 300 HP; controlled by air/fuel ratio and nonselective catalytic reduction (NSCR) for the control of NOx, CO, and VOC.

Includes any engine for which emission limits of 0.04018 g/bhp-hr  of particulate emission; 0.25 g/bhp-hr of NOx; 0.30 g/bhp-hr of CO; and 0.20 g/bhp-hr of (NMNEHC excl. HCOH) can be met by equipping the engine with a control device, and demonstrated through stack testing.





a) This permit document constitutes a permit-to-install issued in accordance with ORC 3704.03(F) and a permit-to-operate issued in accordance with ORC 3704.03(G).
(1) For the purpose of a permit-to-install document, the emissions unit terms and conditions identified below are federally enforceable with the exception of those listed below which are enforceable under state law only.
(a) Noneb)(1)f.
(2) For the purpose of a permit-to-operate document, the emissions unit terms and conditions identified below are enforceable under state law only with the exception of those listed below which are federally enforceable.
(a) None.
b) Applicable Emissions Limitations and/or Control Requirements
0. The specific operation(s), property, and/or equipment that constitute each emissions unit along with the applicable rules and/or requirements and with the applicable emissions limitations and/or control measures are identified below.  Emissions from each unit shall not exceed the listed limitations, and the listed control measures shall be specified in narrative form following the table.

	
	Applicable Rules/Requirements
	Applicable Emissions Limitations/Control Measures

	a.
	OAC rule 3745-31-05(A)(3), June 30, 2008
	Install an engine that was designed to meet 0.25 g NOx/hp-hr.
Install an engine that was designed to meet 0.30 g CO/hp-hr.
Install an engine that was designed to meet 0.20 g (NMNEHC excl. HCOH)*/hp-hr.
Install an engine that was designed to meet 0.04018 g PE/hp-hr
See b)(2)a. below.
* (Non-methane non-ethane hydrocarbons excluding formaldehyde)

	b.
	40 CFR Part 60, Subpart JJJJ
In accordance with 40 CFR 60.4230, the engines in this emissions group are subject to the New Source Performance Standards (NSPS) for Stationary Spark Ignition (SI) Internal Combustion Engines (ICE).
40 CFR 60.4233(e)
40 CFR 60.4231(a), (d), and (e)-mfg.)
Table 1 to Part 60, Subpart JJJJ
	The emissions limitations for NOx, CO and VOC specified by this rule are less stringent than the emissions limitations established pursuant to OAC rule 3745-31-05(A)(3) and OAC rule 3745-31-05(E).
See b)(2)(c) and b)(2)(d) below.

	c.
	OAC rule 3745-17-11(B)(5)

	Particulate Emissions (PE) shall not exceed 0.310 lb/MMBtu for an engine of less than or equal to 600 horsepower. 
The emissions limitation specified by this rule is less stringent than the emissions limitation established pursuant to OAC rule 3745-31-05(A)(3), until U.S. EPA approves the December 1, 2006 version of OAC rule 3745-31-05.

	d.
	OAC rule 3745-17-07(A)(1)
	Visible particulate emissions from the exhaust stack serving this emissions unit shall not exceed 20 percent opacity, as a six-minute average, except as specified by rule.

	e.
	OAC rule 3745-18-06(G)
	Pursuant to OAC rule 3745-18-06(A), this stationary internal combustion engine is exempt from the sulfur dioxide (SO2) emission limitation specified by this rule during any calendar day in which natural gas is the only fuel burned.

	f.
	OAC rule 3745-31-05(A)(3)(a)(ii), June 30, 2008
	The Best Available Technology (BAT) requirements under OAC rule 3745-31-05(A)(3) do not apply to the SO2 emissions from this air contaminant source since the potential to emit is less than 10 tons/year.
The Best Available Technology (BAT) requirements under OAC rule 3745-31-05(A)(3) do not apply to the NOx and VOC emissions from this air contaminant source since the calculated annual emissions rate is less than 10 tons/year, taking into account the voluntary restrictions from OAC rule 3745-31-05(E).
The Best Available Technology (BAT) requirements under OAC rule 3745-31-05(A)(3) do not apply to PE since the calculated annual emissions rate is less than 10 tons/year taking into account the federally enforceable rule limits in OAC rule 3745-17-11(B)(5).See b)(2)b. below.

	g.
	OAC rule 3745-31-05(E)
June 30, 2008
	Install an engine that was designed to meet 0.25 g NOx/hp-hr.
Install an engine that was designed to meet 0.20 g (NMNEHC excl. HCOH)/hp-hr.
Install an engine that was designed to meet 0.04018 g PM/hp-hr.
Install an engine that was designed to meet 0.30 g CO/hp-hr.
See b)(2)b. below.

	h.
	40 CFR Part 60 Subpart JJJJ
40 CFR 60.4233
	This engine shall meet all applicable NSPS requirements for a 2011 year of manufacture, regardless of actual year of manufacture, except for those BAT requirements that are stricter than NSPS.

	i.
	40 CFR Part 60, Subpart A
	[bookmark: _GoBack]Table 3 to Subpart JJJJ of 40 CFR Part 60 – “Applicability of General Provisions to Subpart IIIIJJJJ” identifies the parts of the General Provisions in 40 CFR Part 60.1 – 19 that apply.



0. Additional Terms and Conditions
This Best Available Technology (BAT) emission limit applies until U.S. EPA approves OAC paragraph 3745-31-05(A)(3)(a)(ii) (the less than 10 tons per year BAT exemption) into the Ohio SIP.
These requirements apply once U.S. EPA approves OAC paragraph 3745-31-05(A)(3)(a)(ii) (the less than 10 tons per year BAT exemption) as part of the Ohio SIP.
The stationary spark ignition (SI) internal combustion engine (ICE) is subject to and shall be operated in compliance with the requirements of 40 CFR Part 60, Subpart JJJJ, standards of performance for stationary SI ICE.
[40 CFR 60.4230(a)]
The owner/operator of the SI ICE shall demonstrate compliance with the emissions standards identified in 40 CFR 60.4233 of Part 60, Subpart JJJJ in accordance with 40 CFR 60.4243(b).
[40 CFR 60.4233] and [40 CFR 60.4243(b)]
c) Operational Restrictions
(1) The permittee shall burn only natural gas in this engine, except as allowed under 40 CFR 60.4243(ge).
(2)	The permittee must keep a maintenance plan and records of conducted maintenance and must, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions. In addition, the permittee must conduct an initial performance test within one year of engine startup and conduct subsequent performance testing every 8,760 hours or three years, whichever comes first, thereafter to demonstrate compliance.
(3)	The air-to-fuel ratio controller used in conjunction with the catalytic reduction system must be maintained and operated appropriately in order to ensure proper operation of the engine and control device to minimize emissions at all times. 
d) Monitoring and/or Recordkeeping Requirements
0. The permittee shall maintain the engine and catalytic converter manufacturers’ warranty and/or emissions test data on site or at a central location for all facility engines and it shall be made available for review upon request.  If the manufacturer’s warranty and/or emissions test data are not kept on site, the permittee shall maintain a log for the engine which identifies the location, the agency-assigned emissions unit number, the manufacturer’s serial number, and the emissions test data or warranty of emissions. The manufacturer’s operations manual and maintenance records shall be maintained at the same location as the engine or may be carried with the maintenance personnel; or if the engine is leased or serviced by personnel visiting (not stationed at) the site, these records shall be maintained by the facility or staff personnel who are responsible for maintaining the engine in compliance. This information shall be made available to the Director or his/her representative upon request.
[40 CFR 60.4243(b)] with [40 CFR 60.4242(f)]
0. The following records shall be maintained for the engine:
all notifications submitted to comply with and all documentation supporting compliance with Part 60 Subpart JJJJ;
records of all maintenance conducted on the engine;
the emissions warranty from the manufacturer of the engine and/or catalytic control device, documenting that the engine meets the emission standards identified in 40 CFR 60.4231(e); and a record of the settings at which the engine was maintained to support the emissions warranty;
where meeting the requirements of 40 CFR 60.4243(b)(2), the testing results from the initial and subsequent (every 8760 hours or 3 years, whichever comes first, for engines greater than 500 HP) performance tests; and
the information identified in 40 CFR Parts 90, 1048, 1054, and/or 1060 that is required to be provided by the manufacturer to the operator/owner, as applicable to the model year and horsepower of the engines.
The permittee or owner/operator (if leased) of the engine shall keep the above records and a maintenance plan for the engine, and shall maintain documentation that the engine is maintained and operated according the manufacturer’s emission-related instructions.
[40 CFR 60.4245(a)] and [40 CFR 60.4243(a) and (b)]
e) Reporting Requirements
(1) The permittee shall submit an annual Permit Evaluation Report (PER) to the Ohio EPA District Office or Local Air Agency by the due date identified in the Authorization section of this permit. The permit evaluation report shall cover a reporting period of no more than twelve months for each the engine identified in this permit. It is recommended that the PER be submitted electronically through the Ohio EPA’s “e-Business Center: Air Services” although PERs can be submitted via U.S. postal service or can be hand delivered.
[OAC 3745-15-03(B)(2) and (D)]
0. The permittee shall identify in the PER:
each SI engine located (and operated) at the compressor station during the year, identified by the make, model year, horse power, type engine (4SRB), serial number, and the date of manufacturer of each engine;
the following information for each engine and method of compliance:
if the engine was purchased certified by the manufacturer, in accordance with the Subpart JJJJ, i.e., the manufacturer has provided a warranty for the emissions and the engine is maintained in accordance with the warranty; and/or 
if the engine has been retrofitted with a control device to demonstrate compliance with the applicable limits identified in this permit; and/or
if the engine has been and/or will be tested in accordance with 40 CFR 60.4243(b)(2);
if demonstrating compliance through the manufacturer’s certification, a statement as to whether the engine was operated and maintained in accordance with the manufacturers emission-related instructions and warranty;
the date the engine was tested for compliance with the applicable emission standards identified in Part 60 Subpart JJJJ; and
whether the engine failed to meet the applicable emission standards identified in 40 CFR 60.4233 and/or this permit, the number of hours during which the engine was in operation while not in compliance, the pollutant limitations that were exceeded, and information on the date and resolution of non-compliance.
[40 CFR 60.4233]
In order to identify each spark engine at the facility, uponwithin 30 days of startup the permittee shall submit an initial notification report to the district or local office that processed the permit application, to include the make, model year, horse power, and serial number of each engine at the compressor station.  For each engine that is greater than or equal to 500 HP and that has not been certified by the engine manufacturer, the permittee shall submit an initial notification report meeting the requirements of 40 CFR 60.7(a)(1), which shall include the following information:
the name and address of the owner and/or operator;
the address or location of the site, or the longitude and latitude coordinates if there is no address;
the engine information, including make, model, type (4SRB), serial number, model year, maximum engine power, and engine displacement; and
identification of the emission control device and if the engine has been retrofitted.
[40 CFR 60.4245(c)-in part]
 (4)	The permittee shall submit deviation (excursion) reports that identify each day when a fuel other than natural gas was burned in this engine. Each report shall be submitted within 30 days of the beginning of the excursion.

f) Testing Requirements
Compliance with the Emission Limitations and/or Control Requirements specified in section b) of these terms and conditions shall be determined in accordance with the following methods.
0. If the natural gas engine was purchased without an EPA certificate of conformity or is not operated as identified in the certificate of conformity or warranty for the emissions, the engine will need to meet the performance testing requirements of 40 CFR 60.4243(b)(2) and the permittee will be required to conduct an initial performance test and subsequent performance tests every 8,760 hours or 3 years whichever comes first, to demonstrate compliance with the emission limits from Part 60 Subpart JJJJ and the applicable emission limits established through Best Available Technology as identified in this permit. The notification, reporting and other requirements of OAC rule 3745-15-04(A) shall apply, except that an extension to the 30 day requirement for submittal of written test results may be granted by the field office, up to the 60 days allowed by 40 CFR 60.4245(d).
[OAC rule 3745-15-04(A), 40 CFR 60.4243(b)(1) and (2), and 40 CFR 60.4245(d)]
{This SI engine shall meet the applicable emissions standards identified in Table 1 to Subpart JJJJ for engines greater than or equal to 500 HP and manufactured January 1, 2011 or later, and the applicable emission limits established through Best Available Technology as identified in this permit. Older engines manufactured before January 1, 2011 shall be retrofitted with controls as needed to demonstrate that the emission limits established in this permit are met.}
Emission Limitation:
Visible particulate emissions from the exhaust stack serving this emissions unit shall not exceed 20 percent opacity, as a six-minute average, except as specified by rule.
Applicable Compliance Method:
If required, compliance shall be determined through visible emission observations performed in accordance with U.S. EPA Reference Method 9 in 40 CFR, Part 60, Appendix A.
Emissions Limitations:
0.04018 gram PE/HP-hr
Applicable Compliance Method:
The emission limitations are based on the applicable emission limits established through Best Available Technology as identified in this permit.  
If required, the permittee shall demonstrate compliance with the emission limitations through exhaust emission tests performed in accordance with 40 CFR Part 60, Appendix A, Methods 1 through 5.
[OAC 3745-31-05(A)(3)] 
Emissions Limitations:
0.25 gram NOx /HP-hr
Applicable Compliance Method:
The emission limitations are based on the applicable emission limits established through Best Available Technology as identified in this permit.  If not certified by the manufacturer, compliance with the applicable g/HP-hr NOx limit shall be demonstrated through performance/stack testing, using the applicable compliance methods identified in Part 60 Subpart JJJJ.
When required, the permittee shall demonstrate compliance with the NOx limitation according to the requirements of 40 CFR 60.4243 and 40 CFR 60.4244, using the applicable test methods in Table 2 to Part 60 Subpart JJJJ.
[OAC 3745-31-05(A)(3)]
Emissions Limitations:
0.30 gram CO/HP-hr

Applicable Compliance Method:
The emission limitations are based on the applicable emission limits established through Best Available Technology as identified in this permit.  If not certified by the manufacturer, compliance with the applicable g/HP-hr CO limit for this engine shall be demonstrated through performance/stack testing, using the applicable compliance methods identified in Part 60 Subpart JJJJ.
When required, the permittee shall demonstrate compliance with the CO limitation according to the requirements of 40 CFR 60.4243 and 40 CFR 60.4244, using the applicable test methods in Table 2 to Part 60 Subpart JJJJ.
[OAC 3745-31-05(A)(3)]
Emissions Limitations:
0.20 gram (NMNEHC excl. HCOH)/HP-hr
Applicable Compliance Method:
The emission limitations are based on the applicable emission limits established through Best Available Technology as identified in this permit.  If not certified by the manufacturer, compliance with the applicable g/HP-hr (NMNEHC excl. HCOH) limit for this engine shall be demonstrated through performance/stack testing, using the applicable compliance methods identified in Part 60 Subpart JJJJ.
When required, the permittee shall demonstrate compliance with the VOC limitation according to the requirements of 40 CFR 60.4243 and 40 CFR 60.4244, using the applicable test methods in Table 2 to Part 60 Subpart JJJJ.
[OAC 3745-31-05(A)(3)]
If this engine is operated using propane more than 100 hours per year as an alternative fuel solely during emergency operations, the permittee must comply with the performance testing requirements of 40 CFR 60.4243(e) and 60.4244 to demonstrate compliance with the emissions limits of this permit.
g) Miscellaneous Requirements
0. The engine shall be equipped with an exhaust stack that is at least 12’ above ground level.None.

