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Start-Up Requirements Summary 

 
The following tables include start-up and routine monitoring requirements for seasonal public water systems.  

1
Includes consecutive ground water systems. 

2
Seasonal systems and partially-depressurized seasonal systems are required to complete the "Seasonal Public Water System Start-

Up Requirements and Checklist" form and the "Seasonal Noncommunity Public Water System Annual Start-Up Certification" form 

located at http://epa.ohio.gov/ddagw/rtcr.aspx.  
3
May be required following a detailed monitoring evaluation performed by Ohio EPA.  If there is no water access for >90 consecutive 

days, fully-pressurized seasonal systems may be required to complete the "Simplified Start-Up Checklist for Fully-Pressurized 

Seasonal Systems" located at http://epa.ohio.gov/ddagw/rtcr.aspx.  For example, if the system closes on October 31
st

 but stays fully-

pressurized and no one has access to the water again until the system opens the following year on April 1
st

 (i.e., 151 days), then that 

system would be considered a fully-pressurized seasonal system and may be required to complete the simplified start-up procedure 

before April 1
st

 each year. 

 

Table 1. Seasonal Systems - RTCR Routine Total Coliform Monitoring and Start-Up Requirements 

System Type 
Population 

Served 
System Description 

Annual Start-Up  

Procedure Required? 

Routine Monitoring 

Frequency 

Ground Water1 ≤1,000 Fully-Pressurized Year-Round 
Seasonal System 

May be required if no access to 

water for >90 days3 

Once/quarter 

Partially-Depressurized 
Seasonal System 

 

Yes2 

 

Operating season Once/month 

Closed season Once/quarter 

Depressurized Seasonal 

System 

Yes2 

 
Once/month 

(During operating season) 

>1,000 Fully-Pressurized Year-Round 
Seasonal System 

May be required if no access to 

water for >90 days3 
Based on population, See Table 2 

All other seasonal systems Yes2 

Surface Water ≤4,100 Fully-Pressurized Year-Round 

Seasonal System 

May be required if no access to 

water for >90 days3 

4x/month 

All other seasonal systems Yes2 

>4,100 Fully-Pressurized Year-Round 

Seasonal System 

May be required if no access to 

water for >90 days3 
Based on population, See Table 2 

All other seasonal systems Yes2 

Consecutive 

Surface Water 

≤1,000 Fully-Pressurized Year-Round 

Seasonal System 

May be required if no access to 

water for >90 days3 

Once/month 

All other seasonal systems Yes2 

>1,000 Fully-Pressurized Year-Round 

Seasonal System 

May be required if no access to 

water for >90 days3 
Based on population, See Table 2 

All other seasonal systems Yes2 
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See OAC Rule 3745-81-51 for additional routine monitoring requirements. 

Table 2. Routine monitoring requirements for ground water systems serving more than 1,000 persons, 

consecutive surface water systems serving more than 1,000 persons and surface water systems serving 

more than 4,100. 

Population Served Minimum number of samples per month 

1,001 to 2,500 

(ground water systems and consecutive surface water systems) 
2 

2,501 to 3,300 

(ground water systems and consecutive surface water systems) 
3 

3,301 to 4,100 

(ground water systems and consecutive surface water systems) 
4 

4,101 to 4,900 5 

4,901 to 5,800 6 

5,801 to 6,700 7 

6,701 to 7,600 8 

7,601 to 8,500 9 

8,501 to 12,900 10 

12,901 to 17,200 15 

17,201 to 21,500 20 

21,501 to 25,000 25 

25,001 to 33,000 30 

33,001 to 41,000 40 

41,001 to 50,000 50 

50,001 to 59,000 60 

59,001 to 70,000 70 

70,001 to 83,000 80 

83,001 to 96,000 90 

96,001 to 130,000 100 

130,001 to 220,000 120 

220,001 to 320,000 150 

320,001 to 450,000 180 

450,001 to 600,000 210 

600,001 to 780,000 240 

780,001 to 970,000 270 

970,001 to 1,230,000 300 

1,230,001 to 1,520,000 330 

1,520,001 to 1,850,000 360 

1,850,001 to 2,270,000 390 

2,270,001 to 3,020,000 420 

3,020,001 to 3,960,000 450 

3,960,001 or more 480 

 


