	Date:   8-2-06
	Time Start:  0900 hrs
	Time Stop:  1400 hrs
	Gal or tons/load: N/A

	Manure source:  Agitated manure pond
	Applicator name:
V. Van Gogh
	Acres manure applied upon today: ~26 acres of 40 (shaded area)

	Method of Application:

Dragline, w/ soil fracture implement
	Date and time of most recent forecast check (attach forecast document): 2200hrs. 8-1
	Spreader capacity/load

N/A
	Load Count (e.g:  
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)
N/A

	Date of Incorporation (if applicable): immediate
	
	Calculated Rate (gal/ac or tons/acre): 11,000 gal/acre
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	Current or next crop:  Corn Silage
	Tile Checks –time/condition

Each tile checked--No tile flow at 600 hrs.

No tile flow during the duration of land application

Checked again 1 hour after shut down--- no flow present.

	Residue type and % cover:  wheat stubble
	

	Soil Saturation (AWC):  very dry
	

	Soil Cracks:  present (horizontal fracture implement used
	


	Comments/problems:  70% chance Rain is forecast for morning of 8-3-06.
Rate is base on hydraulic limitations, and P-Index.

~286,000 gallons applied before shutdown  


	Most recent Soil Test Values (provide units)
	N (Total)  N/A
	P    68 lbs/acre
	K --N/A

	Most recent Manure analysis (provide units):
	13.6 lbs/1000 gal 
	4.7 lb/1000gallons
	--N/A


	Actual precipitation in inches
	Day 1 (manure application day)
	Day 2 Date:
	Day 3 Date:
	Day 4  Date:
	Day 5 Date:

	
	0
	~0.35
	0
	0
	~0.21


Be sure to attach at least one print out of forecast to this record form.
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