
3745-18-38          Hancock county emission limits. 
 
 
(A) No owner or operator of any coal-fired steam generating unit, unless otherwise 

specified below, shall cause or permit the emission of sulfur dioxide from any source 
to exceed a maximum of 2.6 pounds of sulfur dioxide per MM Btu actual heat input. 

 
(B) The "Ashland Oil Company" (OEPA premise number 0332010020) or any 

subsequent owner or operator of the Ashland oil company facility located on 
Glessner avenue, Findlay, Ohio shall not cause or permit the emission of sulfur 
Dioxide from the following sources to exceed the amounts indicated: 

 
(1) Crude heater numbers 7-1-B-1, vacuum heater number 7-5-B-1 (OEPA source 

numbers B001 and B002); a maximum of 5.3 pounds of sulfur dioxide per MM 
Btu actual heat input from each boiler. 

 
(2) Boiler numbers 8 and 9 (OEPA source numbers B003 and B004); a maximum of 

5.3 pounds of sulfur dioxide per MM Btu actual heat input from each boiler. 
 
(C) The "Northern Ohio Sugar Company (OEPA premise number 0332010013) or any 

subsequent owner or operator of the Northern Ohio sugar company facility located in 
Findlay, Ohio shall not cause or permit the emission of sulfur dioxide from boiler 
numbers 2 and 3 (OEPA source numbers B002 and B003) to exceed a maximum of 
2.5 pounds of sulfur dioxide per MM Btu actual heat input from each boiler. 

 
(D) The "Cooper Tire and Rubber Company" (OEPA premise number 0332010003) or 

any subsequent owner or operator of the Cooper tire and rubber company facility 
located at Lima and Western avenues, Findlay, Ohio shall not cause or permit the 
emission of sulfur dioxide from boiler number 1 (OEPA source number B004) to 
exceed a maximum of 5.3 pounds of sulfur dioxide per MM Btu actual heat input. 

 
(E) The "Archer Daniels Midland Company" (OEPA premise number 0332020187) or 

any subsequent owner or operator of the Archer Daniels Midland company facility 
located on state route 12, Fostoria, Ohio shall not cause or permit the emission of 
sulfur dioxide from boiler number 1 (OEPA source number B001) to exceed a 
maximum of 1.2 pounds of sulfur dioxide per MM Btu actual heat input. 
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