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Statement of Basis For Title V Permit  

Company Name Delo Screw Products

Premise Number 01-21-01-0228

What makes this facility a Title V facility? HAP - Trichloroethylene (TCE)
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Part II (State and Federally Enforceable Requirements)

Term and Condition
(paragraph)

Basis Comments

SIP
(3745-

)

Other

None

C Instructions for Part II:
Each paragraph in Part II must be identified and the remainder of the table completed. If the SIP (not including 31-05) is the basis for the term and condition,
identify the specific rule.   If the SIP is not the basis for the term and condition, place an “N” in the column under “SIP.”  If the basis for the term and condition
is something other than the SIP, including 3745-31-05, NSPS or MACT, a “Y” should be noted in the “Other” column, and if not, an “N” should be noted.  Whether
the basis for the term and condition is the “SIP” or “Other,” an explanation of each term and condition in Part II must be provided in the “Comments” section.

Part III (Requirements Within the State and Federally Enforceable Section)

Any unusual requirements or aspects of the terms and conditions in Part III that are not self-explanatory should be explained in the appropriate comment field
or in a paragraph following the table for Part III.

EU(s) Limitation Basis ND O
R

M St ENF R St Rp St ET Misc Comments

SIP
(3745-

)

Other
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L001 13.9 lbs
OC/hr

31-31-
05(A)(3)
(PTI-01-
7326)

y n y y n n y n     y     n n n OR:
a.   The parts baskets or the parts being cleaned in the
solvent cleaning machine shall not occupy more than 50
percent of the solvent/air interface area unless the parts
baskets or parts are introduced at a speed of 0.9 meter per
minute (3 feet per minute) or less.
b.   Any spraying operations shall be done within the vapor
zone or within a section of the solvent cleaning machine that
is not directly exposed to the ambient air (i.e., a baffled or
enclosed area of the solvent cleaning machine).
c.   Parts shall be oriented so that the solvent drains from
them freely.  Parts having cavities or blind holes must be
tipped or rotated before being removed from the solvent
cleaning machine unless an equally effective approach has
been approved by the Ohio EPA, Central District Office.
d.   Parts baskets or parts shall not be removed from the
solvent cleaning machine until dripping has stopped.
e.   During startup of the solvent cleaning machine, the
primary condensers shall be turned on before the sump
heater.
f.   During shutdown of the solvent cleaning machine, the
sump heater shall be turned off and the solvent vapor layer
allowed to collapse before the primary condenser is turned
off.
g.   When solvent is added or drained from the solvent
cleaning machine, the solvent shall be transferred using
threaded or other leakproof couplings and the end of the pipe
in the solvent sump shall be located beneath the liquid
solvent surface.
h.   The solvent cleaning machine and its associated controls
shall be maintained as recommended by the manufacturers
of the equipment or using alternative maintenance practices
that have been demonstrated to the satisfaction of the Ohio
EPA, Central District Office to achieve the same or better
results as those recommended by the manufacturer.
i.   The permittee shall complete and pass the applicable
sections of the test of solvent cleaning operating procedures
in 40 CFR Part 63, Appendix B if requested during an
inspection by the Ohio EPA, Central District Office.
j.   Waste solvent, still bottoms, and sump bottoms shall be
collected and stored in closed containers.  The closed
containers may contain a device that would allow pressure
relief, but must not allow liquid solvent to drain from the
container.
k.   Sponges, fabric, wood, and paper products shall not be
cleaned.
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L001 60.9
tons/year 

31-31-
05(A)(3)
(PTI-01-
7326)

y n y y n n y n     y    
 

    n n n OR:
a.   The parts baskets or the parts being cleaned in the
solvent cleaning machine shall not occupy more than 50
percent of the solvent/air interface area unless the parts
baskets or parts are introduced at a speed of 0.9 meter per
minute (3 feet per minute) or less.
b.   Any spraying operations shall be done within the vapor
zone or within a section of the solvent cleaning machine that
is not directly exposed to the ambient air (i.e., a baffled or
enclosed area of the solvent cleaning machine).
c.   Parts shall be oriented so that the solvent drains from
them freely.  Parts having cavities or blind holes must be
tipped or rotated before being removed from the solvent
cleaning machine unless an equally effective approach has
been approved by the Ohio EPA, Central District Office.
d.   Parts baskets or parts shall not be removed from the
solvent cleaning machine until dripping has stopped.
e.   During startup of the solvent cleaning machine, the
primary condensers shall be turned on before the sump
heater.
f.   During shutdown of the solvent cleaning machine, the
sump heater shall be turned off and the solvent vapor layer
allowed to collapse before the primary condenser is turned
off.
g.   When solvent is added or drained from the solvent
cleaning machine, the solvent shall be transferred using
threaded or other leakproof couplings and the end of the pipe
in the solvent sump shall be located beneath the liquid
solvent surface.
h.   The solvent cleaning machine and its associated controls
shall be maintained as recommended by the manufacturers
of the equipment or using alternative maintenance practices
that have been demonstrated to the satisfaction of the Ohio
EPA, Central District Office to achieve the same or better
results as those recommended by the manufacturer.
i.   The permittee shall complete and pass the applicable
sections of the test of solvent cleaning operating procedures
in 40 CFR Part 63, Appendix B if requested during an
inspection by the Ohio EPA, Central District Office.
j.   Waste solvent, still bottoms, and sump bottoms shall be
collected and stored in closed containers.  The closed
containers may contain a device that would allow pressure
relief, but must not allow liquid solvent to drain from the
container.
k.   Sponges, fabric, wood, and paper products shall not be
cleaned.

EU = emissions unit ID
ND = negative declaration (i.e., term that indicates that a particular rule(s) is (are) not applicable to a specific emissions unit)
OR = operational restriction
M = monitoring requirements
St = streamlining  term used to replace a PTI monitoring, record keeping, or reporting requirement with an equivalent or more stringent requirement
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ENF = did noncompliance issues drive the monitoring requirements?
R =  record keeping requirements
Rp = reporting requirements
ET = emission testing requirements (not including compliance method terms)
Misc = miscellaneous requirements

C Instructions for Part III:

C All non-insignificant EUs must be included in this table.  For each EU, or group of similar EUs, each emission limitation and control requirement specified
in section A.I.1 and A.I.2 of the permit must be identified and the remainder of the table completed.  

C If the SIP (not including OAC rule 3745-31-05) is the basis for the term and condition, identify the specific rule.   If the SIP is not the basis for the term
and condition, place an “N” in the column under “SIP.”  If the basis for the term and condition is something other than the SIP, including  OAC rule 3745-
31-05, NSPS or MACT, a “Y” should be noted in the “Other” column, and if not, an “N” should be noted.  If the basis for the term and condition is “Other,”
an explanation of the basis must be provided in the “Comments” section. If OAC rule 3745-31-05 is cited in the “Other” column, please indicate in the
“Comments” section whether or not all of the requirements have been transferred from the permit to install.

• To complete the remainder of the table after “Basis,” except for the “Comments” section, simply specify a “Y” for yes or an “N” for no.  For the “M,” “R,”
“Rp,” and “ET” columns, if “N” is specified, there should be a brief explanation in the “Comments” section as to why there are no requirements. If a brief
explanation is provided in the “Comments” section, please do not simply indicate that monitoring or testing requirements are not necessary. An
explanation of why a requirement is not necessary should be specified.

When periodic monitoring requirements are established to satisfy the provisions of OAC rule 3745-77-07(A)(3)(a)(ii), the basis for the requirements must
be explained. Whenever Engineering Guides have been used to establish the periodic monitoring requirements, the applicable Engineering Guide may
be referenced in the “Comments” section.  An example that should be clarified would be the situation where it has been determined that control
equipment parametric monitoring will be used to evaluate ongoing compliance in lieu of performing frequent emission tests. In this situation, Engineering
Guide #65 would be referenced along with the fact that the parametric monitoring range (or minimum value) corresponded to the range  (or minimum
value) documented during the most recent emission tests that demonstrated that the emissions unit was in compliance. If streamlining language is
included in the “Monitoring,” “Record Keeping,” or “Reporting” requirements sections of the permit, explain which requirements are being streamlined
(mark appropriate column above) and provide a brief explanation of why the streamlined term is equal to or more stringent than the “Monitoring,”
“Record Keeping,” or “Reporting” requirements specified in the permit to install. If Engineering Guide #16 was used as the basis for establishing an
emission test frequency, a simple note referencing the Engineering Guide in the “Comments” section would be sufficient. 

Also, if a “Y” is noted under “OR,” “Misc,” “St,” “ND,” or “ENF” an explanation of the requirements must be provided in the “Comments” section.  In
addition to a general explanation of the “OR,” “Misc,” “St,” “ND,” and/or “ENF” the following must be provided:

1. For an operational restriction, clarify if appropriate monitoring, record keeping, and reporting requirements have been specified for the
operational restriction and indicate whether or not CAM is currently applicable.

2. If a control plan and schedule is included in the “Miscellaneous Requirements” section of the permit, provide an explanation in the
“Comments” section of the violation, basis for the violation, and the company’s proposed control plan and schedule. 

3. If the “ND” column above is marked, please identify the particular rule(s) that is (are) not applicable to the specified emissions unit.
2. If the “ENF” column above is marked, please provide a brief explanation of the noncompliance issue(s) which prompted the use of the

specified monitoring requirement.
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An explanation is not required if an “N” is noted in the “OR,” “Misc,” “St,” “ND,” or “ENF” columns.


