
Statement of Basis For Title V Permit  

Company Name Republic Engineered Products

Premise Number 15 76 05 0694

What makes this facility a Title V facility? The potential to emit for carbon monoxide exceeds 100 tpy.



Part II (State and Federally Enforceable Requirements)

Term and Condition (paragraph) Basis Comments

SIP
(3745- )

Other

A.I. 25-03

C Instructions for Part II:
Each paragraph in Part II must be identified and the remainder of the table completed. If the SIP (not including 31-05) is the basis for the term and condition, identify the specific rule.   If the SIP
is not the basis for the term and condition, place an “N” in the column under “SIP.”  If the basis for the term and condition is something other than the SIP, including 3745-31-05, NSPS or MACT,
a “Y” should be noted in the “Other” column, and if not, an “N” should be noted.  Whether the basis for the term and condition is the “SIP” or “Other,” an explanation of each term and condition
in Part II must be provided in the “Comments” section.

Part III (Requirements Within the State and Federally Enforceable Section)

Any unusual requirements or aspects of the terms and conditions in Part III that are not self-explanatory should be explained in the appropriate comment field or in a paragraph following the table
for Part III.

EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
SIP

(3745- )
Other

B001 20% opacity, 6-min. avg
(stack)

0.02 lb PM/MMBtu input

2.5 lbs SO2/MMBtu

17-07(A)

17-10(B)(1)

N

N

N

Y

N

N

N

N

Y

Y

N

Y

Y

N

N

N

N

N

N

N

Y

Y

N

N

N

    N

     Y  

     Y    
  

    N

     N

N

Y

Y

N

N

N

N

OR, M, R, Rp, Misc. - none needed.

OR - exclusive use of natural gas.
Misc. - none needed.

Other - 40 CFR Part 52.1881 (b)(27)(ii)
OR - exclusive use of natural gas.
ET, Misc. - none needed



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
B002 20% opacity, 6-min. avg

(stack)

0.02 lb PM/MMBtu input

2.5 lbsSO2/MMBtu

17-07(A)

17-10(B)(1)

N

N

N

Y

N

N

N

N

Y

Y

N

Y

Y

N

N

N

N

N

N

N

Y

Y

N

N

N

  N

    Y    

Y

    N

N

N

Y

Y

N

N

N

N

OR, M, R, Rp, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.

Other - 40 CFR Part 52.1881(b)(27)(ii)
OR - exclusive use of natural gas.
ET, Misc. - none needed.

F001 No VEs on paved roads,
6-min. average

RACM for paved roads.

No VEs on unpaved
roads, 13-min. average

RACM for unpaved roads

17-07(B)(4)

17-08(B)(8)

17-07(B)(5)

17-08(B)(2)

N

N

N

N

N

N

N

N

N

N

N

N

N

Y

N

Y

N

N

N

N

N

N

N

N

N

Y

N

Y

N

N

N

N

N    

Y

N

Y

    N

N

N

N

Y

N

Y

N

N

N

N

N

OR, M, R, Rp, Misc. - none needed.

OR, ET, Misc. - none needed.

OR, M, R, Rp, Misc. - none needed.

OR, ET, Misc. - none needed.

F003 20% opacity, 6-min. avg
(stack) Aisle #3 & 4

20% opacity, 6-min. avg
(fugitive) Aisle #3 & 4

RACM: 0.0052 gr/dscf
(Aisle #3)

10 lbs PM/hr (Aisle #4)

17-07(A)

17-07(B)(3)

17-08(B)

17-11

N

N

N

N

N

N

N

N

Y

N

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

N

N

Y

Y

Y

Y

N

N

N

N

Y   

Y

Y

Y

    N

N

N

N

Y

Y

Y

Y

N

N

N

N

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, M, R, Rp, Misc. - none needed.

OR- baghouse pressure drop limitation.
Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed.

P006 This Emissions Unit has
been Permanently Shut
Down.

P007 This Emissions Unit has
been Permanently Shut
Down.

P008 This Emissions Unit has
been Permanently Shut
Down.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P009 This Emissions Unit has

been Permanently Shut
Down.

P010 This Emissions Unit has
been Permanently Shut
Down.

P011 This Emissions Unit has
been Permanently Shut
Down.

P013 This Emissions Unit has
been Permanently Shut
Down.

P014 This Emissions Unit has
been Permanently Shut
Down.

P015 This Emissions Unit has
been Permanently Shut
Down.

P016 This Emissions Unit has
been Permanently Shut
Down.

P037 This Emissions Unit has
been Permanently Shut
Down.

P061 This Emissions Unit has
been Permanently Shut
Down.

P064 This Emissions Unit has
been Permanently Shut
Down.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P068 20% opacity, 6-min. avg

(stack)

20% opacity, 3-min. avg
(fugitive)

0.0052 gr/dscf (BGH02);
10 lbs PM/hr (BGH01)

10 lbs PM/hr (BGH21);
0.030 gr/dscf (BGH23)

17-07(A)

17-07(B)(3)

17-08(B)(3)

17-11(B)

N

N

N

N

N

N

N

N

Y

N

Y

N

Y

Y

Y

N

N

N

N

N

N

N

N

N

Y

Y

Y

N

N

N

N

N

Y

Y

Y

N

N

N

N

N

Y

Y

Y

Y

N

N

N

N

OR - baghouse pressure drop limitation.

OR, Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, M, R, Rp, Misc. - none needed.

P070 20% opacity, 6-min. avg
(stack)

20% opacity, 3-min. avg
(fugitive)

RACM

35.8 lbs PM/hr

BAT was determined to be
in compliance with all
applicable rules.

17-07(A)

17-07(B)(1)

17-08(B)

17-11(B)

N

N

N

N

Y

N

N

N

N

--

Y

N

N

Y

--

Y

Y

N

Y

--

N

N

N

N

--

N

N

N

N

--

Y

Y

N

Y

--

N

N

N

N

–

Y

Y

N

Y

--

 N

N

N

N

--

Y

Y

N

Y

--

N

N

N

N

--

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed.

Other - OAC rule 3745-31-05
All of the requirements have been transferred from PTI

P071 20% opacity, 6-min. avg
(stack)

20% opacity, 3-min. avg
(fugitive)

RACM

35.8 lbs PM/hr

BAT was determined to be
in compliance with all
applicable rules.

17-07(A)

17-07(B)(1)

17-08(B)

17-11(B)

N

N

N

N

Y

N

N

N

N

–

Y

N

N

Y

–

Y

Y

N

Y

--

N

N

N

N

--

N

N

N

N

–

Y

Y

N

Y

--

N

N

N

N

–

Y

Y

N

Y

--

N

N

N

N

--

Y

Y

N

Y

--

N

N

N

N

--

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed

Other - OAC rule 3745-31-05(A)(3)
All of the requirements have been transferred from the
PTI.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P074 This Emissions Unit has

been Permanently Shut
Down.

P075 20% opacity, 6-min. avg
(stack)

20% opacity, 3-min. avg
(fugitive)

RACM

35.8 lbs PM/hr

BAT was determined to be
in compliance with all
applicable rules.

17-07(A)

17-07(B)(1)

17-08(B)

17-11(B)

N

N

N

N

Y

N

N

N

N

–

Y

N

N

Y

–

Y

Y

N

Y

--

N

N

N

N

--

N

N

N

N

–

Y

Y

N

Y

--

N

N

N

N

–

 Y  

Y

N

Y

– 

N

N

N

N

–

Y

Y

N

Y

--

N

N

N

N

--

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed

Other - OAC rule 3745-31-05.
All of the requirements have been transferred from the
PTI.

P076 20% opacity, 6-min. avg
(stack)

20% opacity, 3-min. avg
(fugitive)

RACM

35.8 lbs PM/hr

BAT was determined to be
in compliance with all
applicable rules.

17-07(A)(1)

17-07(B)(1)

17-08(B)

17-11(B)

N

N

N

N

Y

N

N

N

N

--

Y

N

N

Y

--

Y

Y

N

Y

–

N

N

N

N

--

N

N

N

N

--

Y

Y

N

Y

--

N

N

N

N

--

   Y 

Y

N

Y

--

 N  

N

N

N

--

Y

Y

N

Y

--

N

N

N

N

--

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed.

Other - OAC rule 3745-31-05(A)(3)
All of the requirements have been transferred from the
PTI.

P078 20% opacity, 6-min. avg
(stack)

20% opacity, 3-min. avg
(fugitive)

RACM

31.8 lbs PM/hr

17-07(A)(1)

17-07(B)(1)

17-08(B)

17-11

N

N

N

N

N

N

N

N

Y

N

N

Y

Y

Y

N

Y

N

N

N

N

N

N

N

N

Y

Y

N

Y

N

N

N

N

Y

Y

N

Y

 N 

N

N

N

Y

Y

N

Y

N

N

N

N

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P081 This Emissions Unit has

been Permanently Shut
Down.

P082 This Emissions Unit has
been Permanently Shut
Down.

P083 This Emissions Unit has
been Permanently Shut
Down.

P094 This Emissions Unit has
been Permanently Shut
Down.

P095 This Emissions Unit has
been Permanently Shut
Down.

P096 This Emissions Unit has
been Permanently Shut
Down.

P099 This Emissions Unit has
been Permanently Shut
Down.

P101 This Emissions Unit has
been Permanently Shut
Down.

P104 This Emissions Unit has
been Permanently Shut
Down.

P106 20% opacity, 6-min. avg
(stack)

0.005 gr/dscf

80 lbs SO2/ton of actual
process weight input.

17-07(A)

N

N

N

Y

Y

N

N

N

Y

Y

N

Y

Y

N

N

N

N

N

N

N

Y

Y

N

N

N

N

 Y  

Y

N

 N

N

N  

Y

Y

Y

N

N

N

OR - baghouse pressure drop limitation
Misc. - none needed.

Other - BAT is more restrictive.
OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, M, R, Rp, Misc. - none needed.
Other - 40 CFR Part 52.1881(b)(27) viii



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P118 The Emissions Unit has 

been Permanently Shut
Down.

P123 Particulate Matter:
0.005 gr/dsc; 3.12 lbs/hr;
and 13.67 tons/yr

PM10:
2.44 lbs/hr and 10.69
tons/yr.

5% opacity, 6-min. avg
(stack)

Sulfur Dioxide:
525 lbs/3-hr; 1,748
lbs/day; and 318.94
tons/yr.

Sulfur usage limit:
656 lbs/3-hr. period; 2,185
lbs/24-hr period; and 399
tons/yr

The above limits are the
combined total for
emissions units P123,
P128 and P129.

N

N

N

N

N

Y

Y

Y

Y

Y

N

N

N

N

N

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

N

N

N

N

Y

Y

Y

Y

Y

N

N

N

N

N

Y

Y

Y

Y

Y

 N 

N

N

N

N

Y

Y

Y

Y

Y

N

N

N

N

N

Other - BAT is more restrictive
OR - baghouse pressure drop limitation.
Misc. non needed.

Other - BAT is more restrictive.
OR - baghouse pressure drop limitation
Misc. - none needed.

Other - BAT is more restrictive.
OR - baghouse pressure drop limitation.
Misc. - none needed.

Other - BAT is more restrictive
OR - restriction on sulfur additions, and injection under
the molten metal.
Misc. - none needed.

Other - BAT is more restrictive.
OR - restriction of sulfur additions.
Misc. - none needed.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P126 Nitrogen Oxides:

0.112 lb/MMBtu; 22 lbs/hr,
and 96.2 tons/yr.

Carbon Monoxide: 7.8
lbs/hr and 34.3 tons/yr.

VOCs: 
1.1 lbs/hr and 4.82 tons/yr

PM/PM10:
1 lb/hr and 4.4 tons/yr

Sulfur Dioxide:
0.12 lb/hr and 0.52 ton/yr

5% opacity as a 6-min.
avg
(stack)

N

N

N

N

N

N

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

N

N

N

N

N

N

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

    Y

Y

Y

Y

Y

Y

    N

N

N

N

N

N

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

Other - Bat is more restrictive
OR - exclusive use of natural gas &  low NOx burners.
M, R, Rp, Misc. - none needed.

Other - Bat is more restrictive
OR - exclusive use of natural gas &  low NOx burners.
M, R, Rp, Misc. - none needed.

Other - Bat is more restrictive
OR - exclusive use of natural gas &  low NOx burners.
M, R, Rp, Misc. - none needed.

Other - Bat is more restrictive
OR - exclusive use of natural gas &  low NOx burners.
M, R, Rp, Misc. - none needed.

Other - Bat is more restrictive
OR - exclusive use of natural gas &  low NOx burners.
M, R, Rp, Misc. - none needed.

Other - BAT is more restrictive
OR, M, R, Rp, Misc. - none needed.

P128 20% opacity as a 6-min.
avg
(stack)

10% opacity as a 3-min.
avg
(fugitive)

RACM

Particulate Matter:
0.005 gr/dscf and 13.67
tons/yr

17-07(A)

N

17-08(B)

N

N

Y

N

Y

N

N

N

N

Y

N

N

Y

Y

Y

N

Y

N

N

N

N

N

N

N

N

Y

Y

N

Y

N

N

N

N

 Y

Y

N

Y

 N

N

N

N

Y

Y

N

Y

N

N

N

N

OR - baghouse pressure drop limitation.
Misc. - none needed.

Other - BAT is more restrictive.
OR, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

Other - BAT is more restrictive.
OR - baghouse pressure drop limitation.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P129 20% opacity as a 6-min.

avg
(stack)

10% opacity as a 3-min.
avg
(fugitive)

RACM

Particulate Mater:
0.005 gr/dscf and 13.67
tons/yr

17-07(A)

N

17-08(B)

N

N

Y

N

Y

N

N

N

N

Y

N

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

N

N

Y

Y

Y

Y

N

N

N

N

Y

Y

Y

  Y  

 N  

N

N

N

Y

Y

N

Y

N

N

N

N

OR - baghouse pressure drop limitation.
Misc. - none needed.

Other - BAT is more restrictive.
OR, M, R, Rp, ET, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

Other - BAT is more restrictive.
OR - baghouse pressure drop limitation.
Misc. - none needed.

P902 This Emissions Unit has
been Permanently Shut
Down.

P903 This Emissions Unit has
been Permanently Shut
Down.

P904 This Emissions Unit has
been Permanently Shut
Down.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P905 3% opacity as a 6-min.

avg
(stack)

6% opacity, as a 6-min.
avg from the #4 Melt
Shop, and 10% opacity,
as a 6-min. avg from the
dust handling equipment
(fugitives)

Total (filterable plus
condensible) PM10/PM2.5
100.6 lbs/hr and 440.8 tpy
0.0048 gr/dscf

Filterable PM: 
37.7 lbshr and 165.3 tpy
0.0018 gr/dscf
99% efficiency of
Baghouse

Filterable PM10:
28.7 lbs/hr and 125.6 tpy
0.0014 gr/dscf

Sulfur Dioxide:
12.83 lbs/hr and 45.0 tpy
0.35 lb/ton of steel

Nitrogen Oxides:
36.7 lbs/hr and 160.75 tpy
0.35 lb/ton of steel

N

N

N 

N

N

N

N

Y

Y

Y 

Y

Y

Y

Y

N

N

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

N

N

N

N

N

N

N

N

  Y

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

N

    Y

   

   
 Y

    Y 

    
Y 

   
     
Y

    
    
    
 Y
   

     Y

     
     

    N

   

   
 N

    N

   
 N

     
     
N

      
   

      
N

      N

      
     

Y

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

N

Other - NSPS, BACT and BAT.
OR - Baghouse damper  positions and ID Fan operation
restrictions 
CAM is visible emissions leaving the baghouse.
Misc. - none needed.

Other - NSPS, BACT, and BAT.
OR - furnace static pressure limitation.
CAM is currently applicable.
Misc. - none needed

Other - BACT and BAT are more restrictive
OR - restriction on tons of steel per hour.
Baghouse damper positions and ID fan operating
restrictions.
CAM is currently applicable.
Misc. - none needed.

Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Baghouse damper positions and ID fan operating
restrictions.
CAM is currently applicable.
Misc. - none needed.

Other - BACT and BAT are more restrictive
OR - restriction on tons of steel per hour.
Baghouse damper positions and ID fan operating
restrictions.
CAM is currently applicable.
Misc. - none needed.

Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Misc. - none needed.

Mass emission rates are based on using an emissions
factor of 0.2 lb NOx/ton steel
Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Use of low NOx oxy fuel burner and oxygen lances.
Misc. - none needed.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P905
cont.

Carbon Monoxide:
366.5 lbs/hr and 1,285 tpy
2 lbs CO/ton of steel

N Y Y Y Y N N Y N Y N Y N Other - BACT and BAT are more restrictive
OR - restriction on tons of steel per hour.
Air infiltration into ductwork to improve conversion of CO
 to CO2.
Misc. - none needed.

VOCs:
18.33 lbs/hr and 62.24 tpy
0.1 lb/ton of steel

Lead (combined
emissions from  P905 &
P907: 
0.06lb/hr and 0.240 tpy

Mercury (combined
emissions from P905 &
P907): 0.61 lb/hr &  0.27
tpy

N

N

N

Y

Y

Y

N

N

N

Y

Y

Y

Y

Y

Y

N

N

N

N

N

N

Y

Y

Y

N

N

N

   Y

   
  Y

     Y  

     N

      
    N

      N

Y

Y

Y

N

N

N

Other - BACT and BAT are more restrictive
OR - restriction on tons of steel per hour.
Scrap management program requires minimal use of
scrap which contains oils, plastics, and organic
materials.
Misc. - none needed.

Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Scrap management program requires minimal use of
scrap which contains mercury or lead.
Misc. - none needed.

Other - BACT and BAT are more restrictive
OR - restriction on tons of steel per hour.
Scrap management program requires minimal use of
scrap which contains mercury or lead.
Misc. - none needed.

P907 3% Opacity as a 6-min.
avg
(stack)

6% opacity, as a 6-min.
avg from the #4 Melt
Shop, and 10% opacity,
as a 6-min avg from the
dust handling equipment
(fugitives)

N

N

Y

Y

N

N

Y

Y

Y

Y

N

N

N

N

Y

Y

N

N

Y

Y

N

N

Y

Y

N

N

Other - NSPS, BACT and BAT
OR - Baghouse damper positions and ID Fan operation
restrictions.
Misc. - none needed.

Other - NSPS, BACT, and BAT
OR - furnace static pressure limitation
Misc. - none needed.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
P907 Particulate Matter

56.8 lbs/hr and 249 tpy

0.0032 gr/dscf

PM10 : 
43.17 lbs/hr and 189.24
tpy

Sulfur Dioxide:
11.55 lbs/hr and 50.6 tpy
0.35 lb/ton of steel

Nitrogen Oxides:
33.0 lbs/hr and 144.5 tpy
0.35 lb/ton of steel

Carbon Monoxide:
660 lbs/hr and 2,890.8 tpy

VOCs:
57.75 lbs/hr and 252.9 tpy

Lead (combined
emissions from P905 &
P907)
0.06 lb/hr & 0.240 tpy

Mercury (combined
emissions from P905 &
P907)
0.61 lb/hr & 0.27 tpy
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N

N

N
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OR- restriction on tons of steel per hour.
Baghouse damper positions and ID fan operating
restrictions.
Misc. - none needed

Other  - BACT and BAT are more restrictive.
OR - Restriction on tons of steel/hr.
Baghouse damper positions and ID fan operating
restrictions.
Misc. - none needed.

Other  - BACT and BAT are more restrictive.
OR - Restriction on tons of steel/hr.
Baghouse damper positions and ID fan operating
restrictions.
Misc. - none needed.

Other -BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Misc. - none needed.

Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Misc. - none needed.

Other - BACT and BAT are more restrictive
OR - restriction on tons of steel per hour.
Misc. - none needed.

Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Scrap management program requires minimal use of
scrap which contains oils, plastics, and organic
materials.
Misc. - none needed.

Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Misc. - none needed.

Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Misc. - none needed.



EU(s) Limitation Basis ND OR M St ENF R St Rp St ET Misc Comments
Z001 This Emissions Unit has

been Permanently Shut
Down.

Z002 20% opacity as a 3-min.
avg
(fugitives)

RACM

17-07(B)(3)

17-08(B)

N

N

N

N

N

Y

N

Y

N

N

N

N

N

Y

N

N

N

Y

 N  

N

Y

N

N

N

OR, M, R, Rp, Misc. - None needed.

OR - Exclusive use of natural gas.
ET, Misc. - None needed.

Z003 This Emissions Unit has
been Permanently Shut
Down.

Z027 This Emissions Unit has
been Permanently Shut
Down.

Z028 This Emissions Unit has
been Permanently Shut
Down.

EU = emissions unit ID
ND = negative declaration (i.e., term that indicates that a particular rule(s) is (are) not applicable to a specific emissions unit)
OR = operational restriction
M = monitoring requirements
St = streamlining  term used to replace a PTI monitoring, record keeping, or reporting requirement with an equivalent or more stringent requirement
ENF = did noncompliance issues drive the monitoring requirements?
R =  record keeping requirements
Rp = reporting requirements
ET = emission testing requirements (not including compliance method terms)
Misc = miscellaneous requirements
C Instructions for Part III:

C All non-insignificant EUs must be included in this table.  For each EU, or group of similar EUs, each emission limitation and control requirement specified in section A.I.1 and A.I.2 of the
permit must be identified and the remainder of the table completed.  

C If the SIP (not including OAC rule 3745-31-05) is the basis for the term and condition, identify the specific rule.   If the SIP is not the basis for the term and condition, place an “N” in the
column under “SIP.”  If the basis for the term and condition is something other than the SIP, including  OAC rule 3745-31-05, NSPS or MACT, a “Y” should be noted in the “Other”
column, and if not, an “N” should be noted.  If the basis for the term and condition is “Other,” an explanation of the basis must be provided in the “Comments” section. If OAC rule 3745-
31-05 is cited in the “Other” column, please indicate in the “Comments” section whether or not all of the requirements have been transferred from the permit to install.



• To complete the remainder of the table after “Basis,” except for the “Comments” section, simply specify a “Y” for yes or an “N” for no.  For the “M,” “R,” “Rp,” and “ET” columns, if “N” is
specified, there should be a brief explanation in the “Comments” section as to why there are no requirements. If a brief explanation is provided in the “Comments” section, please do not
simply indicate that monitoring or testing requirements are not necessary. An explanation of why a requirement is not necessary should be specified.

When periodic monitoring requirements are established to satisfy the provisions of OAC rule 3745-77-07(A)(3)(a)(ii), the basis for the requirements must be explained. Whenever
Engineering Guides have been used to establish the periodic monitoring requirements, the applicable Engineering Guide may be referenced in the “Comments” section.  An example
that should be clarified would be the situation where it has been determined that control equipment parametric monitoring will be used to evaluate ongoing compliance in lieu of
performing frequent emission tests. In this situation, Engineering Guide #65 would be referenced along with the fact that the parametric monitoring range (or minimum value)
corresponded to the range  (or minimum value) documented during the most recent emission tests that demonstrated that the emissions unit was in compliance. If streamlining language
is included in the “Monitoring,” “Record Keeping,” or “Reporting” requirements sections of the permit, explain which requirements are being streamlined (mark appropriate column above)
and provide a brief explanation of why the streamlined term is equal to or more stringent than the “Monitoring,” “Record Keeping,” or “Reporting” requirements specified in the permit to
install. If Engineering Guide #16 was used as the basis for establishing an emission test frequency, a simple note referencing the Engineering Guide in the “Comments” section would be
sufficient. 

Also, if a “Y” is noted under “OR,” “Misc,” “St,” “ND,” or “ENF” an explanation of the requirements must be provided in the “Comments” section.  In addition to a general explanation of
the “OR,” “Misc,” “St,” “ND,” and/or “ENF” the following must be provided:

1. For an operational restriction, clarify if appropriate monitoring, record keeping, and reporting requirements have been specified for the operational restriction and indicate
whether or not CAM is currently applicable.

2. If a control plan and schedule is included in the “Miscellaneous Requirements” section of the permit, provide an explanation in the “Comments” section of the violation,
basis for the violation, and the company’s proposed control plan and schedule. 

3. If the “ND” column above is marked, please identify the particular rule(s) that is (are) not applicable to the specified emissions unit.
4. If the “ENF” column above is marked, please provide a brief explanation of the noncompliance issue(s) which prompted the use of the specified monitoring requirement.

An explanation is not required if an “N” is noted in the “OR,” “Misc,” “St,” “ND,” or “ENF” columns.
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