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Company Name ADM-Fostoria

Premise Number 0332010187

Number of Non-insignificant Emissions Units 15

What makes this facility a Title V facility? Potential PE and OC emissions in excess of the significance levels

Has each insignificant emissions unit been reviewed
to confirm it meets the definition in 3745-77-01
(U)?

Yes

Part II (State and Federally Enforceable Requirements)

Term and Condition
(paragraph)

Basis Comments

SIP
(3745- )

Other

none



Part III (Requirements Within the State & Federally Enforceable Section)

EU(s) Limitation Basis OR M R Rp ET Misc Comments

SIP
(3745- )

Other

B001,
B004,
P011,
P018,
P901,
P902 &
P903

20%
opacity

17-07
(A)

y y y  y n n ET - the OR, M/R & Rp requirements are sufficient to demonstrate that these
units are in compliance with the visible PE limitation: B001 and B004
because they are inherently clean operations and the others because we have
parametric monitoring on the control equipment (baghouses and cyclones).

B001 &
B004

0.020 lb
PE/mmBtu

17-10
(B)

y y y  y n n ET - the OR, M/R & Rp requirements require that these units use natural gas
(and/or number 6 oil) as a fuel.  Using the most recent version of the AP-42
emission factors, the maximum emission rate is 0.0019 lb PE/mmBtu, which
is significantly less than the regulation allowable.  Therefore, testing is not
necessary.

B001 0.365 lb
PE/mmBtu

17-10
©

y y y  y n n ET - the OR, M/R & Rp requirements require that these units use (natural
gas and/or) number 6 oil as a fuel.  Using the most recent version of the AP-
42 emission factors, the maximum emission rate is 0.083 lb PE/mmBtu,
which is significantly less than the regulation allowable.  Therefore, testing is
not necessary.

B004 0.09 lb
PE/mmBtu

31-05 y y y  y n n ET - the OR, M/R & Rp requirements require that these units use (natural
gas and/or) number 6 oil as a fuel.  Using the most recent version of the AP-
42 emission factors, the maximum emission rate is 0.083 lb PE/mmBtu,
which is significantly less than the regulation allowable.  Therefore, testing is
not necessary.

B001 1.6 lb
SO2/mm
Btu

18-06
(D)

y y y  y n n ET - the OR, M/R & Rp requirements require that these units use natural gas
(when natural gas is combusted, this limitation is not applicable) and/or
number 6 oil as a fuel.  Using the most recent version of the AP-42 emission
factors, the maximum emission rate is 1.05 lbs SO2/mmBtu, which is
significantly less than the regulation allowable.  Therefore, testing is not
necessary.

B004 1.04 lbs
SO2/
mmBtu

31-05 y y y  y n n ET - the OR, M/R & Rp requirements require that these units use natural gas
(when natural gas is combusted, this limitation is not applicable) and/or
number 6 oil as a fuel.  Using the most recent version of the AP-42 emission
factors, the maximum emission rate is 1.05 lbs SO2/mmBtu, which is
significantly less than the regulation allowable.  Therefore, testing is not
necessary.

B004 0.37 lb
Nox/
mmBtu

31-05 y y y  y n n ET - the OR, M/R & Rp requirements require that these units use (natural
gas and/or) number 6 oil as a fuel.  Using the most recent version of the AP-
42 emission factors, the maximum emission rate is 0.37 lb NOx/mmBtu,
which is how the allowable was established.  Therefore, testing is not
necessary.



EU(s) Limitation Basis OR M R Rp ET Misc Comments

SIP
(3745- )

Other

P011 7.25 lbs
PE/hr

17-11
(B)

y y y  y n n ET - the OR, M/R & Rp requirements require parametric monitoring of the
control device to ensure that it is operating properly.  In addition, this unit
has actual emissions which are far below the regulation allowable. 
Therefore, testing does not seem to be necessary to verify on-going
compliance as long as the control device is operating properly.  Should Ohio
EPA ever believe that compliance is an issue, a testing requirement will be
added.

P017 0.24 lb
PE/hr dd1

0.28 lb
PE/hr dd2

0.54 lb/hr
cd

31-05 y y y y n n ET - the OR, M/R & Rp requirements require parametric monitoring of the
control device to ensure that it is operating properly.  In addition, this unit
has actual emissions which are far below the regulation allowable. 
Therefore, testing does not seem to be necessary to verify on-going
compliance as long as the control device is operating properly.  Should Ohio
EPA ever believe that compliance is an issue, a testing requirement will be
added.

P018 1.1 lbs
PE/hr

31-05 y y y  y n n ET - the OR, M/R & Rp requirements require parametric monitoring of the
control device to ensure that it is operating properly.  In addition, this unit
has actual emissions which are far below the regulation allowable. 
Therefore, testing does not seem to be necessary to verify on-going
compliance as long as the control device is operating properly.  Should Ohio
EPA ever believe that compliance is an issue, a testing requirement will be
added.

P020 2.8 lbs
PE/hr

1.4 lbs
PM10/hr

31-05 y y y y n n ET - the OR, M/R & Rp requirements require parametric monitoring of the
control device to ensure that it is operating properly.  In addition, this unit
has actual emissions which are far below the regulation allowable. 
Therefore, testing does not seem to be necessary to verify on-going
compliance as long as the control device is operating properly.  Should Ohio
EPA ever believe that compliance is an issue, a testing requirement will be
added.

P901 &
P902

2.14 lbs
PE/hr
stack, 9.39
tpy
(combined)

0.84 tpy
fugitive PE

31-05 y y y  y n n ET - the OR, M/R & Rp requirements require parametric monitoring of the
control device to ensure that it is operating properly.  In addition, this unit
has actual emissions which are far below the regulation allowable. 
Therefore, testing does not seem to be necessary to verify on-going
compliance as long as the control device is operating properly.  Should Ohio
EPA ever believe that compliance is an issue, a testing requirement will be
added.



P903 3.77 lbs
PE/hr

17-11
(B)

y y y  y n n ET - the OR, M/R & Rp requirements require parametric monitoring of the
control device to ensure that it is operating properly.  In addition, this unit
has actual emissions which are far below the regulation allowable. 
Therefore, testing does not seem to be necessary to verify on-going
compliance as long as the control device is operating properly.  Should Ohio
EPA ever believe that compliance is an issue, a testing requirement will be
added.

EU(s) Limitation Basis OR M R Rp ET Misc Comments

SIP
(3745- )

Other

F002,
P007,
P008,
P013,
P021
(Z004)
&
P904

none


