
Street Address: Mailing Address:
Lazarus Gov. Center TELE: (614) 644-3020  FAX: (614) 644-2329 Lazarus Gov. Center
122 S. Front Street P.O. Box 1049
Columbus, OH 43215 Columbus, OH 43216-1049

State of Ohio Environmental Protection Agency

08/15/03  CERTIFIED MAIL

14-31-01-0054
Bayer Polymers LLC
TERRY A. HARRIS
356 THREE RIVERS PARKWAY
ADDYSTON, OH  45001-0039

RE: Draft Title V Chapter 3745-77 permit

Dear TERRY A. HARRIS:

You are hereby notified that the Ohio Environmental Protection Agency has prepared the enclosed draft of the Title V permit for the
facility referenced above.  The purpose of this draft is to solicit public comments.  A public notice concerning the draft will appear in
the Ohio EPA Weekly Review and the major newspaper in the county where the facility is located.  Comments and/or a request for a
public hearing from the public and any affected parties will be accepted by Hamilton County Dept. of Environmental Services within
30 days of the date of publication in the newspaper.  You will be notified in writing if a public hearing is scheduled. In order to
facilitate our review of all the comments or concerns you  may have with the enclosed draft permit, please provide a hand
marked-up copy of the draft permit showing the changes you think are necessary, along with any additional summary
comments,  by the end of the draft public comment period. The hard marked-up copy and any additional summary
comments should be submitted to the Ohio EPA District Office or local air agency identified below and to this office at the
following address:

Ohio EPA, Division of Air Pollution Control
Permit Issuance and Data Management Section
Draft Title V Permit Correspondence
122 South Front Street
Columbus, Ohio  43215

A decision on processing the Title V permit will be made after consideration of written public comments and oral testimony (if a
public hearing is conducted).  After the comment period, you will be provided with a Preliminary Proposed Title V permit and an
opportunity to comment prior to the Proposed Title V permit submittal to USEPA.

If you have any questions concerning this draft Title V permit, please contact Hamilton County Dept. of Environmental Services.

Sincerely,

Michael W. Ahern, Supervisor
Field Operations and Permit Section
Division of Air Pollution Control

cc: USEPA  (electronically submitted)
File, DAPC PMU
Hamilton County Dept. of Environmental Services
Indiana
Kentucky



State of Ohio Environmental Protection Agency

DRAFT  TITLE V PERMIT

Issue Date:  08/15/03 Effective Date: To be entered upon final issuance Expiration Date: To be entered upon final issuance

This document constitutes issuance of a Title V permit for Facility ID: 14-31-01-0054 to:
Bayer Polymers LLC
356 THREE RIVERS PARKWAY
ADDYSTON, OH  45001-0039

Emissions Unit ID  (Company ID)/Emissions Unit Activity Description
B002 (BOILER #5)
BOILER

B004 (BOILER #4)
BOILER

B005 (THERMINOL HEATER)
HEATER

B006 (BOILER #7)
BOILER

B007 (BOILER #8)
BOILER

F001 (COAL/ASH HANDLING)
FUGITIVE DUST

J001 (STYRENE LOADING)
RAW MATERIAL LOADING

P001 (ABS #1 POLY)
PROCESS UNIT

P004 (D#1 POLY)
PROCESS UNIT

P010 (ABS #1 DRYING)
PROCESS UNIT

P015 (D#2 POLY)
PROCESS UNIT

P021 (SAN #1A POLY)
PROCESS UNIT

P022 (SAN #1B POLY)
PROCESS UNIT

P029 (CMPD #8)
PROCESS UNIT

P030 (CMPD #9)
PROCESS UNIT

P031 (CMPD #10)
PROCESS UNIT

P035 (CMPD #14)
PROCESS UNIT

P036 (ABS #3 DRYING)
PROCESS UNIT

P039 (SAN #1A DRYING)
PROCESS UNIT

P040 (SAN #1B DRYING)
PROCESS UNIT

P042 (D #3 POLY)
PROCESS UNIT

P047 (D#6 POLY)
PROCESS UNIT

P048 (COPOLY PROCESS)
PROCESS UNIT

P049 (WWTP GENERATOR)
BACKUP ELECTRICITY GENERATOR 

P901 (B8 PELLET HANDLING)
PELLET HANDLING

P902 (B9 PELLET HANDLING)
PELLET HANDLING

P903 (B30 PELLET HANDLING)
PELLET HANDLING

T003 (A-8 TANK)
TANK

T004 (A-9 TANK)
TANK

T005 (A-13 TANK)
TANK

T006 (A-15 TANK)
TANK

T007 (C-1 TANK)
TANK

T008 (C-2 TANK)
TANK

T009 (C-3 TANK)
TANK

T011 (C-5 TANK)
TANK

T012 (C-6 TANK)
TANK

T013 (C-7 TANK)
TANK

T014 (C-8 TANK)
TANK

T015 (TANK 600)
TANK

T016 (B9 SPENT MON)
TANK

T020 (A-14 TANK)
TANK

T021 (A-21 TANK)
TANK

T022 (A-24 TANK)
TANK

T023 (A-25 TANK)
TANK

T024 (B9 MEK)
TANK

T025 (A-28 TANK)
TANK

T026 (B4 MA TANK)
TANK

T027 (B30 MEK TANK)
TANK

T031 (B30 SM TANK)
TANK

T054 (B30 EB TANK)
RAW MATERIAL STORAGE TANK



You will be contacted approximately eighteen (18) months prior to the expiration date regarding the renewal of this permit.  If you are
not contacted, please contact the appropriate Ohio EPA District Office or local air agency listed below.  This permit and the
authorization to operate the air contaminant sources (emissions units) at this facility shall expire at midnight on the expiration date
shown above.  If a renewal permit is not issued prior to the expiration date, the permittee may continue to operate pursuant to OAC
rule 3745-77-08(E) and in accordance with the terms of this permit beyond the expiration date, provided that a complete renewal
application is submitted no earlier than eighteen (18) months and no later than one-hundred eighty (180) days prior to the expiration
date.

Described below is the current Ohio EPA District Office or local air agency that is responsible for processing and administering your
Title V permit:

Hamilton County Dept. of Environmental Services
250 William Howard Taft Rd
Cincinnati, OH  45219-2660
(513) 946-7777

OHIO ENVIRONMENTAL PROTECTION AGENCY

Christopher Jones
Director
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PART I - GENERAL TERMS AND CONDITIONS

A. State and Federally Enforceable Section

1. Monitoring and Related Record Keeping and Reporting Requirements
a. Except as may otherwise be provided in the terms and conditions for a specific emissions unit,

the permittee shall maintain records that include the following, where applicable, for any
required monitoring under this permit:

i. The date, place (as defined in the permit), and time of sampling or measurements.
ii. The date(s) analyses were performed.
iii. The company or entity that performed the analyses.
iv. The analytical techniques or methods used.
v. The results of such analyses.
vi. The operating conditions existing at the time of sampling or measurement. 
(Authority for term: OAC rule 3745-77-07(A)(3)(b)(i))

b. Each record of any monitoring data, testing data, and support information required pursuant to
this permit shall be retained for a period of five years from the date the record was created.
Support information shall include all calibration and maintenance records and all original strip-
chart recordings for continuous monitoring instrumentation, and copies of all reports required by
this permit.  Such records may be maintained in computerized form.
(Authority for term: OAC rule 3745-77-07(A)(3)(b)(ii))

c.  The permittee shall submit required reports  in the following manner:
i. Reports of any required monitoring and/or record keeping information shall be submitted

to the appropriate Ohio EPA District Office or local air agency.
(Authority for term: OAC rule 3745-77-07(A)(3)(c))

ii. All reporting required in accordance with the OAC rule 3745-77-07(A)(3)(c) with
respect to  emission limitations, operational restrictions, and control device
operating parameter limitations shall be submitted in the following manner:

(a) Written reports of (i) any deviations from federally enforceable emission
limitations, operational restrictions, and control device operating parameter
limitations ; (ii) the probable cause of such deviations; and (iii) any corrective
actions or preventive measures taken, shall be promptly made to the appropriate
Ohio EPA District Office or local air agency. Except as may otherwise be
provided in the terms and conditions for a specific emissions unit,  i.e., in Part III
of this Title V permit, the written reports shall be submitted quarterly, i.e., by
January 31, April 30, July 31, and October 31 of each year, and shall cover the
previous calendar quarters.  In identifying each deviation, the permittee shall
specify the applicable requirement for which the deviation occurred, describe each
deviation, and provide the magnitude and duration of each deviation.  These
written reports shall satisfy the requirements (in part) of OAC rule 3745-77-
07(A)(3)(c)(i) and (ii) pertaining to the submission of monitoring reports every six
months and the requirements (in part) of OAC rule 3745-77-07(A)(3)(c)(iii)
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pertaining to the prompt reporting of all deviations.   See B.6 below if no
deviations occurred during the quarter.
(Authority for term: OAC rules 3745-77-07(A)(3)(c)(i) ,(ii) and (iii))

(b) Any malfunction, as defined in OAC rule 3745-15-06(B)(1), shall be promptly
reported to the Ohio EPA in accordance with OAC rule 3745-15-06. In addition,
to fulfill the deviation reporting requirements for this Title V permit, written
reports that identify each malfunction that occurred during each calendar quarter
shall be submitted, at a minimum, quarterly, i.e., by  January 31, April 30, July 31,
and October 31 of each year, and shall cover the previous calendar quarters.  

In identifying each deviation caused by a malfunction, the permittee shall specify
the applicable requirement for which the deviation occurred, describe each
deviation, and provide the magnitude and duration of each deviation. For a
specific malfunction, if this information has been provided in a written report that
was submitted in accordance with OAC rule 3745-15-06, the permittee may
simply reference that written report to identify the deviation. Also, if a deviation
caused by a malfunction is identified in a written report submitted pursuant to
paragraph (a) above, a separate report is not required for that malfunction pursuant
to this paragraph. Nevertheless, all malfunctions, including those reported only
verbally in accordance with OAC rule 3745-15-06, must be reported in writing, at
a minimum, on a quarterly basis.  

Any scheduled maintenance, as defined in OAC rule 3745-15-06(A)(1), that
results in a deviation from a federally enforceable emission limitation, operational
restriction, and control device operating parameter limitation shall be reported in
the same manner as described above for malfunctions. These written reports for
malfunctions (and scheduled maintenance projects, if appropriate) shall satisfy the
requirements (in part) of OAC rule 3745-77-07(A)(3)(c)(iii) pertaining to the
prompt reporting of all deviations.
(Authority for term: OAC rules 3745-77-07(A)(3)(c)(iii))

iii. For monitoring, record keeping, and reporting requirements:
Written reports  that identify any deviations from the federally enforceable monitoring,
record keeping, and reporting requirements contained in this permit shall be submitted to
the appropriate Ohio EPA District Office or local air agency every six months, i.e., by
January 31 and July 31 of each year, for the previous six calendar months. In identifying
each deviation, the permittee shall specify the applicable requirement for which the
deviation occurred, describe each deviation, and provide the magnitude and duration of
each deviation. These semi-annual written reports shall satisfy the requirements of OAC
rule 3745-77-07(A)(3)(c)(i) and (ii) pertaining to the reporting of any deviations related to
the monitoring, record keeping, and reporting requirements. If no deviations occurred
during a six-month period, the permittee shall submit a semi-annual report which states
that no deviations occurred during that period. 
(Authority for term: OAC rules 3745-77-07(A)(3)(c)(i) and (ii))

iv. Each written report shall be signed by a responsible official certifying that, "based on
information and belief formed after reasonable inquiry, the statements and information in
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the report (including any written malfunction reports required by  OAC rule 3745-15-06
that are referenced in the deviation reports) are true, accurate, and complete."
(Authority for term: OAC rule 3745-77-07(A)(3)(c)(iv))

2. Scheduled Maintenance/Malfunction Reporting
Any scheduled maintenance of air pollution control equipment shall be performed in accordance with
paragraph (A) of OAC rule 3745-15-06.  The malfunction of any emissions unit(s) or any associated air
pollution control system(s) shall be reported to the appropriate Ohio EPA District Office or local air
agency in accordance with paragraph (B) of OAC rule 3745-15-06.   Except as provided in OAC rule
3745-15-06, any scheduled maintenance or malfunction necessitating the shutdown or bypassing of any
air pollution control system(s) shall be accompanied by the shutdown of the emissions unit(s) that is
(are) served by such control system(s).
(Authority for term: OAC rule 3745-77-07(A)(3)(c)(iii))

3. Risk Management Plans
If applicable, the permittee shall develop and register a risk management plan pursuant to section 112(r)
of the Clean Air Act, as amended, 42 U.S.C. § 7401 et seq. (“Act”); and, pursuant to 40 C.F.R.
68.215(a), the permittee shall submit either of the following:

a. a compliance plan for meeting the requirements of 40 C.F.R. Part 68 by the date specified
in 40 C.F.R. 68.10(a) and OAC 3745-104-05(A); or

b. as part of the compliance certification submitted under 40 C.F.R. 70.6(c)(5), a
certification statement that the source is in compliance with all requirements of 40 C.F.R.
Part 68 and OAC Chapter 3745-104, including the registration and submission of the risk
management plan.

(Authority for term: OAC rule 3745-77-07(A)(4))

4. Title IV Provisions
If the permittee is subject to the requirements of 40 CFR Part 72 concerning acid rain, the permittee shall
ensure that any affected emissions unit complies with those requirements.  Emissions exceeding any
allowances that are lawfully held under Title IV of the Act, or any regulations adopted thereunder, are
prohibited.
(Authority for term: OAC rule 3745-77-07(A)(5))

5. Severability Clause
A determination that any term or condition of this permit is invalid shall not invalidate the force or effect
of any other term or condition thereof, except to the extent that any other term or condition depends in
whole or in part for its operation or implementation upon the term or condition declared invalid.
(Authority for term: OAC rule 3745-77-07(A)(6))

6. General Requirements
a. The permittee must comply with all terms and conditions of this permit.  Any noncompliance

with the federally enforceable terms and conditions of this permit constitutes a violation of the
Act, and is grounds for enforcement action or for permit revocation, revocation and reissuance,
or modification, or for denial of a permit renewal application.
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b. It shall not be a defense for the permittee in an enforcement action that it would have been
necessary to halt or reduce the permitted activity in order to maintain compliance with the
federally enforceable terms and conditions of this permit.

c. This permit may be modified, reopened, revoked, or revoked and reissued, for cause, in
accordance with A.10 below.  The filing of a request by the permittee for a permit modification,
revocation and reissuance, or revocation, or of a notification of planned changes or anticipated
noncompliance does not stay any term and condition of this permit.

d. This permit does not convey any property rights of any sort, or any exclusive privilege.

e. The permittee shall furnish to the Director of the Ohio EPA,  or an authorized representative of
the Director, upon receipt of a written request and within a reasonable time, any information that
may be requested to determine whether cause exists for modifying, reopening or revoking this
permit or to determine compliance with this permit.  Upon request, the permittee shall also
furnish to the Director or an authorized representative of the Director, copies of records required
to be kept by this permit.  For information claimed to be confidential in the submittal to the
Director, if the Administrator of the U.S. EPA requests such information, the permittee may
furnish such records directly to the Administrator along with a claim of confidentiality.

(Authority for term: OAC rule 3745-77-07(A)(7))

7. Fees
The permittee shall pay fees to the Director of the Ohio EPA in accordance with ORC section 3745.11
and OAC Chapter 3745-78.
(Authority for term: OAC rule 3745-77-07(A)(8))

8. Marketable Permit Programs
No revision of this permit is required under any approved economic incentive, marketable permits,
emissions trading, and other similar programs or processes for changes that are provided for in this
permit.
(Authority for term: OAC rule 3745-77-07(A)(9))

9. Reasonably Anticipated Operating Scenarios
The permittee is hereby authorized to make changes among operating scenarios authorized in this permit
without notice to the Ohio EPA, but, contemporaneous with making a change from one operating
scenario to another, the permittee must record in a log at the permitted facility the scenario under which
the permittee is operating.  The permit shield provided in these general terms and conditions shall apply
to all operating scenarios authorized in this permit.
(Authority for term: OAC rule 3745-77-07(A)(10))

10. Reopening for Cause
This Title V permit will be reopened prior to its expiration date under the following conditions:

a. Additional applicable requirements under the Act become applicable to one or more emissions
units covered by this permit, and this permit has a remaining term of three or more years.  Such a
reopening shall be completed not later than eighteen (18) months after promulgation of the
applicable requirement.  No such reopening is required if the effective date of the requirement is
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later than the date on which the permit is due to expire, unless the original permit or any of its
terms and conditions has been extended pursuant to paragraph (E)(1) of OAC rule 3745-77-08.

b. This permit is issued to an affected source under the acid rain program and additional
requirements (including excess emissions requirements) become applicable.  Upon approval by
the Administrator, excess emissions offset plans shall be deemed to be incorporated into the
permit, and shall not require a reopening of this permit.

 c. The Director of the Ohio EPA or the Administrator of the U.S. EPA determines that the federally
applicable requirements in this permit are based on a material mistake, or that inaccurate
statements were made in establishing the emissions standards or other terms and conditions of
this permit related to such federally applicable requirements.

 d. The Administrator of the U.S. EPA or the Director of the Ohio EPA determines that this permit
must be revised or revoked to assure compliance with the applicable requirements.

(Authority for term: OAC rules 3745-77-07(A)(12) and 3745-77-08(D))

11. Federal and State Enforceability 
Only those terms and conditions designated in this permit as federally enforceable, that are required
under the Act, or any of its applicable requirements, including relevant provisions designed to limit the
potential to emit of a source, are enforceable by the Administrator of the U.S. EPA, the State, and
citizens under the Act.  All other terms and conditions of this permit shall not be federally enforceable
and shall be enforceable under State law only.
(Authority for term: OAC rule 3745-77-07(B))

12. Compliance Requirements
a. Any document (including reports) required to be submitted and required by a federally applicable

requirement in this Title V permit shall include a certification by a responsible official that, based
on information and belief formed after reasonable inquiry, the statements in the document are
true, accurate, and complete.

b. Upon presentation of credentials and other documents as may be required by law, the permittee
shall allow the Director of the Ohio EPA or an authorized representative of the Director to:

i. At reasonable times, enter upon the permittee's premises where a source is located or the
emissions-related activity is conducted, or where records must be kept under the
conditions of this permit.

ii. Have access to and copy, at reasonable times, any records that must be kept under the
conditions of this permit, subject to the protection from disclosure to the public of
confidential information consistent with paragraph (E) of OAC rule 3745-77-03.

iii. Inspect at reasonable times any facilities, equipment (including monitoring and air
pollution control equipment), practices, or operations regulated or required under this
permit.

iv. As authorized by the Act, sample or monitor at reasonable times substances or parameters
for the purpose of assuring compliance with the permit and applicable requirements.
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c. The permittee shall submit progress reports to the appropriate Ohio EPA District Office or local
air agency concerning any schedule of compliance for meeting an applicable requirement.
Progress reports shall be submitted semiannually, or more frequently if specified in the
applicable requirement or by the Director of the Ohio EPA.  Progress reports shall contain the
following:

i. Dates for achieving the activities, milestones, or compliance required in any schedule of
compliance, and dates when such activities, milestones, or compliance were achieved. 

ii. An explanation of why any dates in any schedule of compliance were not or will not be
met, and any preventive or corrective measures adopted.

d. Compliance certifications concerning the terms and conditions contained in this permit that are
federally enforceable emission limitations, standards, or work practices, shall be submitted to the
Director (the appropriate Ohio EPA District Office or local air agency) and the Administrator of
the U.S. EPA in the following manner and with the following content:

i. Compliance certifications shall be submitted annually on a calendar year basis.  The
annual certification shall be submitted on or before April 30th of each year during the
permit term.

ii. Compliance certifications shall include the following:
(a) An identification of each term or condition of this permit that is the basis of the

certification.
(b)  The permittee's current compliance status.
(c) Whether compliance was continuous or intermittent.
(d) The method(s) used for determining the compliance status of the source currently

and over the required reporting period.
(e) Such other facts as the Director of the Ohio EPA may require in the permit to

determine the compliance status of the source.
iii. Compliance certifications shall contain such additional requirements as may be specified

pursuant to sections 114(a)(3) and 504(b) of the Act.
(Authority for term: OAC rules 3745-77-07(C)(1),(2),(4) and (5) and ORC section 3704.03(L))

13. Permit Shield
a. Compliance with the terms and conditions of this permit (including terms and conditions

established for alternate operating scenarios, emissions trading, and emissions averaging, but
excluding terms and conditions for which the permit shield is expressly prohibited under OAC
rule 3745-77-07) shall be deemed compliance with the applicable requirements identified and
addressed in this permit as of the date of permit issuance.

b. This permit shield provision shall apply to any requirement identified in this permit pursuant to
OAC rule 3745-77-07(F)(2), as a requirement that does not apply to the source or to one or more
emissions units within the source.

(Authority for term: OAC rule 3745-77-07(F))

14. Operational Flexibility
The permittee is authorized to make the changes identified in OAC rule 3745-77-07(H)(1)(a) to
(H)(1)(c) within the permitted stationary source without obtaining a permit revision, if such change is
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not a modification under any provision of Title I of the Act [as defined in OAC rule 3745-77-01(JJ)],
and does not result in an exceedance of the emissions allowed under this permit (whether expressed
therein as a rate of emissions or in terms of total emissions), and the permittee provides the
Administrator of the U.S. EPA and the appropriate Ohio EPA District Office or local air agency with
written notification within a minimum of seven days in advance of the proposed changes, unless the
change is associated with, or in response to, emergency conditions.  If less than seven days notice is
provided because of a need to respond more quickly to such emergency conditions, the permittee shall
provide notice to the Administrator of the U.S. EPA and the appropriate District Office of the Ohio EPA
or local air agency as soon as possible after learning of the need to make the change.  The notification
shall contain the items required under OAC rule 3745-77-07(H)(2)(d).
(Authority for term: OAC rules 3745-77-07(H)(1) and (2))

15. Emergencies
The permittee shall have an affirmative defense of emergency to an action brought for noncompliance
with technology-based emission limitations if the conditions of OAC rule 3745-77-07(G)(3) are met.
This emergency defense provision is in addition to any emergency or upset provision contained in any
applicable requirement.
(Authority for term: OAC rule 3745-77-07(G))

16. Off-Permit Changes
The owner or operator of a Title V source may make any change in its operations or emissions at the
source that is not specifically addressed or prohibited in the Title V permit, without obtaining an
amendment or modification of the permit, provided that the following conditions are met:

a. The change does not result in conditions that violate any applicable requirements or that violate
any existing federally enforceable permit term or condition.

b. The permittee provides contemporaneous written notice of the change to the Director and the
Administrator of the U.S. EPA, except that no such notice shall be required for changes that
qualify as insignificant emission levels or activities as defined in OAC rule 3745-77-01(U).  Such
written notice shall describe each such change, the date of such change, any change in emissions
or pollutants emitted, and any federally applicable requirement that would apply as a result of the
change.

c. The change shall not qualify for the permit shield under OAC rule 3745-77-07(F).

d. The permittee shall keep a record describing all changes made at the source that result in
emissions of a regulated air pollutant subject to an applicable requirement, but not otherwise
regulated under the permit, and the emissions resulting from those changes. 

e. The change is not subject to any applicable requirement under Title IV of the Act or is not a
modification under any provision of Title I of the Act.

Paragraph  (I)  of rule 3745-77-07 of the Administrative Code applies only to modification or
amendment of the permittee's Title V permit.  The change made may require a permit to install under
Chapter 3745-31 of the Administrative Code if the change constitutes a modification as defined in that
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Chapter.  Nothing in paragraph (I) of rule 3745-77-07 of the Administrative Code shall affect any
applicable obligation under Chapter 3745-31 of the Administrative Code.

(For purposes of clarification, the permittee can refer to Engineering Guide #63 that is available in the
STARSHIP software package.)
(Authority for term: OAC rule 3745-77-07(I))

17. Compliance Method Requirements
Nothing in this permit shall alter or affect the ability of any person to establish compliance with, or a
violation of, any applicable requirement through the use of credible evidence to the extent authorized by
law.  Nothing in this permit shall be construed to waive any defenses otherwise available to the
permittee, including but not limited to, any challenge to the Credible Evidence Rule (see 62 Fed. Reg.
8314, Feb. 24, 1997), in the context of any future proceeding.
(This term is provided for informational purposes only.)

18. Insignificant Activities
Each insignificant activity that has one or more applicable requirements shall comply with those
applicable requirements.
(Authority for term: OAC rule 3745-77-07(A)(1))

19. Permit to Install Requirement
Prior to the “installation” or “modification” of  any “air contaminant source,” as those terms are defined
in OAC rule 3745-31-01, a permit to install must be obtained from the Ohio EPA pursuant to OAC
Chapter 3745-31.
(Authority for term: OAC rule 3745-77-07(A)(1))

20. Air Pollution Nuisance
The air contaminants emitted by the emissions units covered by this permit shall not cause a public
nuisance, in violation of OAC rule 3745-15-07.
(Authority for term: OAC rule 3745-77-07(A)(1))
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B. State Only Enforceable Section

1. Reporting Requirements Related to Monitoring and Record Keeping Requirements

The permittee shall submit required reports in the following manner:

a. Reports of any required monitoring and/or record keeping information shall be submitted to the
appropriate Ohio EPA District Office or local air agency.

b. Except as otherwise may be provided in the terms and conditions for a specific emissions unit,
quarterly written reports of (i) any deviations (excursions) from emission limitations, operational
restrictions, and control device operating parameter limitations that have been detected by the
testing, monitoring, and record keeping requirements specified in this permit, (ii) the probable
cause of such deviations, and (iii) any corrective actions or preventive measures which have been
or will be taken, shall be submitted to the appropriate Ohio EPA District Office or local air
agency. In identifying each deviation, the permittee shall specify the applicable requirement for
which the deviation occurred, describe each deviation, and provide the magnitude and duration of
each deviation. If no deviations occurred during a calendar quarter, the permittee shall submit a
quarterly report, which states that no deviations occurred during that quarter.  The reports shall
be submitted quarterly, i.e., by January 31, April 30, July 31, and October 31 of each year and
shall cover the previous calendar quarters.  (These quarterly reports shall exclude deviations
resulting from malfunctions reported in accordance with OAC rule 3745-15-06.)

2. Records Retention Requirements
Each record of any monitoring data, testing data, and support information required pursuant to this
permit shall be retained for a period of five years from the date the  record was created.  Support
information shall include, but not be limited to, all calibration and maintenance records and all original
strip-chart recordings for continuous monitoring instrumentation, and copies of all reports required by
this permit.  Such records may be maintained in computerized form.

3. Inspections and Information Requests
The Director of the Ohio EPA, or an authorized representative of the Director, may, subject to the safety
requirements of the permittee and without undue delay, enter upon the premises of this source at any
reasonable time for purposes of making inspections, conducting tests, examining records or reports
pertaining to any emission of air contaminants, and determining compliance with any applicable State air
pollution laws and regulations and the terms and conditions of this permit.  The permittee shall furnish
to the Director of the Ohio EPA, or an authorized representative of the Director, upon receipt of a
written request and within a reasonable time, any information that may be requested to determine
whether cause exists for modifying, reopening or revoking this permit or to determine compliance with
this permit.  Upon verbal or written request, the permittee shall also furnish to the Director of the Ohio
EPA, or an authorized representative of the Director, copies of records required to be kept by this permit.

4. Scheduled Maintenance/Malfunction Reporting
Any scheduled maintenance of air pollution control equipment shall be performed in accordance with
paragraph (A) of OAC rule 3745-15-06.  The malfunction of any emissions units or any associated air
pollution control system(s) shall be reported to the appropriate Ohio EPA District Office or local air
agency in accordance with paragraph (B) of OAC rule 3745-15-06.  Except as provided in that rule, any
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scheduled maintenance or malfunction necessitating the shutdown or bypassing of any air pollution
control system(s) shall be accompanied by the shutdown of the emissions unit(s) that is (are) served by
such control system(s).

5. Permit Transfers
Any transferee of this permit shall assume the responsibilities of the prior permit holder.  The
appropriate Ohio EPA District Office or local air agency must be notified in writing of any transfer of
this permit.

6. Additional Reporting Requirements When There Are No Deviations of Federally Enforceable
Emission Limitations, Operational Restrictions, or Control Device Operating Parameter
Limitations  (See Section A of This Permit)
If no deviations occurred during a calendar quarter, the permittee shall submit a quarterly report, which
states that no deviations occurred during that quarter.  The reports shall be submitted quarterly, i.e., by
January 31, April 30, July 31, and October 31 of each year and shall cover the previous calendar
quarters.
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Facility Name: BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
Facility ID: 14-31-01-0054

Part II - Specific Facility Terms and Conditions

A. State and Federally Enforcable Section

1. Heat Exchange Provisions

As an affected source, the permittee shall comply with the heat exchange system provisions of 40 CFR 63.1328.
40 CFR 63.1328 requires the permittee to comply with 40 CFR  63.104, with the differences noted in 40 CFR
63.1328(b)-(d).

[40 CFR 63.1328(a)]

1.a Unless one or more of the conditions specified in paragraphs (a)(1) through (a)(6) of 40 CFR 63.104 are met, the
permittee shall monitor each heat exchange system used to cool process equipment in a chemical
manufacturing process unit meeting the conditions of 40 CFR 63.100 (b)(1) through (b)(3) except for chemical
manufacturing process units meeting the condition specified in 40 CFR 63.100(c), according to the provisions in
either paragraph (b) or (c) 40 CFR 63.104. Whenever a leak is detected, the permittee shall comply with the
requirements in paragraph (d) of 40 CFR 63.104.

[40 CFR 63.104(a)]

1.b Should the permittee elect to comply with the requirements of paragraph (a) of 40 CFR 63.104 by monitoring the
cooling water for the presence of one or more organic hazardous air pollutants or other representative
substances whose presence in cooling water indicates a leak shall comply with the requirements specified in
paragraphs (b)(1) through (b)(6) of  40 CFR 63.104. The cooling water shall be monitored for total hazardous air
pollutants, total volatile organic compounds, total organic carbon, one or more speciated HAP compounds, or
other representative substances that would indicate the presence of a leak in the heat exchange system.

[40 CFR 63.104(b)]

1.c Should the permittee elect to comply with the requirement of paragraph (a) of 40 CFR 63.104 by monitoring using
a surrogate indicator of heat exchange system leaks shall comply with the requirements specified in paragraphs
(c)(1) through (c)(3) of 40 CFR 63.104. Surrogate indicators that could be used to develop an acceptable
monitoring program are ion specific electrode monitoring, pH, conductivity or other representative indicators.

[40 CFR 63.104(c)]

1.d If a leak is detected according to the criteria of paragraph (b) or (c) of 40 CFR 63.104 the owner or operator shall
comply with the requirements in paragraphs (d)(1) and (d)(2) of 40 CFR 63.104, except as provided in paragraph
(e) of 40 CFR 63.104.

[40 CFR 63.104(d)

1.e Delay of repair of heat exchange systems for which leaks have been detected is allowed if the equipment is
isolated from the process. Delay of repair is also allowed if repair is technically infeasible without a shutdown and
any one of the conditions in paragraph (e)(1) or (e)(2) of 40 CFR 63.104 is met. All time periods in paragraphs
(e)(1) and (e)(2) of 40 CFR 63.104 shall be determined from the date when the owner or operator determines that
delay of repair is necessary.

[40 CFR 63.104(e)]

Specific Facility Terms and Conditions
Title V Draft Permit
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Facility Name: BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
Facility ID: 14-31-01-0054

A. State and Federally Enforcable Section (continued)

1.f Records for Heat Exchange Provisions.

The permittee shall retain the records identified in paragraphs (f)(1) through (f)(4) of 40 CFR 63.104 as specified
in 40 CFR 63.103(c)(1).  These requirements are specified below.

(i) Monitoring data required by 30 CFR 63.104 indicating a leak and the date when the leak was detected, and if
demonstrated not to be a leak, the basis for that determination.

(ii) Records of any leaks detected by procedures subject to paragraph (c)(2) of 40 CFR 63.104 and the date the
leak was discovered.

(iii) The dates of efforts to repair leaks.

(iv) The method or procedure used to confirm repair of a leak and the date repair was confirmed.

[40 CFR 63.104(f)(1)]

1.g Records for Heat Exchange Provisions.

If the permittee invokes the delay of repair provisions for a heat exchange system, the following information shall
be submitted in the next semi-annual periodic report required by 40 CFR 63.1335(e)(6). If the leak remains
unrepaired, the information shall also be submitted in each subsequent periodic report, until repair of the leak is
reported.

(i) The permittee shall report the presence of the leak and the date that the leak was detected.

(ii) The permittee shall report whether or not the leak has been repaired.

(iii) The permittee shall report the reason(s) for delay of repair. If delay of repair is invoked due to the reasons
described in paragraph (e)(2) 40 CFR 63.104, documentation of emissions estimates must also be submitted.

(iv) If the leak remains unrepaired, the permittee shall report the expected date of repair.

(v) If the leak is repaired, the permittee shall report the date the leak was successfully repaired.

[40 CFR 63.104(f)(2)]

Specific Facility Terms and Conditions
Title V Draft Permit
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Facility Name: BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
Facility ID: 14-31-01-0054

A. State and Federally Enforcable Section (continued)

2. Start Up, Shutdown, Malfunction Plan (SSM)

As an affected source, the permittee shall develop and implement a written startup, shutdown, and malfunction
plan that describes, in detail, procedures for operating and maintaining the source during periods of startup,
shutdown, and malfunction and a program of corrective action for malfunctioning process and air pollution control
equipment used to comply with the relevant standard. As required under 40 CFR 63.8(c)(1)(i), the plan shall
identify all routine or otherwise predictable CMS malfunctions. This plan shall be developed by the permittee by
the source's compliance date for that relevant standard. The plan shall be incorporated by reference into the
source's Title V permit. The purpose of the startup, shutdown, and malfunction plan is to:

i.    Ensure that, at all times, owners or operators operate and maintain affected sources, including associated
air pollution control equipment, in a manner consistent with good air pollution control practices for minimizing
emissions at least to the levels required by all relevant standards;

ii.   Ensure that owners or operators are prepared to correct malfunctions as soon as practicable after their
occurrence in order to minimize excess emissions of hazardous air pollutants; and

iii.    Reduce the reporting burden associated with periods of startup, shutdown, and malfunction (including
corrective action taken to restore malfunctioning process and air pollution control equipment to its normal or
usual manner of operation).

During periods of startup, shutdown, and malfunction, the permittee shall operate and maintain such source
(including associated air pollution control equipment) in accordance with the procedures specified in the startup,
shutdown, and malfunction plan developed under paragraph (e)(3)(i) of 40 CFR 63.6.

When actions taken by the permittee during a startup, shutdown, or malfunction (including actions taken to
correct a malfunction) are consistent with the procedures specified in the affected source's startup, shutdown,
and malfunction plan, the permittee shall keep records for that event that demonstrate that the procedures
specified in the plan were followed. These records may take the form of a "checklist," or other effective form of
recordkeeping, that confirms conformance with the startup, shutdown, and malfunction plan for that event. In
addition, the owner or operator shall keep records of these events as specified in 40 CFR 63.10(b) (and
elsewhere in this part), including records of the occurrence and duration of each startup, shutdown, or
malfunction of operation and each malfunction of the air pollution control equipment. Furthermore, the owner or
operator shall confirm that actions taken during the relevant reporting period during periods of startup, shutdown,
and malfunction were consistent with the affected source's startup, shutdown and malfunction plan in the
semiannual (or more frequent) startup, shutdown, and malfunction report required in ? 63.10(d)(5).

If an action taken by the permittee during a startup, shutdown, or malfunction (including an action taken to
correct a malfunction) is not consistent with the procedures specified in the affected source's startup, shutdown,
and malfunction plan, the permittee shall record the actions taken for that event and shall report such actions
within 2 working days after commencing actions inconsistent with the plan, followed by a letter within 7 working
days after the end of the event, in accordance with 40 CFR 63.10(d)(5) (unless the permittee makes alternative
reporting arrangements, in advance, with the Administrator (see ? 63.10(d)(5)(ii))).

The permittee shall keep the written startup, shutdown, and malfunction plan on record after it is developed to be
made available for inspection, upon request, by the Administrator for the life of the affected source or until the
affected source is no longer subject to the provisions of this part. In addition, if the startup, shutdown, and
malfunction plan is revised, the owner or operator shall keep previous (i.e., superseded) versions of the startup,
shutdown, and malfunction plan on record, to be made available for inspection, upon request, by the
Administrator, for a period of 5 years after each revision to the plan.

To satisfy the requirements of this section to develop a startup, shutdown, and malfunction plan, the permittee
may use the affected source's standard operating procedures (SOP) manual, or an Occupational Safety and
Health Administration (OSHA) or other plan, provided the alternative plans meet all the requirements of this
section and are made available for inspection when requested by the Administrator.

Specific Facility Terms and Conditions
Title V Draft Permit
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Facility Name: BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
Facility ID: 14-31-01-0054

A. State and Federally Enforcable Section (continued)

Based on the results of a determination made under paragraph (e)(2) of 40 CFR 63.06, the Administrator may
require that an owner or operator of an affected source make changes to the startup, shutdown, and malfunction
plan for that source. The Administrator may require reasonable revisions to a startup, shutdown, and malfunction
plan, if the Administrator finds that the plan:

i.    Does not address a startup, shutdown, or malfunction event that has occurred;

ii.   Fails to provide for the operation of the source (including associated air pollution control equipment) during a
startup, shutdown, or malfunction event in a manner consistent with good air pollution control practices for
minimizing emissions at least to the levels required by all relevant standards; or

iii.  Does not provide adequate procedures for correcting malfunctioning process and/or air pollution control
equipment as quickly as practicable.

If the startup, shutdown, and malfunction plan fails to address or inadequately addresses an event that meets the
characteristics of a malfunction but was not included in the startup, shutdown, and malfunction plan at the time
the permittee developed the plan, the permittee shall revise the startup, shutdown, and malfunction plan within 45
days after the event to include detailed procedures for operating and maintaining the source during similar
malfunction events and a program of corrective action for similar malfunctions of process or air pollution control
equipment.

3. Wastewater Provisions

As an affected source, the permittee  shall comply with the requirements of 40 CFR  63.132 through 40 CFR
63.149, with the differences noted in paragraphs (b)(1) through (a)(22) of 40 CFR 63.1330 for the purposes of this
subpart.

[40 CFR Part 63.1330(b)]

3.a None

3.b None

3.c As detailed in Bayer's November 15, 2001, Notice of Compliance Status for Group IV Polymer and Resin MACT
Standard submitted pursuant to 40 CFR 63.1335(e)(5), the following wastewater streams are considered to
Group 1 waste streams:

Waste Water Stream            Emission Unit             Stream ID

E KT Auto Clean Drain                P001                 WS-P001EKT
Bldg 9 Oranic Trap Effluent          P021                    WS-B9T
Bldg 30 Organic Trap Effluent      P042                     WS-B30T

The building 9 organic trap receives wastwater streams from P004, P015, P021, and P022 process areas.
These wastewater streams had been previously characterized as individual Group 1 Streams.  Since the organic
trap is a recovery device, it is part of the TPPU and its effluent discharge stream, B9-OT, and replaces those
individual influent streams as the sole point of determination.

3.f Reserved for Specific monitoring/record keeping conntrol devices associated with the G1 waste streams.

NEED TO GET WITH BAYER FOR 3F-3H

3.g Reserved for Specific reporting requirements for control devices associated with the G1 waste streams.

3.h Reserved for Specific Operational Restrictions for control devices associated with the G1 waste streams.

Specific Facility Terms and Conditions
Title V Draft Permit
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Facility Name: BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
Facility ID: 14-31-01-0054

A. State and Federally Enforcable Section (continued)

4. Maintenance wastewater provisions

As an affected source, the permittee shall comply with the requirements for maintenance wastewater in 40 CFR
63.105.  The requirements of 40 CFR 63.105 is specified in A.4.a-A.4e below.

[40 CFR 63.1330(c)]

4.a The permittee shall comply with the requirements of paragraphs A.4.b through A.4.e for maintenance
wastewaters containing those organic HAP's listed in table 9 of subpart G of 40 CFR 63.105, and that meet the
definition of organic HAP in 40 CFR 63.1312, except for ethylene glycol which need not be considered.

[40 CFR 63.105(a)]

4.b None

4.c None

4.e None

B. State Only Enforceable Section

1. The following insignificant emissions units are located at this facility:

G001 - Gasoline dispensing facility
N001 - Procedyne
T036 - 10,000 gallon fixed roof storage tank
T037 - 10,000 gallon fixed roof storage tank
T042 - 10,000 gallon fixed roof storage tank
T043 - 10,000 gallon fixed roof storage tank
T044 - 10,000 gallon fixed roof storage tank
T045 - 10,000 gallon fixed roof storage tank
T048 - 36,000 gallon fixed roof storage tank
T049 - 36,000 gallon fixed roof storage tank
T050 - 40,000 gallon fixed roof storage tank
T051 - 50,000 gallon fixed roof storage tank

Each insignificant emissions unit at this facility must comply with all applicable State and federal regulations, as
well as any emission limitations and/or control requirements contained within a permit to install for the emissions
unit.

Specific Facility Terms and Conditions
Title V Draft Permit
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Facility Name: BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
Facility ID: 14-31-01-0054

B. State Only Enforceable Section (continued)

The following insignificant emissions units are located at this facility:

G001 - Gasoline dispensing facility
N001 - Procedyne
P050 - Bldg. 8 bulk bag unloader
T028 - Mineral oil tank
T036 - A-17 tank
T037 - A-16 tank
T042 - NBUOH tank
T043 - IBA tank
T044 - Sec BUOH tank
T045 - IBA tank
T050 - T16-1 fuel oil tank
T051 - T16-2 fuel oil tank
T052 - Tank 207
T053 - Tank 208
T037 - 10,000 gallon fixed roof storage tank
T042 - 10,000 gallon fixed roof storage tank
T043 - 10,000 gallon fixed roof storage tank
T044 - 10,000 gallon fixed roof storage tank
T045 - 10,000 gallon fixed roof storage tank
T048 - 36,000 gallon fixed roof storage tank
T049 - 36,000 gallon fixed roof storage tank
T050 - 40,000 gallon fixed roof storage tank
T051 - 50,000 gallon fixed roof storage tank

Each insignificant emissions unit at this facility must comply with all applicable State and federal regulations, as
well as any emission limitations and/or control requirements contained within a permit to install for the emissions
unit.

Specific Facility Terms and Conditions
Title V Draft Permit
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Facility Name:
Facility ID:
Emissions Unit: BOILER #5 (B002)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

Boiler numbers 4,5,7 and 8 (OEPA source numbers B002, B004, B006, and B007) shall not exceed a combined
average operating rate of 275 MMBtu per hour for any calendar day from boilers burning coal or fuel oil during any
calendar day.

1.

BOILER #5 (B002)

BOILER

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

116 MMBtu/hr natural gas, No.2 fuel
oil, and No.6 fuel oil fired boiler

OAC rule 3745-31-05(A)(3)
(PTI 14-519)

See A.II.2.259465 259465

OAC rule 3745-17-07(A)(1) Visible particulate emissions (PE)
shall not exceed 20% percent
opacity, as a six-minute average,
except as specified by rule.

259465 259465

OAC rule 3745-17-10(B)(1) PE emissions shall not exceed 0.020
lb/MMBtu of actual heat input when
burning only natural gas or No. 2 fuel
oil

259465 259465

OAC rule 3745-17-10(C)(1) 0.19 lb PE/MMBtu of actual heat
input when burning No. 6 fuel oil

259465 259465

OAC rule 3745-18-37(B)(2) 5.5 lbs SO2/MMBtu actual heat input

This emissions unit shall have a
minimum stack height of 65 feet
above ground level.

259465 259465

OAC rule 3745-18-37(B)(4) See term A.II.1.259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Terms and Conditions for Emissions Units
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Facility Name:
Facility ID:
Emissions Unit: BOILER #5 (B002)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

II. Operational Restrictions   (continued)

Operation of this source shall be accompanied by the non-operation of either B006 (unit #7) or B007 (unit #8).
Concurrent operation of these three sources is prohibited.  This shall apply only if B002 and B006 are firing fuel
oil.  Concurrent operation is permitted if B002 or B006 is firing natural gas.

2.

The quality of the No. 2 and No. 6 fuel oil burned shall have a combination of sulfur content and heat content
sufficient to comply with the allowable SO2 emission limitation of 5.5 lbs SO2/MMBtu actual heat input.

3.

III. Monitoring and/or Record Keeping Requirements

The permittee shall maintain records of the oil burned in this emissions unit in accordance with either Alternative
1 or Alternative 2 described below.

a.  Alternative 1:

For each shipment of oil received for burning in this emissions unit, the permittee shall collect or require the oil
supplier to collect a representative grab sample of oil and maintain records of the total quantity of oil received,
the permittee's or oil supplier's analyses for sulfur content and heat content, and the calculated sulfur dioxide
emission rate (in lbs/MMBtu). (The sulfur dioxide emission rate shall be calculated in accordance with the
formula specified in OAC rule 3745-18-04(F).) A shipment may be comprised of multiple tank truck loads from
the same supplier's batch, and the quality of the oil for those loads may be represented by a single batch
analysis from the supplier. Also, if necessary, the permittee shall maintain monthly records of the calculated
sulfur dioxide emission rate based upon a volume-weighted average of the calculated sulfur dioxide emission
rates for all shipments of oil during a calendar month.

1.

b.  Alternative 2:

The permittee shall collect a representative grab sample of oil that is burned in this emissions unit for each day
when the emissions unit is in operation.  If additional fuel oil is added to the tank serving this emissions unit on a
day when the emissions unit is in operation, the permittee shall collect a sufficient number of grab samples to
develop a composite sample representative of the fuel oil burned in this emissions unit. A representative grab
sample of oil does not need to be collected on days when this emissions unit is only operated for the purpose of
"test-firing."  The permittee shall maintain records of the total quantity of oil burned each day, except for the
purpose of test-firing, the permittee's analyses for sulfur content and heat content, and the calculated sulfur
dioxide emission rate (in lbs/MMBtu).

(The sulfur dioxide emission rate shall be calculated in accordance with the formula specified in OAC rule
3745-18-04(F).)  Also, if necessary, the permittee shall maintain monthly records of the calculated sulfur dioxide
emission rate based upon a volume-weighted average of the calculated sulfur dioxide emission rates for all of the
daily samples during a calendar month.

The permittee shall perform or require the supplier to perform the analyses for sulfur content and heat content in
accordance with 40 CFR Part 60, Appendix A, Method 19, or the appropriate ASTM methods (such as, ASTM
methods D240, D4294, D6010), or equivalent methods as approved by the Director.

The permittee shall collect and record the following information on a daily basis:

a. the calendar date;
b. the hours of operation;
c. the amount and type of fuel combusted;
d. the total daily heat input (multiply the amount of fuel recorded in A.III.2.c by the specific heat content of the
fuel burned)
d. the average hourly input rating in MMBtu per hour(A.III.2.d divided by A.III.2.b); and
e. the average hourly input rating in MMBtu per hour for B002, B004, B006, and B007 combined for the
emissions units burning either coal or fuel oil on that calendar day.

2.

Terms and Conditions for Emissions Units
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Facility Name:
Facility ID:
Emissions Unit: BOILER #5 (B002)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements   (continued)

When burning No.6 fuel oil, the permittee shall perform daily checks, when the emissions unit is in operation and
when the weather conditions allow, for any visible particulate emissions from the stack serving this emissions
unit.  The presence or absence of any visible emissions shall be noted in an operations log.  If visible emissions
are observed, the permittee shall also note the following in the operations log:

a.  the color of the emissions;
b.  whether the emissions are representative of normal operations;
c.  if the emissions are not representative of normal operations, the cause of the abnormal emissions;
d.  the total duration of any visible emission incident; and
e.  any corrective actions taken to eliminate the visible emissions.

3.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any record
which shows a deviation of the allowable sulfur dioxide limitation specified in A.II.2 based upon a
volume-weighted average of the calculated sulfur dioxide emission rates from A.III.1 above. The notification shall
include a copy of such record and shall be sent to the Hamilton County Department of Environmental Services
within 45 days after the deviation occurs.

1.

The permittee shall submit quarterly deviation (excursion) reports for each exceedance of the total heat input
limitations specified in A.II.1. and A.II.2.

2.

The permittee shall submit deviation (excursion) reports which include an identification of any day in which
operation of this emissions unit was not accompanied by the non-operation of either B002 (unit #5) or B006 (unit
#7).  This applies only if B002 or B006 are firing fuel oil.

3.

The quarterly deviation reports shall be submitted in accordance with the reporting requirements specified in Part
I-General Term and Condition A.1.c.ii.

4.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation-
Visible particulate emissions shall not exceed 20% opacity as a 6-minute average except as specified by rule.

Applicable Compliance Method-
If required, compliance shall be determined by visible emission evaluations performed in accordance with OAC
rule 3745-17-03(B)(1).

1.

Terms and Conditions for Emissions Units
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Facility Name:
Facility ID:
Emissions Unit: BOILER #5 (B002)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements   (continued)

Emission Limitations-
0.020 lb of PE/MMBtu of actual heat input when burning only natural gas or No. 2 fuel oil
0.19 lb of PE/MMBtu of actual heat input when burning No. 6 fuel oil

Applicable compliance method when burning only natural gas-
For the use of natural gas, compliance may be determined by multiplying the hourly gas burning capacity of the
emissions unit (MM cu. ft/hr) by the AP-42, Fifth Edition, Section 1.4, Table 1.4-2 (revised 7/98) emission factor
of 1.9 lbs filterable PE/MM cu. ft, and then dividing by the maximum hourly heat input capacity of the emissions
unit (MMBtu/hr).

Applicable compliance method when burning only No. 2 fuel oil-
For the use of No. 2 fuel oil, compliance may be determined by multiplying the maximum fuel oil capacity of the
emissions unit (gallons/hr) by the AP-42, Fifth Edition, Section 1.3, Table 1.3-1 (revised 9/98) emission factor of
2.0 lbs filterable PE/1000 gallons, and then dividing by the maximum hourly heat input capacity of the emissions
unit (MMBtu/hr).

Applicable compliance method when burning only No. 6 fuel oil-
For the use of No. 6 fuel oil, compliance may be determined by multiplying the maximum fuel oil capacity of the
emissions unit (gallons/hr) by the AP-42, Fifth Edition, Section 1.3, Table 1.3-1 (revised 9/98) emission factor of
9.19(S) + 3.22, were "S" is the percent by weight sulfur content of the fuel oil, lbs filterable PE/1000 gallons, and
then dividing by the maximum hourly heat input capacity of the emissions unit (MMBtu/hr).

If required, the permittee shall demonstrate compliance with the lb/MMBtu emission limit above pursuant to OAC
rule 3745-17-03(B)(9).

2.

Emission Limitations -
5.5 lbs of SO2/MMBtu of actual heat input when burning only fuel oil

Applicable compliance method when burning only No. 2 or No. 6 fuel oil-
Compliance with the allowable sulfur dioxide emission limitation shall be based upon a volume-weighted average
of the calculated sulfur dioxide emission rates for all of the shipments of oil received during the calendar month.

Applicable compliance method when burning only natural gas-
For the use of natural gas, compliance may be determined by multiplying the hourly gas burning capacity of the
emissions unit (MM cu. ft/hr) by the AP-42, Fifth Edition, Section 1.4, Table 1.4-2 (revised 7/98) emission factor
of 0.6 lb SO2/MM cu. ft, and then dividing by the maximum hourly heat input capacity of the emissions unit
(MMBtu/hr).

If required, the permittee shall demonstrate compliance with the lb/MMBtu emission limitation in accordance with
USEPA reference Method 6,  Method 6A, Method 6B, or Method 6c, whichever is appropriate, of 40 CFR, Part
60, Appendix A.

3.

Compliance with the total heat input restrictions specified in A.II.1and A.II.2 shall be demonstrated by the
information collected and recorded in A.III.2.

4.

VI. Miscellaneous Requirements

None

Terms and Conditions for Emissions Units
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BOILER #5 (B002)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Terms and Conditions for Emissions Units
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Facility Name:
Facility ID:
Emissions Unit: BOILER #4 (B004)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

Boiler numbers 4,5,7 and 8 (OEPA source numbers B002, B004, B006, and B007) shall not exceed a combined
average operating rate of 275 MMBtu per hour for any calendar day from boilers burning coal or fuel oil during any
calendar day.

1.

The permittee shall burn only natural gas in this emissions unit.2.

BOILER #4 (B004)

BOILER

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

48 MMBtu/hr natural gasfired boiler OAC rule 3745-17-07(A)(1) Visible particulate emissions (PE)
shall not exceed 20% percent
opacity, as a six-minute average,
except as specified by rule.

259465 259465

OAC rule 3745-17-10(B)(1) PE emissions shall not exceed 0.020
lb/MMBtu of actual heat input when
burning only natural gas

259465 259465

OAC rule 3745-18-37(B)(1) 0.0 lbs SO2/MMBtu actual heat input259465 259465

OAC rule 3745-18-37(B)(4) See A.II.1.259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
Emissions Unit: BOILER #4 (B004)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements

The permittee shall collect and record the following information on a daily basis:

a. the calendar date;
b. the hours of operation;
c. the amount and type of fuel combusted;
d. the total daily heat input (multiply the amount of fuel recorded in A.III.2.c by the specific heat content of the
fuel burned)
d. the average hourly input rating in MMBtu per hour(A.III.2.d divided by A.III.2.b); and
e. the average hourly input rating in MMBtu per hour for B002, B004, B006, and B007 combined for the
emissions units burning either coal or fuel oil on that calendar day.

1.

For each day during which the permittee burns a fuel other than natural gas the permittee shall maintain a record
of the type and quantity of fuel burned in this emissions unit.

2.

IV. Reporting Requirements

The permittee shall submit quarterly deviation (excursion) reports for each exceedance of the total heat input
limitations specified in A.II.1.

1.

The permittee shall submit deviation (excursion) reports that identify each day when a fuel other than natural gas
was burned in this emissions unit.  Each report shall be submitted within 30 days after the deviation occurs.

2.

The quarterly deviation reports shall be submitted in accordance with the reporting requirements specified in Part
I-General Term and Condition A.1.c.ii.

3.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation-
Visible particulate emissions shall not exceed 20% opacity as a 6-minute average except as specified by rule.

Applicable Compliance Method-
If required, compliance shall be determined by visible emission evaluations performed in accordance with OAC
rule 3745-17-03(B)(1).

1.

Emission Limitations-
0.020 lb of PE/MMBtu of actual heat input when burning only natural gas

Applicable compliance method when burning only natural gas-
For the use of natural gas, compliance may be determined by multiplying the hourly gas burning capacity of the
emissions unit (MM cu. ft/hr) by the AP-42, Fifth Edition, Section 1.4, Table 1.4-2 (revised 7/98) emission factor
of 1.9 lbs filterable PE/MM cu. ft, and then dividing by the maximum hourly heat input capacity of the emissions
unit (MMBtu/hr).

If required, the permittee shall demonstrate compliance with the lb/MMBtu emission limit above pursuant to OAC
rule 3745-17-03(B)(9).

2.

Terms and Conditions for Emissions Units
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Facility Name:
Facility ID:
Emissions Unit: BOILER #4 (B004)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements   (continued)

Emission Limitations -
0.0 lbs of SO2/MMBtu of actual heat input

Applicable compliance method when burning only natural gas-
For the use of natural gas, compliance may be determined by multiplying the hourly gas burning capacity of the
emissions unit (MM cu. ft/hr) by the AP-42, Fifth Edition, Section 1.4, Table 1.4-2 (revised 7/98) emission factor
of 0.6 lb SO2/MM cu. ft, and then dividing by the maximum hourly heat input capacity of the emissions unit
(MMBtu/hr).

If required, the permittee shall demonstrate compliance with the lb/MMBtu emission limitation in accordance with
USEPA reference Method 6,  Method 6A, Method 6B, or Method 6c, whichever is appropriate, of 40 CFR, Part
60, Appendix A.

3.

Compliance with the total heat input restrictions specified in A.II.1shall be demonstrated by the information
collected and recorded in A.III.2.

4.

VI. Miscellaneous Requirements

None
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BOILER #4 (B004)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: THERMINOL HEATER (B005)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

The quality of the No. 1 fuel oil burned burned in this emissions unit shall have a combination of sulfur content
and heat content sufficient to comply with the allowable SO2 emission limitation of 1.6 lbs SO2/MMBtu actual
heat input.

1.

The permittee shall burn only natural gas and/or No. 1 fuel oil in this emissions unit.2.

THERMINOL HEATER (B005)

HEATER

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

18.9 MMBtu/hr natural gas, No.1 fuel
oil fired boiler

OAC rule 3745-17-07(A)(1) Visible particulate emissions (PE)
shall not exceed 20% percent
opacity, as a six-minute average,
except as specified by rule.

259465 259465

OAC rule 3745-17-10(B)(1) PE emissions shall not exceed 0.020
lb/MMBtu of actual heat input when
burning natural gas or No. 1 fuel oil

259465 259465

OAC rule 3745-18-06(D) SO2 emissions shall not exceed 1.6
lbs/MMBtu of actual heat input

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: THERMINOL HEATER (B005)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements

The permittee shall maintain records of the oil burned in this emissions unit in accordance with either Alternative
1 or Alternative 2 described below.

a.  Alternative 1:

For each shipment of oil received for burning in this emissions unit, the permittee shall collect or require the oil
supplier to collect a representative grab sample of oil and maintain records of the total quantity of oil received,
the permittee's or oil supplier's analyses for sulfur content and heat content, and the calculated sulfur dioxide
emission rate (in lbs/MMBtu). (The sulfur dioxide emission rate shall be calculated in accordance with the
formula specified in OAC rule 3745-18-04(F).) A shipment may be comprised of multiple tank truck loads from
the same supplier's batch, and the quality of the oil for those loads may be represented by a single batch
analysis from the supplier. Also, if necessary, the permittee shall maintain monthly records of the calculated
sulfur dioxide emission rate based upon a volume-weighted average of the calculated sulfur dioxide emission
rates for all shipments of oil during a calendar month.

1.

b.  Alternative 2:

The permittee shall collect a representative grab sample of oil that is burned in this emissions unit for each day
when the emissions unit is in operation.  If additional fuel oil is added to the tank serving this emissions unit on a
day when the emissions unit is in operation, the permittee shall collect a sufficient number of grab samples to
develop a composite sample representative of the fuel oil burned in this emissions unit. A representative grab
sample of oil does not need to be collected on days when this emissions unit is only operated for the purpose of
"test-firing."  The permittee shall maintain records of the total quantity of oil burned each day, except for the
purpose of test-firing, the permittee's analyses for sulfur content and heat content, and the calculated sulfur
dioxide emission rate (in lbs/MMBtu).

(The sulfur dioxide emission rate shall be calculated in accordance with the formula specified in OAC rule
3745-18-04(F).)  Also, if necessary, the permittee shall maintain monthly records of the calculated sulfur dioxide
emission rate based upon a volume-weighted average of the calculated sulfur dioxide emission rates for all of the
daily samples during a calendar month.

The permittee shall perform or require the supplier to perform the analyses for sulfur content and heat content in
accordance with 40 CFR Part 60, Appendix A, Method 19, or the appropriate ASTM methods (such as, ASTM
methods D240, D4294, D6010), or equivalent methods as approved by the Director.

For each day during which the permittee burns a fuel other than natural gas and/or No.1 fuel oil, the permittee
shall maintain a record of the type and quantity of fuel burned in this emissions unit.

2.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any record
which shows a deviation of the allowable sulfur dioxide limitation specified in A.I.1 based upon the calculated
sulfur dioxide emission rates from A.III.1 above. The notification shall include a copy of such record and shall be
sent to the Hamilton County Department of Environmental Services within 45 days after the deviation occurs.

1.

The permittee shall submit deviation (excursion) reports that identify each day when a fuel other than natural gas
or No. 1 fuel oil was burned in this emissions unit.  Each report shall be submitted within 30 days after the
deviation occurs.

2.

Terms and Conditions for Emissions Units
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Facility Name:
Facility ID:
Emissions Unit: THERMINOL HEATER (B005)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation-
Visible particulate emissions shall not exceed 20% opacity as a 6-minute average except as specified by rule.

Applicable Compliance Method-
If required, compliance shall be determined by visible emission evaluations performed in accordance with OAC
rule 3745-17-03(B)(1).

1.

Emission Limitations-
0.020 lb of PE/MMBtu of actual heat input when burning only natural gas or No. 1 fuel oil

Applicable compliance method when burning only natural gas-
For the use of natural gas, compliance may be determined by multiplying the hourly gas burning capacity of the
emissions unit (MM cu. ft/hr) by the AP-42, Fifth Edition, Section 1.4, Table 1.4-2 (revised 7/98) emission factor
of 1.9 lbs filterable PE/MM cu. ft, and then dividing by the maximum hourly heat input capacity of the emissions
unit (MMBtu/hr).

Applicable compliance method when burning only No. 2 fuel oil-
For the use of No. 2 fuel oil, compliance may be determined by multiplying the maximum fuel oil capacity of the
emissions unit (gallons/hr) by the AP-42, Fifth Edition, Section 1.3, Table 1.3-1 (revised 9/98) emission factor of
2.0 lbs filterable PE/1000 gallons, and then dividing by the maximum hourly heat input capacity of the emissions
unit (MMBtu/hr).

If required, the permittee shall demonstrate compliance with the lb/MMBtu emission limit above pursuant to OAC
rule 3745-17-03(B)(9).

2.

Emission Limitations -
1.6 lbs of SO2/MMBtu of actual heat input when burning only fuel oil

Applicable compliance method when burning only No. 1 fuel oil-
Compliance with the allowable sulfur dioxide emission limitation shall be based upon a volume-weighted average
of the calculated sulfur dioxide emission rates for all of the shipments of oil received during the calendar month.

Applicable compliance method when burning only natural gas-
For the use of natural gas, compliance may be determined by multiplying the hourly gas burning capacity of the
emissions unit (MM cu. ft/hr) by the AP-42, Fifth Edition, Section 1.4, Table 1.4-2 (revised 7/98) emission factor
of 0.6 lb SO2/MM cu. ft, and then dividing by the maximum hourly heat input capacity of the emissions unit
(MMBtu/hr).

If required, the permittee shall demonstrate compliance with the lb/MMBtu emission limitation in accordance with
USEPA reference Method 6,  Method 6A, Method 6B, or Method 6c, whichever is appropriate, of 40 CFR, Part
60, Appendix A.

3.

VI. Miscellaneous Requirements

None
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THERMINOL HEATER (B005)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: BOILER #7 (B006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

Boiler numbers 4 through 8 (OEPA source numbers B002, B003, B004, B006, and B007) shall not exceed a
combined average operating rate of 275 MMBtu per hour for any calendar day from boilers burning coal or fuel oil
during any calendar day.

1.

BOILER #7 (B006)

BOILER

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

116 MMBtu/hr natural gas, No.2 fuel
oil, and No.6 fuel oil fired boiler

OAC rule 3745-31-05(A)(3)
(PTI 14-519)

See A.II.2.259465 259465

OAC rule 3745-17-07(A)(1) Visible particulate emissions (PE)
shall not exceed 20% percent
opacity, as a six-minute average,
except as specified by rule.

259465 259465

OAC rule 3745-17-10(B)(1) PE emissions shall not exceed 0.020
lb/MMBtu of actual heat input when
burning only natural gas or No. 2 fuel
oil

259465 259465

OAC rule 3745-17-10(C)(1) 0.19 lb PE/MMBtu of actual heat
input when burning No. 6 fuel oil

259465 259465

OAC rule 3745-18-37(B)(2) 5.5 lbs SO2/MMBtu actual heat input

This emissions unit shall have a
minimum stack height of 65 feet
above ground level.

259465 259465

OAC rule 3745-18-37(B)(4) See term A.II.1.259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: BOILER #7 (B006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

II. Operational Restrictions   (continued)

Operation of this source shall be accompanied by the non-operation of either B002(unit #5), B003 (unit #6), or
B007 (unit #8).  Concurrent operation of these four sources is prohibited.  This shall apply only if B002, B003,
and B006 are firing fuel oil.  Concurrent operation is permitted if B002, B003, or B006 is firing natural gas.

2.

The quality of the No. 2 and No. 6 fuel oil burned shall have a combination of sulfur content and heat content
sufficient to comply with the allowable SO2 emission limitation of 5.5 lbs SO2/MMBtu actual heat input.

3.

III. Monitoring and/or Record Keeping Requirements

The permittee shall maintain records of the oil burned in this emissions unit in accordance with either Alternative
1 or Alternative 2 described below.

a.  Alternative 1:

For each shipment of oil received for burning in this emissions unit, the permittee shall collect or require the oil
supplier to collect a representative grab sample of oil and maintain records of the total quantity of oil received,
the permittee's or oil supplier's analyses for sulfur content and heat content, and the calculated sulfur dioxide
emission rate (in lbs/MMBtu). (The sulfur dioxide emission rate shall be calculated in accordance with the
formula specified in OAC rule 3745-18-04(F).) A shipment may be comprised of multiple tank truck loads from
the same supplier's batch, and the quality of the oil for those loads may be represented by a single batch
analysis from the supplier. Also, if necessary, the permittee shall maintain monthly records of the calculated
sulfur dioxide emission rate based upon a volume-weighted average of the calculated sulfur dioxide emission
rates for all shipments of oil during a calendar month.

1.

b.  Alternative 2:

The permittee shall collect a representative grab sample of oil that is burned in this emissions unit for each day
when the emissions unit is in operation.  If additional fuel oil is added to the tank serving this emissions unit on a
day when the emissions unit is in operation, the permittee shall collect a sufficient number of grab samples to
develop a composite sample representative of the fuel oil burned in this emissions unit. A representative grab
sample of oil does not need to be collected on days when this emissions unit is only operated for the purpose of
"test-firing."  The permittee shall maintain records of the total quantity of oil burned each day, except for the
purpose of test-firing, the permittee's analyses for sulfur content and heat content, and the calculated sulfur
dioxide emission rate (in lbs/MMBtu).

(The sulfur dioxide emission rate shall be calculated in accordance with the formula specified in OAC rule
3745-18-04(F).)  Also, if necessary, the permittee shall maintain monthly records of the calculated sulfur dioxide
emission rate based upon a volume-weighted average of the calculated sulfur dioxide emission rates for all of the
daily samples during a calendar month.

The permittee shall perform or require the supplier to perform the analyses for sulfur content and heat content in
accordance with 40 CFR Part 60, Appendix A, Method 19, or the appropriate ASTM methods (such as, ASTM
methods D240, D4294, D6010), or equivalent methods as approved by the Director.

The permittee shall collect and record the following information on a daily basis:

a. the calendar date;
b. the hours of operation;
c. the amount and type of fuel combusted;
d. the total daily heat input (multiply the amount of fuel recorded in A.III.2.c by the specific heat content of the
fuel burned)
d. the average hourly input rating in MMBtu per hour(A.III.2.d divided by A.III.2.b); and
e. the average hourly input rating in MMBtu per hour for B002, B004, B006, and B007 combined for the
emissions units burning either coal or fuel oil on that calendar day.

2.
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Facility Name:
Facility ID:
Emissions Unit: BOILER #7 (B006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements   (continued)

When burning No.6 fuel oil, the permittee shall perform daily checks, when the emissions unit is in operation and
when the weather conditions allow, for any visible particulate emissions from the stack serving this emissions
unit.  The presence or absence of any visible emissions shall be noted in an operations log.  If visible emissions
are observed, the permittee shall also note the following in the operations log:

a.  the color of the emissions;
b.  whether the emissions are representative of normal operations;
c.  if the emissions are not representative of normal operations, the cause of the abnormal emissions;
d.  the total duration of any visible emission incident; and
e.  any corrective actions taken to eliminate the visible emissions.

3.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any record
which shows a deviation of the allowable sulfur dioxide limitation specified in A.II.2 based upon a
volume-weighted average of the calculated sulfur dioxide emission rates from A.III.1 above. The notification shall
include a copy of such record and shall be sent to the Hamilton County Department of Environmental Services
within 45 days after the deviation occurs.

1.

The permittee shall submit quarterly deviation (excursion) reports for each exceedance of the total heat input
limitations specified in A.II.1. and A.II.2.

2.

The permittee shall submit deviation (excursion) reports which include an identification of any day in which
operation of this emissions unit was not accompanied by the non-operation of either B002 (unit #5) or B006 (unit
#7).  This applies only if B002 or B006 are firing fuel oil.

3.

The quarterly deviation reports shall be submitted in accordance with the reporting requirements specified in Part
I-General Term and Condition A.1.c.ii.

4.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation-
Visible particulate emissions shall not exceed 20% opacity as a 6-minute average except as specified by rule.

Applicable Compliance Method-
If required, compliance shall be determined by visible emission evaluations performed in accordance with OAC
rule 3745-17-03(B)(1).

1.
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Facility ID:
Emissions Unit: BOILER #7 (B006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements   (continued)

Emission Limitations-
0.020 lb of PE/MMBtu of actual heat input when burning only natural gas or No. 2 fuel oil
0.19 lb of PE/MMBtu of actual heat input when burning No. 6 fuel oil

Applicable compliance method when burning only natural gas-
For the use of natural gas, compliance may be determined by multiplying the hourly gas burning capacity of the
emissions unit (MM cu. ft/hr) by the AP-42, Fifth Edition, Section 1.4, Table 1.4-2 (revised 7/98) emission factor
of 1.9 lbs filterable PE/MM cu. ft, and then dividing by the maximum hourly heat input capacity of the emissions
unit (MMBtu/hr).

Applicable compliance method when burning only No. 2 fuel oil-
For the use of No. 2 fuel oil, compliance may be determined by multiplying the maximum fuel oil capacity of the
emissions unit (gallons/hr) by the AP-42, Fifth Edition, Section 1.3, Table 1.3-1 (revised 9/98) emission factor of
2.0 lbs filterable PE/1000 gallons, and then dividing by the maximum hourly heat input capacity of the emissions
unit (MMBtu/hr).

Applicable compliance method when burning only No. 6 fuel oil-
For the use of No. 6 fuel oil, compliance may be determined by multiplying the maximum fuel oil capacity of the
emissions unit (gallons/hr) by the AP-42, Fifth Edition, Section 1.3, Table 1.3-1 (revised 9/98) emission factor of
9.19(S) + 3.22, were "S" is the percent by weight sulfur content of the fuel oil, lbs filterable PE/1000 gallons, and
then dividing by the maximum hourly heat input capacity of the emissions unit (MMBtu/hr).

If required, the permittee shall demonstrate compliance with the lb/MMBtu emission limit above pursuant to OAC
rule 3745-17-03(B)(9).

2.

Emission Limitations -
5.5 lbs of SO2/MMBtu of actual heat input when burning only fuel oil

Applicable compliance method when burning only No. 2 or No. 6 fuel oil-
Compliance with the allowable sulfur dioxide emission limitation shall be based upon a volume-weighted average
of the calculated sulfur dioxide emission rates for all of the shipments of oil received during the calendar month.

Applicable compliance method when burning only natural gas-
For the use of natural gas, compliance may be determined by multiplying the hourly gas burning capacity of the
emissions unit (MM cu. ft/hr) by the AP-42, Fifth Edition, Section 1.4, Table 1.4-2 (revised 7/98) emission factor
of 0.6 lb SO2/MM cu. ft, and then dividing by the maximum hourly heat input capacity of the emissions unit
(MMBtu/hr).

If required, the permittee shall demonstrate compliance with the lb/MMBtu emission limitation in accordance with
USEPA reference Method 6,  Method 6A, Method 6B, or Method 6c, whichever is appropriate, of 40 CFR, Part
60, Appendix A.

3.

Compliance with the total heat input restrictions specified in A.II.1and A.II.2 shall be demonstrated by the
information collected and recorded in A.III.2.

4.

VI. Miscellaneous Requirements

None

Terms and Conditions for Emissions Units
Page 33Title V Draft Permit



1
1

BOILER #7 (B006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: BOILER #8 (B007)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

BOILER #8 (B007)

BOILER

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

155 MMBtu/hr coal fired boiler w/
baghouse

OAC rule 3745-31-05(D)
(PTI 14-0519)

40 CFR Part 52.21,
Prevention of Significant Deterioration
(BACT) for NOx and SO2

1.14 lbs SO2/MMBtu of actual heat
input
773.9 TPY of SO2

0.60 lb NOx/MMBtu of actual heat
input
407.3 TPY of NOx

See A.II.1.-A.II.3 and A.II.6.

259465 259465

OAC rule 3745-31-05(A)(3)
(PTI 14-0519)

0.03 lb particulate
emissions(PE)/MMBtu of actual heat
input
20.4 TPY of PE

0.13 lb carbon monoxide(CO)/MMBtu
of actual heat input
88.3 TPY of CO

The requirements of this rule also
includes compliance with the visible
particulate emission limitation
specified in 40 CFR Part 60 Subpart
Db.

259465 259465

40 CFR Part 60 Subpart Db Visible particulate emissions shall
not exceed 20 percent opacity, as a
six-minute average, except for one
six-minute period per hour of not
more than 27 percent opacity.

The emission limitations specified in
40 CFR Part 60 Subpart Db are the
same as or less stringent than those
established in PTI 14-0519 under
OAC rule 3745-31-05.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: BOILER #8 (B007)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

2. Additional Terms and Conditions

2.a None

II. Operational Restrictions

Boiler numbers 4,5,7 and 8 (OEPA source numbers B002, B004, B006, and B007) shall not exceed a combined
average operating rate of 275 MMBtu per hour for any calendar day from boilers burning coal or fuel oil during any
calendar day.

1.

Operation of this source shall be accompanied by the non-operation of either B002 (unit #5) or B006 (unit #7).
Concurrent operation of these three sources is prohibited.  This shall apply only if B002 and B006 are firing fuel
oil.  Concurrent operation is permitted if B002 or B006 is firing natural gas.

2.

Pursuant to OAC rule 3745-17-10, the total heat input for B007 is derated from 190 MMBtu/hr to 155 MMBtu/hr.
The derated total heat input of 155 MMBtu/hr corresponds to a steam load of 120,000 pounds per hour.  At no
time shall the steam flow rate from B007 exceed 120,000 pounds per hour (as an average over any one-hour
period).

3.

The particulate emissions shall be vented to a baghouse capable of achieving the PE limitations specified in this
permit.

4.

The pressure drop across the baghouse shall be maintained within the range of 2 - 5 inches of water while the
emissions unit is in operation.

5.

The quality of the coal burned in this emissions unit shall have a combination of sulfur content and heat content
which is sufficient to comply with the allowable sulfur dioxide emission limitation of 1.14 lbs/MMBtu actual heat
input.

6.

The total quantity of coal burned shall not exceed 54,312 tons per year.7.

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

OAC rule 3745-17-07(A) The visible particulate emissions
limitation established in OAC rule
3745-17-07(A) is less stringent than
that established in PTI 14-0519 under
3745-31-05(A)(3).

259465 259465

OAC rule 3745-17-10(C)(1) The PE emission limitation
established in OAC rule
3745-17-10(C)(1) is less stringent
than that established in PTI 14-0519
under 3745-31-05(A)(3).

259465 259465

OAC rule 3745-18-37(B)(3) The SO2 emission limitation
established in OAC rule
3745-18-37(B)(3) is the same as that
established in PTI 14-0519 under
3745-31-05(D).

259465 259465

OAC rule 3745-18-37(B)(4) See A.II.1259465 259465
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Facility Name:
Facility ID:
Emissions Unit: BOILER #8 (B007)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements

The permittee shall collect and record the following information on a daily basis:

a. the calendar date;
b. the hours of operation;
c. the amount and type of fuel combusted;
d. the total daily heat input (multiply the amount of fuel recorded in A.III.2.c by the specific heat content of the
fuel burned)
d. the average hourly input rating in MMBtu per hour(A.III.2.d divided by A.III.2.b); and
e. the average hourly input rating in MMBtu per hour for B002, B004, B006, and B007 combined for the
emissions units burning either coal or fuel oil on that calendar day.

1.

The permittee shall continuously monitor and record the steam flow rate from B007 in lbs steam/hour.2.

The permittee shall properly install, operate, and maintain equipment to monitor the pressure drop across the
baghouse while the emissions unit is in operation. The monitoring equipment shall be installed, calibrated,
operated, and maintained in accordance with the manufacturer's recommendations, instructions, and operating
manual(s). The permittee shall record the pressure drop across the baghouse on a daily basis.

3.

The permittee shall collect and record the following information on a monthly basis:

a.   the tons of coal burned during the calendar month; and
b.   the year to date totals for the amount of coal burned during the calendar year.

4.

The permittee shall operate and maintain existing equipment to continuously monitor and record NOx from this
emissions unit in lbs NOx/MMBtu of actual heat input.  Such continuous monitoring and recording equipment
shall comply with the requirements specified in 40 CFR Part 60.13.

The permittee shall maintain records of all data obtained by the continuous NOx monitoring system including,
but not limited to, parts per million NOx on an instantaneous (one-minute) basis, and emissions of NOx in
lbs/MMBtu of actual heat input,  results of daily zero/span calibration checks, and magnitude of manual
calibration adjustments.

5.

The permittee shall maintain a written quality assurance/quality control plan for the continuous NOx monitoring
system designed to ensure continuous valid and representative readings of NOx emissions in units of the
applicable standard. The plan shall follow the requirements of 40 CFR Part 60, Appendix F. The quality
assurance/quality control plan and a logbook dedicated to the continuous NOx monitoring system must be kept
on site and available for inspection during regular office hours.

A statement of certification of the existing continuous NOx monitoring system shall be maintained on site and
shall consist of a letter from the Ohio EPA detailing the results of an Agency review of the certification tests and
a statement by the Agency that the system is considered certified in accordance with the requirements of 40
CFR Part 60, Appendix B, Performance Specification 6. Proof of certification shall be made available to the
Director (the appropriate Ohio EPA District Office or local air agency) upon request.

The permittee shall operate and maintain equipment to continuously monitor and record the opacity of the visible
particulate emissions from this emissions unit.  Such continuous monitoring and recording equipment shall
comply with the requirements specified in 40 CFR Part 60.13.

The permittee shall maintain records of the following data obtained by the continuous opacity monitoring system:
percent opacity on a 6-minute block average basis, results of daily zero/span calibration checks, and magnitude
of manual calibration adjustments.

The permittee shall maintain a certification letter from the Ohio EPA documenting that the continuous opacity
monitoring system has been certified in accordance with the requirements of 40 CFR Part 60, Appendix B,
Performance Specification 1.  The letter of certification shall be made available to the Director upon request.

6.
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III. Monitoring and/or Record Keeping Requirements   (continued)

The permittee shall operate and maintain equipment to continuously monitor and record sulfur dioxide emissions
from this emissions unit in lbs SO2/MMBtu of actual heat input. Such continuous monitoring and recording
equipment shall comply with the requirements specified in 40 CFR 60.13

The permittee shall maintain records of the following data obtained by the continuous sulfur dioxide monitoring
system: the average daily and rolling, 30-day average emission rates of sulfur dioxide in lbs/MMBtu actual heat
input, results of daily zero/span calibration checks, and magnitude of manual calibration adjustments.  In
addition, the permittee shall maintain daily records of the total actual heat input values as determined through
F-Factor and carbon dioxide/oxygen calculations as specified in 40 CFR Part 60, Appendix A, Method 19.

7.

The permittee shall maintain a written quality assurance/quality control plan for the continuous SO2 monitoring
system designed to ensure continuous valid and representative readings of SO2 emissions in units of the
applicable standard. The plan shall follow the requirements of 40 CFR Part 60, Appendix F. The quality
assurance/quality control plan and a logbook dedicated to the continuous SO2 monitoring system must be kept
on site and available for inspection during regular office hours.

A statement of certification of the existing continuous SO2 monitoring system shall be maintained on site and
shall consist of a letter from the Ohio EPA detailing the results of an Agency review of the certification tests and
a statement by the Agency that the system is considered certified in accordance with the requirements of 40
CFR Part 60, Appendix B, Performance Specification 2. Proof of certification shall be made available to the
Director (the appropriate Ohio EPA District Office or local air agency) upon request.

Prior to undertaking a change or modification to the Main Duct System which could affect the oxygen content of
the combustion air for emission unit B007, the permittee shall install and operate a temporary Oxygen CEMS at
emission unit B007's combustion air inlet to monitor the oxygen content and document any changes.  This
oxygen monitoring shall consist of two months of continuous oxygen monitoring data prior to and two months
after (four-months total) a change or modification to the Main Duct System.

A change or modification to the Main Duct System that could trigger the continuous oxygen monitoring specified
above would be the addition or removal of a vent line to the Main Duct System or a process modification that
would be reasonably expected to result in a increase or decrease in the oxygen content of a vent line to the Main
Duct System.  Routine maintenance and like kind replacements do not require the continuous oxygen
monitoring specified above.

8.

IV. Reporting Requirements

The permittee shall submit quarterly deviation (excursion) reports for each exceedence of the combined
(emission units B002, B004, B006, and B007) average operating rate of 275 MMBtu/hr.

1.

If for any reason the steam flow rate from B007 exceeds 120,000 pounds per hour, the following information shall
be reported within 5 business days after the exceedance:

a.     the date of the exceedance;
b.     the time interval over which the exceedance occurred;
c.     the value of the exceedance;
d.     the cause(s) of the exceedance;
e.     the corrective action which has been or will be taken to prevent similar exceedances in the future; and
f.      a copy of the steam chart which shows the exceedance.

2.

The permittee shall submit quarterly deviation (excursion) reports for each exceedence of the coal usage
limitation of 54,312 tons per year.

3.

The permittee shall submit pressure drop deviation (excursion) reports that identify all periods of time during
which the pressure drop across the baghouse did not comply with the allowable range specified above.

4.
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IV. Reporting Requirements   (continued)

The permittee shall submit deviation (excursion) reports which include an identification of any day in which
operation of this emissions unit was not accompanied by the non-operation of either B002 (unit #5) or B006 (unit
#7).  This applies only if B002 or B006 are firing fuel oil.

5.

Pursuant to 40 CFR Parts 60.7 and 60.13(h), the permittee shall submit reports within 30 days following the end
of each calendar quarter to the appropriate Ohio EPA District Office or local air agency documenting all
instances of opacity values in excess of the limitations specified in OAC rule 3745-17-07, detailing the date,
commencement and completion times, duration, magnitude (percent opacity), reason (if known), and corrective
actions taken (if any) of each 6-minute block average above the applicable opacity limitation(s).

The permittee shall submit reports within 30 days following the end of each calendar quarter to the appropriate
Ohio EPA District Office or local air agency documenting any continuous opacity monitoring system downtime
while the emissions unit was on line (date, time, duration and reason) along with any corrective action(s) taken.
The permittee shall provide the emissions unit operating time during the reporting period and the date, time,
reason, and corrective action(s) taken for each time period of emissions unit and control equipment malfunctions.
The total operating time of the emissions unit and the total operating time of the analyzer while the emissions
unit was on line shall be included in the quarterly report.

If there are no excess emissions during the calendar quarter, the permittee shall submit a statement to that
effect along with the emissions unit operating time during the reporting period and the date, time, reason, and
corrective action(s) taken for each time period of emissions unit, control equipment, and/or monitoring system
malfunctions. The total operating time of the emissions unit and the total operating time of the analyzer while the
emissions unit was on line also shall be included in the quarterly report. These quarterly excess emission
reports shall be submitted by January 30, April 30, July 30, and October 30 of each year and shall address the
data obtained during the previous calendar quarter.

6.

Pursuant to OAC rules 3745-15-04, 3745-35-02, and ORC sections 3704.03(I) and 3704.031 and 40 CFR Parts
60.7 and 60.13(h), the permittee shall submit reports within 30 days following the end of each calendar quarter to
the appropriate Ohio EPA District Office or local air agency documenting the date, commencement and
completion times, duration, magnitude, reason (if known), and corrective actions taken (if any), of all instances of
SO2 values in excess of the applicable limit(s) specified in OAC Chapter 3745-18, the average daily SO2
emission rates (lb/mmBtu), and the 30-day rolling, weighted average SO 2 emission rates (lb/mmBtu). These
reports shall also contain the total SO2 emissions for the calendar quarter (in tons).

The permittee shall submit reports within 30 days following the end of each calendar quarter to the appropriate
Ohio EPA District Office or local air agency documenting any continuous SO2 monitoring system downtime
while the emissions unit was on line (date, time, duration and reason) along with any corrective action(s) taken.
The permittee shall provide the emissions unit operating time during the reporting period and the date, time,
reason and corrective action(s) taken for each time period of emissions unit and control equipment malfunctions.
The total operating time of the emissions unit and the total operating time of the analyzer while the emissions
unit was on line shall also be included in the quarterly report.

7.

If there are no excess emissions during the calendar quarter, the permittee shall submit a statement to that
effect along with the emissions unit operating time during the reporting period and the date, time, reason, and
corrective action(s) taken for each time period of emissions unit, control equipment, and/or monitoring system
malfunctions. The total operating time of the emissions unit and the total operating time of the analyzer while the
emissions unit was on line also shall be included in the quarterly report. These quarterly excess emission
reports shall be submitted by January 30, April 30, July 30, and October 30 of each year and shall address the
data obtained during the previous calendar quarter.
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IV. Reporting Requirements   (continued)

Pursuant to OAC rules 3745-15-04, 3745-35-02, and ORC sections 3704.03(I) and 3704.031 and 40 CFR Parts
60.7 and 60.13(h), the permittee shall submit reports within 30 days following the end of each calendar quarter to
the appropriate Ohio EPA District Office or local air agency documenting the date, commencement and
completion times, duration, magnitude, reason (if known), and corrective actions taken (if any), of all instances of
NOx values in excess of the applicable limits specified in 40 CFR Part 76 or any limitations specified in the
terms and conditions of this permit. These reports shall also contain the total NOx emissions for the calendar
quarter (in tons).

The permittee shall submit reports within 30 days following the end of each calendar quarter to the appropriate
Ohio EPA District Office or local air agency documenting any continuous NOx monitoring system downtime
while the emissions unit was on line (date, time, duration and reason) along with any corrective action(s) taken.
The permittee shall provide the emissions unit operating time during the reporting period and the date, time,
reason and corrective action(s) taken for each time period of emissions unit and control equipment malfunctions.
The total operating time of the emissions unit and the total operating time of the analyzer while the emissions
unit was on line shall also be included in the quarterly report.

8.

If there are no excess emissions during the calendar quarter, the permittee shall submit a statement to that
effect along with the emissions unit operating time during the reporting period and the date, time, reason, and
corrective action(s) taken for each time period of emissions unit, control equipment, and/or monitoring system
malfunctions. The total operating time of the emissions unit and the total operating time of the analyzer while the
emissions unit was on line also shall be included in the quarterly report. These quarterly excess emission
reports shall be submitted by January 30, April 30, July 30, and October 30 of each year and shall address the
data obtained during the previous calendar quarter.

The quarterly deviation reports shall be submitted in accordance with the reporting requirements specified in Part
I-General Term and Condition A.1.c.ii.

9.

The permittee shall submit a report to the Hamilton County Department of Environmental Services within 30 days
following the end of the four-month period required in Term A.III.8 above.

10.

V. Testing Requirements

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a.     The emission testing shall be conducted within 6 months after permit issuance.  Future emissions testing
shall be conducted at the frequency specified in Ohio EPA Engineering Guide #16 based on the results of the
initial emissions testing.

b.     The emission testing shall be conducted to demonstrate compliance with the mass emission limit of 0.03
lb particulate emissions/MMBtu of actual heat input.

c.     Compliance with the allowable mass emission rate for particulates shall be determined in accordance with
40 CFR Part 60, Appendix A, Methods 1 through 5 and the procedures in OAC rule 3745-17-03(B)(9).

d.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

1.
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V. Testing Requirements   (continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the Hamilton County Department of
Environmental Services' refusal to accept the results of the emission test(s).

Personnel from theHamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s).

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a.     The emission testing shall be conducted within 6 months after permit issuance.  Future emissions testing
shall be conducted at the frequency specified in Ohio EPA Engineering Guide #16 based on the results of the
initial emissions testing.

b.     The emission testing shall be conducted to demonstrate compliance with the mass emission limit of 0.13
lb CO/MMBtu of actual heat input.

c.     Compliance with the allowable mass emission rate for CO shall be determined in accordance with 40 CFR
Part 60, Appendix A, Methods 1 through 4 and 10.

d.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

2.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the Hamilton County Department of
Environmental Services' refusal to accept the results of the emission test(s).

Personnel from theHamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s).
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V. Testing Requirements   (continued)

The continuous opacity monitoring data shall be used to demonstrate compliance with the requirements of OAC
rule 3745-17-07(A)(1).  The permittee shall be deemed in compliance with OAC rule 3745-17-07(A)(1) if less than
1.5 percent of the nonexempt* 6-minute average opacity values during a calendar quarter exceed 20 percent
opacity.  (Historical continuous opacity monitoring data for coal-fired boilers equipped with electrostatic
precipitators or baghouses indicate that an excess emissions level of 1.5 percent (nonexempt emissions) is
representative of good operation and maintenance of the emissions unit and the associated control equipment.)
Compliance with the visible emission limitations in OAC rule 3745-17-07(A)(1) may also be determined in
accordance with 40 CFR Part 60, Appendix A, Method 9 and the procedures in OAC rule 3745-17-03(B)(1).  In
the event of a discrepancy between the continuous opacity monitoring data and observations performed in
accordance with 40 CFR Part 60, Appendix A, Method 9 during the same time period, the Method 9 data will
take precedence for that time period.

* exempt emissions are defined in OAC rule 3745-17-07

3.

Compliance with the sulfur dioxide emission limitation shall be based upon a rolling, 30-day average of the daily
sulfur dioxide emission rates, in accordance with the USEPA's policy entitled "Enforcement Policy for Sulfur
Dioxide Emission Limitations in Ohio" and dated February 11, 1980 (45 FR 9101). The daily and rolling 30-day
sulfur dioxide emission rates shall be determined and reported in accordance with the applicable requirements of
sections A.III.and A.IV of this permit. The permittee may be required to perform sulfur dioxide emission tests if
warranted by the USEPA's enforcement policy. In such cases, the methods and procedures specified in 40 CFR
Part 60, Appendix A, Methods 1 through 4 and 6.

4.

Compliance with the NOx emission limitations specified in A.I.1. may be demonstrated by the continuous
emission monitoring data collected and recorded in A.III.5.

5.

Compliance with the total heat input restriction specified in A.II.1. my be demonstrated by the information
collected and recorded in A.III.1.

6.

Compliance with the lbs steam/hr restriction specified in A.II.3. my be demonstrated by the information collected
and recorded in A.III.2.

7.

Compliance with the operational restriction specified in A.II.2. my be demonstrated by the information collected
and recorded in A.III.1.

8.

Compliance with the coal usage restriction specified in A.II.7. my be demonstrated by the information collected
and recorded in A.III.4.

9.

The annual TPY emission limitations specified in A.I.1 for PE, SO2, NOx, and CO were established by
multiplying the short-term lbs/MMBtu emission limitations specified in A.I.1. by the emissions unit maximum
heat input of 155 MMBtu/hr by 8760 hrs/yr, and dividing by 2000 lbs/ton. Compliance with the annual TPY
emission limitations can be assumed provided that the permittee demonstrates on-going compliance with the
short-term lbs/MMBtu emission limitation.

10.

If the 30-day rolling average oxygen concentration, during the four-month period required in Term A.III.8, is 19%
or lower, the permittee shall establish, and get Ohio EPA's approval of, an equation, an f-factor or some other
method for correctly computing emission unit B007's sulfur dioxide emission rate in pounds per million BTU
(lb/MMBtu) from the CEMS analyzers' outputs in a manner that reflects the new or changed oxygen
concentration.

11.
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V. Testing Requirements   (continued)

If a change is made in computing the sulfur dioxide emission rate from emissions unit B007, as required in Term
A.V.11, the permittee shall recertify the CEMS (utilizing the approved correction methodology required in Term
A.V.11), within three-months, in accordance with procedures found in Performance Specification 2, Appendix B,
40 CFR Part 60. Personnel from the Hamilton County Department of Environmental Services shall be notified 30
days prior to the initiation of the applicable tests and shall be permitted to examine equipment and witness the
certification tests. In accordance with OAC rule 3745-15-04, all copies of the test results shall be submitted to
the Hamilton County Department of Environmental Services within 30 days after the test is completed.
Certification of the CEM shall be granted upon determination bt the Ohio EPA and the Hamilton County
Department of Environmental Services that the system meets all requirements of ORC Section 3704.03(I) and 40
CFR Part 60, Appendix B, Performance Specification Test 2.

12.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

155 MMBTU/hr coal fired boiler 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

COAL/ASH HANDLING (F001)

FUGITIVE DUST

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

coal handling system with baghouse OAC rule 3745-17-07(A)(1) The visible particulate emission(PE)
limitation established in OAC rule
3745-17-07(A) for stack emissions
associated with the coal unloading
and handling is less stringent than
that established in OAC rule
3745-17-08(B)(3).

259465 259465

OAC rule 3745-17-07(B)(1) Visible particulate emissions from
any fugitive dust emission point shall
not exceed 20% opacity, as a
3-minute average, except as
specified by rule.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
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BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

OAC rule 3745-17-08(B)(3) No person shall cause or permit any
fugitive dust source to be operated;
or any materials to be handled,
transported, or stored; without taking
or installing reasonably available
control measures(RACM) to prevent
fugitive dust from becoming airborne.
The following control requirements
satisfy Racm:

-Coal trucks shall be unloaded in a
totally enclosed shed. The shed and
the dump pit shall be vented to the
roll fabric filter.

-The coal conveying system including
the screw conveyor, bucket elevator,
coal silo and day bunker shall be
enclosed and vented to the coal silo
baghouse.

There shall be no visible particulate
emissions from the baghouse
exhaust stack.

259465 259465

OAC rule 3745-17-11(B) 44.6 lbs of particulate emissions/hr
from the exhaust gases of the
baghouse(based on Table 1 of OAC
rule 3745-17-11).

259465 259465

ash handling system with baghouse
and spray bar.

OAC rule 3745-17-07(A)(1) The visible particulate emission(PE)
limitation established in OAC rule
3745-17-07(A) for stack emissions
associated with the ash loading and
handling is less stringent than that
established in OAC rule
3745-17-08(B)(3).

259465 259465

OAC rule 3745-17-07(B)(1) Visible particulate emissions from
any fugitive dust emission point shall
not exceed 20% opacity, as a
3-minute average, except as
specified by rule.

259465 259465
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Emissions Unit: COAL/ASH HANDLING (F001)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

2. Additional Terms and Conditions

None

II. Operational Restrictions

The pressure drop across the coal silo baghouse shall be maintained within the range of  2 - 5 inches of water
while the emissions unit is in operation.

1.

The pressure drop across the ash silo baghouse shall be maintained within the range of  2 - 5 inches of water
while the emissions unit is in operation.

2.

The spray bars (wet suppression) shall be utilized at all times when ash unloading is occuring.3.

The particulate emissions from the coal unloading and ash unloading sheds shall be vented the roll fabric filter.4.

Should the control measures specified in A.II fail to be of sufficient effectiveness to demonstrate compliance with
the visibile emission limitations specified in A.I.1, additional control measures shall be implemented.

5.

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

OAC rule 3745-17-08(B)(3) No person shall cause or permit any
fugitive dust source to be operated;
or any materials to be handled,
transported, or stored; without taking
or installing reasonably available
control measures(RACM) to prevent
fugitive dust from becoming airborne.
The following control requirements
satisfy Racm:

-Bottom ash and fly ash shall be
conveyed in a totally enclosed
system, and the particulate
emissions vented to the ash silo
baghouse.

-Water shall be sprayed on the ash
as it is loaded on the trucks in order
to minimize or eliminate emissions of
fugitive dust.

-Ash shall be loaded into trucks in an
enclosed shed and particulate
emissions vented to the roll fabric
filter.

There shall be no visible particulate
emissions from the baghouse
exhaust stack.

259465 259465

OAC rule 3745-17-11(B) 35.4 lbs of particulate emissions/hr
from the exhaust gases of the
baghouse(based on Table 1 of OAC
rule 3745-17-11).

259465 259465
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III. Monitoring and/or Record Keeping Requirements

The permittee shall properly install, operate, and maintain equipment to measure the pressure drop across the
coal silo baghouse while the emissions unit is in operation. The monitoring equipment shall be installed,
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, instructions, and
operating manual(s). The permittee shall record the pressure drop across the baghouse on a daily basis.

1.

The permittee shall properly install, operate, and maintain equipment to measure the pressure drop across the
ash silo baghouse while the emissions unit is in operation. The monitoring equipment shall be installed,
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, instructions, and
operating manual(s). The permittee shall record the pressure drop across the baghouse on a daily basis.

2.

The permittee shall perform daily checks, when the emissions unit is in operation and when the weather
conditions allow, for the coal and fly ash handling operations.  The presence or absence of any visible emissions
shall be noted in an operations log.  If visible emissions are observed, the permittee shall also note the following
in the operations log:

a.  whether the emissions are representative of normal operations;

b.  if the emissions are not representative of normal operations, the cause of the abnormal emissions;

c.  the total duration of any visible emission incident; and

d.  any corrective actions taken to eliminate the visible emissions.

3.

IV. Reporting Requirements

The permittee shall submit quarterly pressure drop deviation (excursion) reports that identify all periods of time
during which the pressure drop across the coal silo baghouse did not comply with the allowable range specified
above.

1.

The permittee shall submit quarterly pressure drop deviation (excursion) reports that identify all periods of time
during which the pressure drop across the ash silo baghouse did not comply with the allowable range specified
above.

2.

The permittee shall submit semiannual written reports which (a) identify all days during which visible fugitive
particulate emissions were observed from this emissions unit and (b) describe any corrective actions taken to
eliminate the visible fugitive particulate emissions.  These reports shall be submitted to the local air agency by
January 31 and July 31 of each year and shall cover the previous 6-month period.

3.

The quarterly deviation reports shall be submitted in accordance with the reporting requirements specified in Part
I-General Term and Condition A.1.c.ii.

4.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:
Fugitive visible particulate emissions shall not exceed 20% opacity, as a 3-minute average.

Applicable Compliance Method:
Compliance shall be determined through visible emissions observations performed in accordance with 40 CFR
Part 60, Appendix A, Method 9 and the procedures specified in OAC rule 3745-17-03(B)(1).

1.
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Emissions Unit: COAL/ASH HANDLING (F001)
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V. Testing Requirements   (continued)

Emission Limitation:
No visible particulate emissions from exhaust gases exiting the baghouse stack

Applicable Compliance Method:
Compliance shall be determined through visible emissions observations performed in accordance with 40 CFR
Part 60, Appendix A, Method 22 and the procedures specified in OAC rule 3745-17-03(B)(3).

2.

Compliance  with the particulate emission limitation established in OAC rule 3745-17-11 may be determined by
use of the emission factor of 2.2 lbs PE/ton of fly ash* handled multiplied by the worse case throughput in ton/hr
multiplied by the baghouse control efficiency of 99%.

Coal Handling
2.2 lbs PE/ton X 50 ton/hr x (1-.99) = 1.21 lbs PE/Hr

Ash
2.2 lbs PE/ton X 25 ton/hr x (1-.99) = .605 lb PE/Hr

*Emission factor take from AP-42, Fifth Edition, Section 11, Table 11.17-4, Product Transfer and Conveying for
Lime(similar to fly ash), updated 2/98.

If required, compliance with the PM emission limit shall be demonstrated by emission tests performed in
accordance with 40 CFR Part 60, Appendix A, Method 5.

3.

VI. Miscellaneous Requirements

None
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BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: STYRENE LOADING (J001)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a No person shall load in any one day more than forty thousand gallons of any volatile photochemically reactive
material into any tank truck, trailer, or railroad tank car from any loading facility unless the loading facility is
equipped with a vapor collection and disposal system properly installed, in good working order, in operation,
and consisting of one of the following:

i.  an adsorber system or condensation system which processes and recovers at least ninety per cent by
weight of all vapors and gases from the equipment being controlled; or

ii.  a vapor handling system which directs all vapors to a fuel gas system; or

iii. other equipment or means for purposes of air pollution control as may be acceptable to and approved by
the director.

All loading from facilities subject to the provisions of paragraphs A.I.2.a.i and A.I.2.ii. of this rule shall be
accomplished in such a manner that all displaced vapors and gases shall be vented only to the vapor
collection system. A means shall be provided to prevent liquid drainage from the loading device when it is not
in use or to accomplish complete drainage before the loading device is disconnected.

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall collect and record on a daily basis the amount of volatile photochemically reactive material
loaded through this emissions unit.

1.

IV. Reporting Requirements

The permittee shall submit quarterly deviation excursion reports which list each exceedance of the material
throughput limitation specified in A.II.1.

1.

STYRENE LOADING (J001)

RAW MATERIAL LOADING

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

styrene loading rack with packed bed
scrubber

OAC rule 3745-21-07(E) See A.I.2.a.259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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IV. Reporting Requirements   (continued)

Should the permittee wish to comply with the control device requirements specified in A.I.2.a. and exceed
40,000 gallons per day of volatile photochemically reactive material throughput, the Hamilton County Department
of Environmental Services shall be notified 15 days prior to such a change.  The purpose of this notification is to
establish appropriate parametric monitoring and testing requirements to ensure the requirements of OAC rule
3745-21-07(E) are being met.

2.

V. Testing Requirements

Compliance with the material throughput limitation specified in A.I.2.a. shall be demonstrated by the information
collected and recorded in A.III.1.

1.

VI. Miscellaneous Requirements

No parametric monitoring requirements for the packed bed scrubber are required.  The operation of the scrubber
is not necessary to be in compliance with any applicable requirements.

1.
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14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: ABS #1 POLY (P001)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

ABS #1 POLY (P001)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

Batch emulsion polymerization
process for ABS(predominant
product), SAN, and ASA with boilers
and flare used as control device

-Existing Group 1 and Group 2 Batch
Process Vents

-Emissions vented to flare are
non-halogenated

OAC rule 3745-31-05(A)(3)
(PTI 14-4577)

23.6 lbs organic compound
(OC)/day*
4.31 tons OC/yr*

*The lbs/day and TPY emission
limitations for organic compounds are
based on the emission units potential
to emit.  Therefore no recordkeeping
or reporting requirements are
necessary to demonstrate
compliance.

All process emissions from
emissions unit P001 shall be vented
to a flare having a control efficiency of
at least 99%, or to a boiler for
incineration, with a control efficiency
of at least 99.99%.

259465 259465

40 CFR Part 63 Subpart JJJ This emissions unit is subject to the
control measures specified in 40
CFR Part 63 Subpart JJJ for Group 1
and Group 2 batch process vents.
The emission limitations/control
measures specified in 40 CFR Part
63 Subpart JJJ are less stringent
than those established in PTI
14-4577 under OAC rule
3745-31-05(A)(3).

See A.I.2.a.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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2. Additional Terms and Conditions

2.a Halogenated batch process vents, as defined in 40 CFR 63.1312, shall not be vented to a flare.

[40 CFR 63.1322(a)(1)(ii)

2.b When the boiler is used to comply with the percent reduction requirement specified in paragraph 40 CFR
63.1322(a)(2), the batch process vent vent stream shall be introduced into the flame zone of the boiler.

[40 CFR 63.1322(d)]

II. Operational Restrictions

The flare shall be steam-assisted, air-assisted, or non-assisted.

[40 CFR 63.11(b)(2)]

1.

The Flare shall be operated at all times when emissions may be vented to it.

[40 CFR 63.11(b)(3)]

2.

The Flare shall be operated with a flame present at all times. The presence of a flare pilot flame shall be
monitored using a thermocouple or any other equivalent device to detect the presence of a flame.

[40 CFR 63.11(b)(5)]

3.

The permittee shall adhere to the heat content specifications in 40 CFR 63.11(b)(6)(ii), and the maximum tip
velocity specifications in 40 CFR 63.11(b)(7) or 40 CFR63.11(b)(8), or adhere to the requirements in 40 CFR
63.11(b)(6)(i).

[40 CFR 63.11(b)(6)]

4.

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

40 CFR 63.11(b) As required in 40 CFR Part
63.122(a)(1)(i), the permittee is
required to comply with the
requirements specified in 40 CFR
63.11(b).

The Flare shall be designed for and
operated with no visible emissions,
except for periods not to exceed a
total of 5 minutes during any 2
consecutive hours.

See A.II.1-A.II.4

259465 259465

OAC 3745-21-07(G) The emission limitations specified in
OAC rule 3745-21-07(G) are less
stringent than those established in
PTI 14-4577 under OAC rule
3745-31-05(A)(3).

259465 259465
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Emissions Unit: ABS #1 POLY (P001)
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III. Monitoring and/or Record Keeping Requirements

The permittee shall comply with general monitoring provisions specifed in 40 CFR 63.1324(a).1.

For continuous process vents, the permittee, shall comply with the applicable requirements of 40 CFR
63.1315(a)

2.

When the flare is being used to comply with the the applicable control requirements specified in A.I.1 of this
permit, the permittee shall collect and record the following information on a daily basis:

a.   Hourly records for all periods during which there was no pilot flame for the flare and emissions from P001
were being vented to the flare; and

b.  A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when the
associated emissions unit was in operation.

3.

The permittee shall maintain records of the following:

a. The flare design (i.e., steam-assisted, air-assisted or non-assisted); and

b. All visible emission readings, heat content determinations, flow rate measurements, and exit velocity
determinations made during the compliance determination required by 40 CFR 63.1333(e).

4.

When a boiler is being used to incinerate the organic compound emissions from emission unit P001, and the
boiler is less than 44 megawatts design heat input capacity is used, and all batch process vents are not
introduced with the primary fuel or are used as the primary fuel, the permittee shall operate and maintain a
continuous temperature monitor and recorder which measures and records the average daily combustion
temperature within the boiler firebox.

The temperature monitor and recorder shall be installed, calibrated, operated and maintained in accordance with
the manufacturer's recommendations, with any modifications deemed necessary by the permittee.

5.

The permittee shall collect and record the following information when using a control device to meet the percent
reduction requirement specified in 40 CFR 63.1322(a)(2), (a)(3), (b)(2), or (b)(3):

a.  For each boiler, a description of the location at which the vent stream is introduced into the boiler; and

b.  For a boiler with a design heat input capacity of less than 44 megawatts and where the vent stream is
introduced with combustion air or used as a secondary fuel and is not mixed with the primary fuel, the percent
reduction of organic HAP or TOC achieved, as determined using the procedures specified in 40 CFR  63.1325(c)
for batch process vents.

6.
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III. Monitoring and/or Record Keeping Requirements   (continued)

For batch process vents using a vent system that contains bypass lines that could divert emissions away from a
control device used to comply with 40 CFR 63.1322(a) or 40 CFR  63.1322(b) shall comply with either paragraph
A.III.7.a or A.III.7.b of this permit. Equipment such as low leg drains, high point bleeds, analyzer vents,
open-ended valves or lines, and pressure relief valves needed for safety purposes are not subject to these bypass
monitoring requirements.

a. Properly install, maintain, and operate a flow indicator that takes a reading at least once every 15 minutes.
Records shall be generated as specified in 40 CFR 63.1326(e)(3). The flow indicator shall be installed at the
entrance to any bypass line that could divert emissions away from the control device and to the atmosphere; or

b. Secure the bypass line damper or valve in the non-diverting position with a car-seal or a lock-and-key type
configuration. A visual inspection of the seal or closure mechanism shall be performed at least once every month
to ensure that the damper or valve is maintained in the non-diverting position and emissions are not diverted
through the bypass line. Records shall be generated as specified in 40 CFR  63.1326(e)(4).

c.  Continuously monitor the bypass line valve position using computer monitoring and record any periods when
the position of the bypass line valve has changed as specified in 40 CFR 63.1326(e)(4).

7.

The permittee shall perform an annual inspection of the Main Duct System.  The purpose of this inspection is to
detect visible, audible, or olfactory leaks.  The results of the inspection and any corrective action taken shall be
recorded in a log book.

8.

The permittee shall perform an annual inspection of the flare vent system.  The purpose of this inspection is to
detect visible, audible, or olfactory leaks.  The results of the inspection and any corrective action taken shall be
recorded in a log book.

9.

The permittee shall determine the group status of each batch process vent for emissions unit P001.  The group
status of each process vent shall be determined by the methods specified in 40 CFR 63.1323- Batch process
vents-performance test methods and procedures to determine complinace.

10.

IV. Reporting Requirements

The permittee shall submit semi-annual deviation (excursion) reports which identify all times during which the
average daily combustion temperature within the boiler firebox does not comply with the temperature limitation
specified above.  These reports shall be submitted by February 15 and August 15 of each year, and shall cover
the previous six calendar months.

1.

The permittee shall submit semi-annual deviation (excursion) reports that identify all periods during which the
pilot flame for the flare was not present and the flare was being used to comply with the control requirements
specified in A.I.1.  These reports shall be submitted by February 15 and August 15 of each year, and shall cover
the previous six calendar months.

2.

The permittee shall submit semi-annual deviation (excursion) reports which identify the times and durations of all
periods when the vent stream is diverted away from the control device through a bypass line.  These reports shall
be submitted by February 15 and August 15 of each year, and shall cover the previous six calendar months.

3.

The permittee shall submit semi-annual deviation (excursion) reports which identify when monitoring of the
bypass lines specified A.III.7 was not performed. These reports shall be submitted by February 15 and August
15 of each year, and shall cover the previous six calendar months.

4.

The permittee shall submit semi-annual reports to the Hamilton County Department of Environmental Services
which summarize production in tons of polymer intermediates produced in emissions unit P001, during the
previous six calendar months. These reports shall be submitted by February 15 and August 15 of each year, and
shall cover the previous six calendar months.

5.
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IV. Reporting Requirements   (continued)

The permittee shall submit an annual report detailing the results of the inspection of the Main Duct System and
Flare Duct Vent System.  This report shall detail any problems noted and the corrective actions taken to resolve
the problems.  This report shall be submitted by February 31 of each year and cover the previous years
operation.

6.

V. Testing Requirements

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a.  The emission testing shall be conducted within 6 months prior to permit renewal;

b.  The emission testing shall be conducted to demonstrate compliance with the following:

i.   99% destruction efficiency for organic compounds when the flare is being utilized as a control device;

ii.  No visible emissions, except for periods not to exceed a total of 5 minutes during any 2 consecutive hours; and

iii.  The heat content specifications in paragraph (b)(6)(ii) of 40 CFR 63.11, and the maximum tip velocity
specifications in paragraph (b)(7) or (b)(8) of 40 CFR 63.11.

c.  The following test methods shall be employed to demonstrate compliance:

i.   The control efficiency (i.e., the percent reduction in mass emissions between the inlet and outlet of the
control system) shall be determined in accordance with the test methods and procedures specified in OAC rule
3745-21-10 or the approved alternative test protocol (e.g., "the mass balance protocol approved on 10/25/95")..
The test methods and procedures selected shall be based on a consideration of the diversity of the organic
species present and their total concentration, and on a consideration of the potential presence of interfering
gases.

ii.  Visible emission limitation: Method 22 of 40 CFR, Part 60, Appendix A

iii.  Flare heat content and tip velocity: Methods specified in 40 CFR Part 60.11(b)

(Alternative U.S. EPA approved test methods may be used with prior approval from the Ohio EPA.); and

d.  The tests shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the appropriate Ohio EPA District Office or local air agency.

1.
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V. Testing Requirements   (continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s). Failure to submit such
notification for review and approval prior to the test(s) may result in the Hamilton County Department of
Environmental Services' refusal to accept the results of the emission test(s).

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s). The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a.  The emission testing shall be conducted for the boilers which makeup the Main Duct System. Currently
boilers B002, B006, and B007 are the boilers which comprise the Main Duct System.  B002 shall be tested
within six-months of permit issuance.  B006 shall be tested between years two and three after permit issuance.
B007 shall be tested within six-months of permit expiration;

b.  The emission testing shall be conducted to demonstrate compliance with the control efficiency specified in
A.I.2. for the boilers;

c.  The control efficiency (i.e., the percent reduction in mass emissions between the inlet and outlet of the
control system) shall be determined in accordance with the test methods and procedures specified in OAC rule
3745-21-10 or the approved alternative test protocol (e.g., "the mass balance protocol approved on 10/25/95")..
The test methods and procedures selected shall be based on a consideration of the diversity of the organic
species present and their total concentration, and on a consideration of the potential presence of interfering
gases.

(Alternative U.S. EPA approved test methods may be used with prior approval from the Ohio EPA.); and

d.  The tests shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the appropriate Ohio EPA District Office or local air agency.

2.
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V. Testing Requirements   (continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s). Failure to submit such
notification for review and approval prior to the test(s) may result in the Hamilton County Department of
Environmental Services' refusal to accept the results of the emission test(s).

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s). The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a The permittee shall maintain a Total Resource Effectivenss (TRE) index value greater than 4.0 and comply
with the provisions for calculation of TRE index in 40 CFR 63.115.

D#1 POLY (P004)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous polymerization operation
vented to a boiler used for
incineration of organic compounds

40 CFR Part 63 Subpart JJJ As specified in 40 CFR 63.1315(a)
the permittee shall comply with the
requirements of 40 CFR  63.113
through 40 CFR 63.118 of Subpart G,
National Emission Standards for
Organic Hazardous Air Pollutants
from Synthetic Organic Chemical
Manufacturing Industry, with the
differences noted in paragraphs (a)(1)
through (a)(18) of 40 CFR 63.1315.

259465 259465

OAC rule 3745-17-07(A)(1) Visible particulate emissions (PE)
shall not exceed 20% percent
opacity, as a six-minute average,
except as specified by rule.

259465 259465

OAC rule 3745-17-11(B) 11.6 lbs particulate emissions/hr
(based on Table I
of OAC rule 3745-17-11).

The potential PE from this emissions
unit is less than the allowable PE.
Therefore, no recordkeeping or
reporting requirements are
necessary.

259465 259465

OAC rule 3745-21-07(G)(2) The permittee shall vent the organic
compound emissions to a control
device capable of achieving an overall
organic compound destruction
efficiency of 85% by weight.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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II. Operational Restrictions

When emissions unit P004 is in operation and the main duct boiler system is being utilized to comply with the
85% overall control efficiency requirement specified in A.I.1, the average daily combustion temperature within the
boiler firebox shall not be less than the temperature established by compliance testing for the main duct boilers.

1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall maintain records of the measurements, engineering assessments, and calculations
performed to determine the TRE (as defined in 40 CFR 63.115) index value of the vent stream emitted from this
emissions unit. Documentation of engineering assessments shall include all data, assumptions, and procedures
used for the engineering assessments, as specified on 40 CFR 63.115(d)(1).

1.

The permittee shall keep up-to-date, readily accessible records of the following:

a.     Any process changes as defined in 40 CFR 63.115(e); and

b.     Any recalculation of the TRE index value pursuant to 40 CFR 63.115(e).

2.

The permittee shall comply with all applicable recordkeeping requirements specified in 40 CFR 63.152.3.

When emissions unit P004 is in operation and the main duct boiler system is being utilized to comply with the
85% overall control efficiency requirement specified in A.I.1, the permittee shall operate and maintain a
continuous temperature monitor and recorder which measures and records the average daily combustion
temperature within the boiler firebox.

4.

IV. Reporting Requirements

The permittee shall submit a Notification of Compliance Status report within 150 operating days after the
compliance dates specified in 40 CFR 63.1311.  The notification shall contain the information listed in 40 CFR
63.1335(e)(5)(1) through 40 CFR 63.1335(e)(5)(iii).

1.

Whenever a process change, as defined in 40 CFR 63.115(e), is made that causes a Group 2 process vent with
a TRE greater than 4.0 to become a Group 2 process vent with a TRE less than 4.0, the permittee shall submit a
report to the Hamilton County Department of Environmental Services within 180 calendar days after the process
change. The report may be submitted as part of the next periodic report. The report shall include the following:

a.     A description of the process change;

b.     The results of the recalculation of the TRE index value required under 40 CFR 63.115(e); and

c.     A statement that the permittee will comply with the requirements specified in 40 CFR 63.113(d).

2.

The permittee shall comply with all applicable reporting requirements specified in 40 CFR 63.152 with the
differences noted in 40 CFR 63.1315(a)(1)-40 CFR 63.1315(a)(18).

3.

The permittee shall submit quarterly deviation (excursion) reports which identify all times during which the
average daily combustion temperature within the boiler firebox does not comply with the temperature limitation
specified above.

4.

The quarterly deviation reports shall be submitted in accordance with the reporting requirements specified in Part
I-General Term and Condition A.1.c.ii.

5.
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V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation-
Visible particulate emissions shall not exceed 20% opacity as a 6-minute average except as specified by rule.

Applicable Compliance Method-
If required, compliance shall be determined by visible emission evaluations performed in accordance with OAC
rule 3745-17-03(B)(1).

1.

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a.  The emission testing shall be conducted for the boilers which makeup the Main Duct System. Currently
boilers B002, B006, and B007 are the boilers which comprise the Main Duct System.  B002 shall be tested
within six-months of permit issuance.  B006 shall be tested between years two and three after permit issuance.
B007 shall be tested within six-months of permit expiration;

b.  The emission testing shall be conducted to demonstrate compliance with the control efficiency specified in
A.I.2. for the boilers;

c.  The control efficiency (i.e., the percent reduction in mass emissions between the inlet and outlet of the
control system) shall be determined in accordance with the test methods and procedures specified in OAC rule
3745-21-10 or the approved alternative test protocol (e.g., "the mass balance protocol approved on 10/25/95")..
The test methods and procedures selected shall be based on a consideration of the diversity of the organic
species present and their total concentration, and on a consideration of the potential presence of interfering
gases.

(Alternative U.S. EPA approved test methods may be used with prior approval from the Ohio EPA.); and

d.  The tests shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the appropriate Ohio EPA District Office or local air agency.

2.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s).  The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous polymerization operation 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a Reduce emissions of total organic hazardous air pollutants by 98 weight-percent or to a concentration of less
than 20 parts per million by volume (corrected to 3% oxygen if a combustion device that utilizes
supplemental combustion is used to demonstrate compliance), whichever is less stringent.

2.b For each batch process vent, reduce organic HAP emissions for the batch cycle by 90 weight percent using
a control device. The permittee shall install the monitoring equipment specified in 40 CFR 63.1324(c). This
monitoring equipment shall be in operation at all times when batch emission episodes, or portions thereof,
are vented to the control device, or at all times when an aggregate batch vent stream is vented to the control
device.

2.c If a boiler or process heater is used to comply with the percent reduction requirement or concentration limit
specified in Section A.I.2.2a, then emissions from this emissions unit shall be introduced into the flame zone
of such a device.

II. Operational Restrictions

The average daily combustion temperature within the boiler firebox, when the emissions unit is in operation and
emissions from this emissions unit are vented to it, shall not be less than the temperature established by
compliance testing as specified in 40 CFR 63.1334(b)(2). This condition applies to Main Duct boilers which have
heat input ratings less than 44 megawatts, in accordance with 40 CFR 63.1315 for Group 1 continuous vents and
40 CFR 63.1324 for Group 1 Batch vents.

1.

ABS #1 DRYING (P010)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous drying operation OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11 12.8 lbs particulate emissions/hr
(based on Table I of OAC rule
3745-17-11)

259465 259465

40 CFR 63.113(a) for Group 1 continuous process
vents, see term A.I.2.2a

259465 259465

40 CFR 63.1322(a) for Group 1 batch process vents, see
term A.I.2.2b

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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II. Operational Restrictions   (continued)

For Group 1 continuous process vent systems that contain bypass lines that could divert a vent stream away
from the control device used to comply with the requirements of Section A.I.2, the permittee shall comply with
either paragraph a or b of this Section.

a.     Properly install, maintain, and operate a flow indicator that takes a reading at least once every 15 minutes.
The flow indicator shall be installed at the entrance to any bypass line that could divert the vent stream away
from the control device to the atmosphere.

b.     Secure the bypass line valve in the non-diverting position with a car-seal or a lock-and-key type
configuration. A visual inspection of the seal or closure mechanism shall be performed at least once every month
to ensure that the valve is maintained in the non-diverting position and the vent stream is not diverted through the
bypass line.

2.

For Group 1 batch process vent systems that contain bypass lines that could divert a vent stream away from the
control device used to comply with the requirements of Section A.I.2, the permittee shall comply with either
paragraph a, b of c of this Section.

a.     Properly install, maintain, and operate a flow indicator that takes a reading at least once every 15 minutes.
The flow indicator shall be installed at the entrance to any bypass line that could divert emissions away from the
control device and to the atmosphere.

b.     Secure the bypass line valve in the non-diverting position with a car-seal or a lock-and-key type
configuration. A visual inspection of the seal or closure mechanism shall be performed at least once every month
to ensure that the valve is maintained in the non-diverting position and the vent stream is not diverted through the
bypass line.

c.     Continuously monitor the bypass line valve position using computer monitoring and record any periods
when the position of the bypass line valve has changed as specified by rule.

3.

For batch process vents, the permittee shall operate control devices such that monitored parameters remain
above the minimum level, or below the maximum level, as appropriate, established as specified in 40 CFR
63.1324(f).

4.

III. Monitoring and/or Record Keeping Requirements

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the average daily combustion temperature within the boiler firebox when the emissions unit is in
operation. Units shall be in degrees Fahrenheit. The monitoring and recording devices shall be capable of
accurately measuring the desired parameter. The temperature monitor and recorder shall be installed, calibrated,
operated and maintained in accordance with the manufacturer's recommendations, with any modifications
deemed necessary by the permittee.

The permittee shall collect and record the following information for each day:

a.     The daily average firebox temperature for each operating day.

b.     All times during which the average daily combustion temperature within the boiler firebox, when the
emissions unit was in operation, was less than the temperature established as specified in term A.II.1 above.

c.     A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when
the associated emissions unit was in operation.

1.

Hourly records of whether the flow indicator used to comply with Section A.II.3.a was operating and whether flow
was detected at any time during the hour, as well as records of the times and durations of all periods when the
vent stream is diverted from the control device or the monitor is not operating.

2.
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III. Monitoring and/or Record Keeping Requirements   (continued)

Where a seal mechanism is used to comply with Section A.II.3.b, hourly records of flow are not required. In such
cases, the permittee shall record that the monthly visual inspection of the seals or closure mechanisms has
been done, and shall record the duration of all periods when the seal mechanism is broken, the bypass line valve
position has changed, or the key for a lock-and-key type lock has been checked out, and records of any car-seal
that has broken.

3.

IV. Reporting Requirements

The permittee shall submit deviation (excursion) reports which identify all times during which the average daily
combustion temperature within the boiler firebox does not comply with the temperature limitation specified above.

1.

The permittee shall submit deviation (excursion) reports which identify the times and durations of all periods
when the vent stream is diverted away from the control device through a bypass line or the monitor used to
comply with Section A.II.3 is not operating.

2.

The permittee shall submit reports which show the results of all monthly inspections required by Section A.II.b
that show the valves are not closed or the seal has been changed.

3.

The permittee shall submit a Notification of compliance Status to the Hamilton County Department of
Environmental Services within 150 operating days after the compliance dates specified in 40 CFR 63.1311. The
notification shall contain the information listed in paragraphs (e)(5)(i) through (e)(5)(viii) of 40 CFR 63.1335.

4.

The permittee shall submit Periodic Reports to the Hamilton County Department of Environmental Services which
contain the information specified in paragraphs (e)(6)(i) through (e)(6)(ix) of 40 CFR 63. 1335. These reports shall
be submitted semiannually, no later than 60 operating days after the end of each 180 day period. The first report
shall be submitted no later than 240 days after the date the Notification of Compliance Status is due and shall
cover the 6-month period beginning on the date the Notification of Compliance Status is due. Subsequent reports
shall cover each preceding 6-month period.

5.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
requirements of 40 CFR, 63.1315, 63.1325 and 63.1333.

a.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

b.     The emission testing shall be conducted in order to determine that the main duct emission control system
is in compliance with 40 CFR, Part 63 Subpart JJJ while emissions are being vented to the site's gas/oil fired
boilers. This condition applies to Main Duct boilers which have heat input ratings less than 44 megawatts, in
accordance with 40 CFR 63.1315 for Group 1 continuous vents and 40 CFR 63.1325 for Group 1 Batch vents.

The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the Hamilton County Department of Environmental Services.

2.

Terms and Conditions for Emissions Units
Page 68Title V Draft Permit



4
4

Facility Name:
Facility ID:
Emissions Unit: ABS #1 DRYING (P010)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements   (continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s).  The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

3.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous drying operation 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a The permittee shall maintain a TRE index value greater than 4.0 and comply with the provisions for
calculation of TRE index in 40 CFR 63.115.

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall maintain records of the measurements, engineering assessments, and calculations
performed to determine the TRE (40 CFR 63.115) index value of the vent stream emitted from this emissions
unit. Documentation of engineering assessments shall include all data, assumptions, and procedures used for
the engineering assessments, as specified on 40 CFR 63.115(d)(1).

1.

The permittee shall keep up-to-date, readily accessible records of the following:

a.     Any process changes as defined in 40 CFR 63.115(e); and

b.     Any recalculation of the TRE index value pursuant to 40 CFR 63.115(e).

2.

The permittee shall comply with all applicable recordkeeping requirements specified in 40 CFR 63.152.3.

D#2 POLY (P015)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous polymerization operation OAC rule 3745-17-07(A)(1) Visible particulate emissions shall
not exceed 20% percent opacity, as
a six-minute average, except as
specified by rule.

259465 259465

OAC rule 3745-17-11 11.6 lbs particulate emissions/hr
(based on Table I
of OAC rule 3745-17-11)

259465 259465

OAC rule 3745-21-07(G) The emission limitation(s)
established by this rule is less
stringent than that established by 40
CFR Part 63, Subpart JJJ.

259465 259465

40 CFR 63.113(e)259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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IV. Reporting Requirements

The permittee shall submit a Notification of compliance Status to the Hamilton County Department of
Environmental Services within 150 operating days after the compliance dates specified in 40 CFR 63.1311. The
notification shall contain the information listed in paragraphs (e)(5)(i) through (e)(5)(viii) of 40 CFR 63.1335.

1.

Whenever a process change, as defined in 40 CFR 63.115(e), is made that causes a Group 2 process vent with
a TRE greater than 4.0 to become a Group 2 process vent with a TRE less than 4.0, the permittee shall submit a
report to the Hamilton County Department of Environmental Services within 180 calendar days after the process
change. The report may be submitted as part of the next periodic report. The report shall include the following:

a.     A description of the process change;

b.     The results of the recalculation of the TRE index value required under 40 CFR 63.115(e); and

c.     A statement that the permittee will comply with the requirements specified in 40 CFR 63.113(d).

2.

The permittee shall submit Periodic Reports to the Hamilton County Department of Environmental Services which
contain the information specified in paragraphs (e)(6)(i) through (e)(6)(ix) of 40 CFR 63. 1335. These reports shall
be submitted semiannually, no later than 60 operating days after the end of each 180 day period. The first report
shall be submitted no later than 240 days after the date the Notification of Compliance Status is due and shall
cover the 6-month period beginning on the date the Notification of Compliance Status is due. Subsequent reports
shall cover each preceding 6-month period.

3.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
requirements of 40 CFR 63.1333(a).

a.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

b.     The emission testing shall be conducted in order to determine that the main duct emission control system
is in compliance with 40 CFR, Part 63 Subpart JJJ while emissions are being vented to the site's gas/oil fired
boilers.

The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the Hamilton County Department of Environmental Services.

2.
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V. Testing Requirements   (continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s).  The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

3.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous polymerization operation 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Emissions Unit: SAN #1A POLY (P021)
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a Compliance with OAC rule 3745-31-05(A)(3) shall be demonstrated by emissions from specified process
vents discharged to a boiler with at least a 99.99% control efficiency and compliance with 40 CFR, Part 63,
Subpart JJJ.

II. Operational Restrictions

Emissions vented to the boiler(s) for percent reduction shall be introduced into the flame zone of such a device.1.

All non-insignificant process vents from emissions unit P021, except transfer to holding tanks, shall be vented to
a boiler for incineration, with a control efficiency of at least 99.99%.

2.

The permittee shall establish a batch cycle limitation that ensures emissions do not exceed 11,800 kilograms
per year.

3.

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep the following records up-to-date and readily accessible:

a.     Records designating the established batch cycle limitation specified in 40 CFR 63.1325(g).

b.     Records specifying the number and type of batch cycles accomplished for each three month period.

1.

SAN #1A POLY (P021)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

polymerization process unit vented to
boilers

OAC rule 3745-21-07(G) The emission limitation(s)/opacity
restrictions established by these
rules are less stringent than those
established by Ohio Administrative
Code rule 3745-31-05 (BAT).

259465 259465

40 CFR 63.1322(g) see term A.II.3259465 259465

OAC rule 3745-31-05(A)(3)
(PTI 14-4709)

0.35 lb OC/hr, 8.4 lbs OC/day, 1.6
tons OC/yr.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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IV. Reporting Requirements

The permittee shall submit a Notification of Compliance Status to the Hamilton County Department of
Environmental Services within 150 operating days after the compliance dates specified in 40 CFR 63.1311. The
notification shall contain the information listed in paragraphs (e)(5)(i) through (e)(5)(viii) of 40 CFR 63.1335.

1.

Whenever a process change, as defined in 40 CFR 63.1323(i)(1), is made that causes a Group 2 batch process
vent to become a Group 1 batch process vent, the permittee shall submit a report to the Hamilton County
Department of Environmental Services within 180 operating days after the process change is made or the
information regarding the process change is known to the permittee. The report may be submitted as part of the
next periodic report. The report shall include the following:

a.     A description of the process change;

b.     A schedule for compliance with the provisions of 40 CFR 63.1322(a) or (b).

2.

Whenever a process change, as defined in 40 CFR 63.1323(i)(1), is made that causes a Group 2 batch process
vent to have annual emissions greater than or equal to 11,800 kilograms per year, but remains a Group 2 batch
process vent, the permittee shall submit a report to the Hamilton County Department of Environmental Services
within 180 operating days after the process change is made or the information regarding the process change is
known to the permittee. The report may be submitted as part of the next periodic report. The report shall include
the following:

a.     A description of the process change;

b.     The results of the redetermination of the annual emissions, average flow rate, and cutoff flow rate required
under 40 CFR 63.1323(i).

c.     The batch cycle limitation determined in accordance with 40 CFR 63.1322(f)(1).

3.

The permittee shall submit Periodic Reports to the Hamilton County Department of Environmental Services which
contain the information specified in paragraphs (e)(6)(i) through (e)(6)(ix) of 40 CFR 63. 1335. These reports shall
be submitted semiannually, no later than 60 operating days after the end of each 180 day period. The first report
shall be submitted no later than 240 days after the date the Notification of Compliance Status is due and shall
cover the 6-month period beginning on the date the Notification of Compliance Status is due. Subsequent reports
shall cover each preceding 6-month period.

4.

V. Testing Requirements

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
requirements of 40 CFR 63.1315, 63.1325 and 63.1333.

a.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

b.     The emission testing shall be conducted in order to determine that the main duct emission control system
is in compliance with 40 CFR, Part 63 Subpart JJJ while emissions are being vented to the site's gas/oil fired
boilers.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s). Failure to submit such
notification for review and approval prior to the test(s) may result in the Hamilton County Department of
Environmental Services' refusal to accept the results of the emission test(s).

1.
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Facility ID:
Emissions Unit: SAN #1A POLY (P021)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements   (continued)

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s). The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

VI. Miscellaneous Requirements

The Terms and Conditions of Permit to Install 14-4709 shall supersede the Terms and Conditions of Permit to
Install 14-4668 for emissions units P021.

1.
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SAN #1A POLY (P021)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

batch polymerization process 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
Emissions Unit: SAN #1B POLY (P022)
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

The permittee shall establish a batch cycle limitation that ensures emissions do not exceed 11,800 kilograms
per year.

1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep the following records up-to-date and readily accessible:

a.     Records designating the established batch cycle limitation specified in 40 CFR 63.1325(g).

b.     Records specifying the number and type of batch cycles accomplished for each three month period.

1.

SAN #1B POLY (P022)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

batch polymerization operation OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11 7.16 lbs particulate emissions/hr
(based on Table I of OAC rule
3745-17-11)

259465 259465

OAC rule 3745-21-07(G)(2) The emission limitation(s)
established by this rule is less
stringent than that established by 40
CFR Part 63, Subpart JJJ.

259465 259465

40 CFR 63.1322(g) see term A.II.1259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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IV. Reporting Requirements

The permittee shall submit a Notification of compliance Status to the Hamilton County Department of
Environmental Services within 150 operating days after the compliance dates specified in 40 CFR 63.1311. The
notification shall contain the information listed in paragraphs (e)(5)(i) through (e)(5)(viii) of 40 CFR 63.1335.

1.

Whenever a process change, as defined in 40 CFR 63.1323(i)(1), is made that causes a Group 2 batch process
vent to become a Group 1 batch process vent, the permittee shall submit a report to the Hamilton County
Department of Environmental Services within 180 operating days after the process change is made or the
information regarding the process change is known to the permittee. The report may be submitted as part of the
next periodic report. The report shall include the following:

a.     A description of the process change;

b.     A schedule for compliance with the provisions of 40 CFR 63.1322(a) or (b).

2.

Whenever a process change, as defined in 40 CFR 63.1323(i)(1), is made that causes a Group 2 batch process
vent to have annual emissions greater than or equal to 11,800 kilograms per year, but remains a Group 2 batch
process vent, the permittee shall submit a report to the Hamilton County Department of Environmental Services
within 180 operating days after the process change is made or the information regarding the process change is
known to the permittee. The report may be submitted as part of the next periodic report. The report shall include
the following:

a.     A description of the process change;

b.     The results of the redetermination of the annual emissions, average flow rate, and cutoff flow rate required
under 40 CFR 63.1323(i).

c.     The batch cycle limitation determined in accordance with 40 CFR 63.1322(f)(1).

3.

The permittee shall submit Periodic Reports to the Hamilton County Department of Environmental Services which
contain the information specified in paragraphs (e)(6)(i) through (e)(6)(ix) of 40 CFR 63. 1335. These reports shall
be submitted semiannually, no later than 60 operating days after the end of each 180 day period. The first report
shall be submitted no later than 240 days after the date the Notification of Compliance Status is due and shall
cover the 6-month period beginning on the date the Notification of Compliance Status is due. Subsequent reports
shall cover each preceding 6-month period.

4.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.
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V. Testing Requirements   (continued)

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
requirements of 40 CFR 63.1315, 63.1325 and 63.1333.

a.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

b.     The emission testing shall be conducted in order to determine that the main duct emission control system
is in compliance with 40 CFR, Part 63 Subpart JJJ while emissions are being vented to the site's gas/oil fired
boilers.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s). Failure to submit such
notification for review and approval prior to the test(s) may result in the Hamilton County Department of
Environmental Services' refusal to accept the results of the emission test(s).

2.

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s). The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

batch polymerization operation 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

CMPD #8 (P029)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

plastic polymer compounding and
extrusion  process

OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-07(B)(1) Visible particulate emissions of
fugitive dust shall not exceed twenty
percent (20%) opacity, as a three
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11* * The emission limitation(s)/opacity
restrictions established by these
rules are less stringent than those
established by Ohio Administrative
Code rule 3745-31-05 (BAT).

259465 259465

OAC rule 3745-31-05(A)(3)
(PTI 14-4709)

20.38 lbs OC/hr, 11.43 tons OC/yr.
3.47 lbs/hr particulate emissions/hr,
15.17 tons particulate emissions/yr,
2.54 lbs PM-10/hr, 11.15 tons
PM-10/yr.*

* (These emission limits represent
the combined particulate emissions
for emissions units P027 through
P034.)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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2. Additional Terms and Conditions

2.a Compliance with OAC rule 3745-31-05(A)(3) shall be demonstrated by particulate and volatile organic
compound emissions from the extruder associated with emissions unit P029 captured and vented to a venturi
scrubber having a particulate control efficiency of at least 95%; Volatile organic compound emissions from
the venturi scrubber directed to a thermal oxidizer having a control efficiency of at least 95%, except during
the allowable scrubber atmospheric venting period;  Emissions unit P029 vented to the atmosphere from the
scrubber for no more than 720 hours per calendar year.

II. Operational Restrictions

Scrubber Operational Restrictions

The pressure drop across the venturi scrubber for emissions unit P029 shall be continuously maintained within
the range of 20 to 35 inches of water at all times while emissions unit P029 is in operation.

The scrubber water flow rate shall be continuously maintained at a value of not less than 110 gallons per minute
at all times while the emissions unit P029 is in operation.

1.

Thermal Oxidizer Operational Restrictions

The thermal oxidizer's combustion chamber temperature shall not be less than 1450 degrees Fahrenheit at any
time when organic emissions from emissions unit P029 are being vented to the thermal oxidizer.

2.

Emissions unit P029 shall process only pellets through the uncontrolled intermediate polymer silos.3.

III. Monitoring and/or Record Keeping Requirements

Scrubber Monitoring and Recordkeeping Requirements

The permittee shall properly install, operate and maintain equipment to measure the static pressure drop across
the scrubber and the scrubber water flow rate while emissions unit P029 is in operation. The monitoring devices
and any recorders shall be installed, calibrated, operated and maintained in accordance with the manufacturer's
recommendations, instructions and operating manuals.

The permittee shall collect and record the following information each day:

a.   The pressure drop across the scrubber, in inches of water, on a once per shift basis.

b.   The scrubber water flow rate, in gallons per minute, on a once per shift basis.

c.   The operating times for the capture (collection) system, venturi scrubber, monitoring equipment, and the
associated emissions units.

1.
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III. Monitoring and/or Record Keeping Requirements   (continued)

Thermal Oxidizer Monitoring and Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion chamber temperature within the thermal oxidizer serving emissions unit P029.  Units
shall be in degrees Fahrenheit.  The monitoring and control devices shall be capable of accurately measuring the
desired parameter.  The temperature monitor and recorder shall be installed, calibrated, operated and maintained
in accordance with the manufacturer's recommendations, with any modifications deemed necessary by the
permittee.

The permittee shall collect and record the following information each day:

a.     All time during which the combustion chamber temperature within the thermal oxidizer, when the emissions
unit was in operation, was below 1450 degrees Fahrenheit.

b.     The operating times for the capture (collection) system, thermal oxidizer and the associated emissions
units.

2.

The permittee shall maintain records that include the following information for each period during which volatile
organic emissions from emissions unit P029 are vented to the atmosphere during thermal oxidizer outages:

a.     The date of the thermal oxidizer control device shutdown.

b.     The time interval over which the thermal oxidizer control device shutdown occurred.

3.

Particulate Emissions Control Devices Monitoring and Recordkeeping Requirements

The permittee shall visually inspect each of the control devices which are required to control particulate
emissions from emissions unit P029 for visible holes or tears, bag leaks, and excessive dusting or visible
emissions on a daily basis.  Corrective actions shall be initiated if any of the above control device malfunctions
are detected.

The permittee shall maintain daily records of the date, time, and the results of the visual inspections.  The date,
time, and description of any corrective actions taken to remedy control device malfunctions shall also be
recorded.

4.

The permittee shall maintain monthly records of the amount in pounds of polymer proccessd through any of the
uncontrolled silos.

5.

The permittee shall collect and record the following information for each change where the air toxic modeling was
required pursuant to the Air Toxic Policy:

a. Background data that describes the parameters changed (composition of materials, new pollutants emitted,
change in stack/exhaust parameters, etc.).

b. A copy of the resulting computer model runs that show the results of the application of the Air Toxic Policy for
the change.

6.
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IV. Reporting Requirements

Thermal Oxidizer Reporting Requirements

The permittee shall submit deviation reports which provide the following information for each time the thermal
oxidizer combustion chamber temperature falls below 850 degrees Fahrenheit when emissions unit P029 is
being vented to the thermal oxidizer, all periods of time during which the static pressure drop across the
scrubber and the scrubber water flow rate was not maintained at or above the required levels and each time that
any visible inspections that detected a control device malfunction:

a.     The date of the excursion or malfunction.

b.     The time interval over which the excursion or malfunction occurred.

c.     The temperature values of the thermal oxidizer, pressure drop across the scrubber and scrubber water flow
rate during the excursion.

d.     The cause(s) for the excursion or malfunction.

e.     The corrective action which has been or will be taken to prevent similar excursions or malfunctions in the
future.

1.

Scrubber Reporting Requirements

The permittee shall submit deviation (excursion) reports that identify all periods of time during which the pressure
drop across the scrubber and the scrubber water flow rate was not maintained at or above the required levels.

2.

Particulate Emissions Control Devices Reporting Requirements

The permittee shall submit semi-annual reports to the Hamilton County Department of Environmental Services
which summarize any visible inspections that detected a control device malfunction during the previous six
months.  This report shall also include a description of the corrective actions which have been or will be taken to
remedy the control device malfunction(s).  The reports shall be submitted by February 15 and August 15 of each
year and shall cover the previous six (6) calendar months (July through December and January through June,
respectively).

3.

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any scheduled
major maintenance requiring the shutdown of the thermal oxidizer control device and the scheduled shutdown
duration two (2) weeks prior to the shutdown.

4.

The permittee shall submit annual reports that identify any exceedances of the production rate limitation in T&C
B.5, as well as the corrective actions that were taken to achieve compliance. These reports shall be submitted
by January 30 of each year.

5.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.
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V. Testing Requirements   (continued)

Emission Limitation:

20% opacity for fugitive dust

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources," as such Appendix existed on July 1,
1996.

2.

Emission Limitation:

20.38 lbs OC/hr, 11.43 tons OC/yr, 3.47 lbs/hr particulate emissions/hr, 15.17 tons particulate emissions/yr,
2.54 lbs PM-10/hr, 11.15 tons PM-10/yr.

Applicable Compliance Method:

Compliance with the emission limitations outlined in Section A.I. shall be tracked by the emission factors,
control efficiencies (if applicable) and the operational parameters as submitted in PTI application 14-4668
submitted November 10, 1998.

If testing is required to demonstrate compliance with the allowable emission limitation of 20.38 lbs OC/hr, 11.43
tons OC/yr, 3.47 lbs/hr particulate emissions/hr, 15.17 tons particulate emissions/yr, 2.54 lbs PM-10/hr, 11.15
tons PM-10/yr, then testing shall be conducted using the following methods: for particulates, Method 5 of 40
CFR, Part 60, Appendix A; for OC, Method 25 of 40 CFR, Part 60, Appendix A; for PM-10, Method 201 of 40
CFR, Part 60, Appendix A.

3.

VI. Miscellaneous Requirements

This permit allows the use of the materials specified by the permittee in the PTI 14-4668.  In conjunction with the
best available technology requirements of OAC rule 3745-31-05, the organic compound emission limitation(s)
specified in this permit was (were) established in accordance with the Ohio EPA's "Air Toxics Policy" and is
(are) based on both the emission data and the design parameters of the emissions unit's exhaust system, as
specified in the application.  Compliance with the Ohio EPA's "Air Toxics Policy" was demonstrated for each
pollutant based on the SCREEN 3.0 model and a comparison of the predicted 1-hour maximum ground-level
concentration to the Maximum Acceptable Ground Level Concentration (MAGLC).

The following summarizes the results of the modeling for each pollutant:

Pollutant: Styrene
TLV (ug/m3): 85,000
Maximum Hourly Emission Rate (lbs/hr): 14.3
Predicted 1-Hour Maximum Ground-Level Concentration (ug/m3): 202
MAGLC (ug/m3): 2024

Pollutant: Acrylonitrile
TLV (ug/m3): 4300
Maximum Hourly Emission Rate (lbs/hr): 0.9
Predicted 1-Hour Maximum Ground-Level Concentration (ug/m3): 30
MAGLC (ug/m3): 102

1.

Terms and Conditions for Emissions Units
Page 87Title V Draft Permit



6
6

Facility Name:
Facility ID:
Emissions Unit: CMPD #8 (P029)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

VI. Miscellaneous Requirements   (continued)

OAC Chapter 3745-31 requires permittees to apply for and obtain a new or modified permit to install prior to
making a "modification" as defined by the OAC rule 3745-31-01.  The permittee is hereby advised that the
following changes to the process may be determined to be a "modification":

a.     Changes in the composition of the materials used (typically for coatings or cleanup materials), or the use of
new materials, that would result in the emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American Conference of Governmental Industrial
Hygienists (ACGIH)," than the lowest TLV value specified in the above table;

b.     Changes to the emissions unit or its exhaust parameters (e.g., increased emission rate [not including an
increase in an "allowable" emission limitation specified in the terms and conditions of this permit], reduced
exhaust gas flow rate, and decreased stack height);

c.     Changes in the composition of the materials used, or use of new materials, that would result in the
emission of an air contaminant not previously permitted; and

d.     Changes in the composition of the materials, or use of new materials, that would result in an increase in
emissions of any pollutant that has a listed TLV.

The Ohio EPA will not consider any of the above-mentioned as a "modification" requiring a permit to install, if the
following conditions are met:

a.     The change is not otherwise considered a "modification" under OAC Chapter 3745-31;

b.     The permittee can continue to comply with the allowable emission limitations specified in its permit to
install; and

c.     Prior to the change, the applicant conducts an evaluation pursuant to the Air Toxic Policy, determines that
the changed emissions unit still satisfies the Air Toxic Policy, and the permittee maintains documentation that
identifies the change and the results of the application of the Air Toxic Policy for the change.

For any change to the emissions unit or its method of operation that either would require an increase in the
emission limitation(s) established by this permit or would otherwise be considered a "modification" as defined in
OAC rule 3745-31-01, the permittee shall obtain a final permit to install prior to the change.
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CMPD #8 (P029)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

plastic polymer compounding and
extrusion  process

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: CMPD #9 (P030)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a Compliance with OAC rule 3745-31-05(A)(3) shall be demonstrated by operating and maintaining dust
collectors with at least a 99% PM control efficiency for the color weigh area, color charge station, pigment
feeders, polymer feeders, and overhead hoppers; use of a scrubber to control particulate emissions from the
extruder with at least a 95% PM control efficiency; use of a thermal oxidizer with at least a 95% VOC control
efficiency, bypassed to the atmosphere for no more than 720 hours per year; compliance with Air Toxics
Policy.

CMPD #9 (P030)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

plastic polymer compounding
operation

OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11 The emission limitation(s)/opacity
restrictions established by these
rules are less stringent than those
established by Ohio Administrative
Code rule 3745-31-05 (BAT).

259465 259465

OAC rule 3745-31-05(A)(3)
(PTI 14-04863)

4.85 lbs PM/PM-10/hr,  21.22 tons
PM/PM-10/yr (combined total from
P029, P030, P031, P034 and P035)

6.52 lbs OC/hr from scrubber outlet,
0.33 lb OC/hr from thermal oxidizer
exhaust outlet, 3.7 tons OC/yr total.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: CMPD #9 (P030)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

II. Operational Restrictions

Scrubber Operational Restrictions

The pressure drop across the scrubber shall be continuously maintained within the range of 20 to 35 inches of
water at all times while emissions unit P030 is in operation.

The scrubber water flow rate shall be continuously maintained at a value of not less than 110 gallons per minute
at all times while emissions unit P030 is in operation.

1.

Thermal Oxidizer Operational Restrictions

The thermal oxidizer's combustion chamber temperature shall not be less than 1450 degrees Fahrenheit at any
time when organic emissions from emissions unit P030 are being vented to the thermal oxidizer.

2.

Particulate Emissions Control Devices Operational Restrictions

The permittee shall properly install, operate, and maintain equipment to control particulate emissions from the
color weigh area, color charge stations, pigment feeders, polymer feeders, overhead hoppers and 19 of 29
intermediate silos while emissions unit P030 is in operation. The control devices shall be installed, calibrated,
operated, and maintained in accordance with the manufacturer's recommendations, instructions, and operating
manual(s).

3.

III. Monitoring and/or Record Keeping Requirements

Scrubber Monitoring and Recordkeeping Requirements

The permittee shall properly install, operate and maintain equipment to continuously monitor the static pressure
drop across the scrubber and the scrubber water flow rate while emissions unit P030 is in operation. The
monitoring devices and any recorders shall be installed, calibrated, operated and maintained in accordance with
the manufacturer's recommendations, instructions and operating manuals.

The permittee shall collect and record the following information each day:

a.   The pressure drop across the scrubber, in inches of water, on a once/shift basis.
b.   The scrubber water flow rate, in gallons per minute, on a once/shift basis.
c.   The operating times for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit.

1.

Thermal Oxidizer Monitoring and Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion chamber temperature within the thermal oxidizer serving emissions unit P030. Units
shall be in degrees Fahrenheit. The monitoring and control devices shall be capable of accurately measuring the
desired parameter. The temperature monitor and recorder shall be installed, calibrated, operated and maintained
in accordance with the manufacturer's recommendations, with any modifications deemed necessary by the
permittee.

The permittee shall maintain records that include the following information for each period during which volatile
organic emissions from emissions unit P030 is vented to the atmosphere from the scrubber during thermal
oxidizer outages:

a.   the date of the thermal oxidizer control device shutdown; and
b.   the time interval over which the thermal oxidizer control device shutdown occurred.

2.
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Facility Name:
Facility ID:
Emissions Unit: CMPD #9 (P030)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements   (continued)

Particulate Emissions Control Devices Monitoring and Recordkeeping Requirements

The permittee shall visually inspect each of the control devices which are required to control particulate
emissions from the color weigh area, color charge station, pigment feeders, polymer feeders, and overhead
hoppers for emissions unit P030 for visible holes or tears, bag leaks, and excessive dusting or visible emissions
on a daily basis.  Corrective actions shall be initiated if any of the above control device malfunctions are
detected.

The permittee shall maintain daily records of the date, time, and the results of the visual inspections.  The date,
time, and description of any corrective actions taken to remedy control device malfunctions shall also be
recorded.

3.

IV. Reporting Requirements

Scrubber Reporting Requirements

The permittee shall submit deviation (excursion) reports that identify all periods of time during which the following
scrubber parameters were not maintained at or above the required levels:

a.   The static pressure drop across the scrubber.
b.   The scrubber water flow rate.

1.

Thermal Oxidizer Reporting Requirements

The permittee shall submit deviation reports which provide the following information for each time the thermal
oxidizer combustion chamber temperature falls below 1450 degrees Fahrenheit when emissions unit P030 is
being vented to the thermal oxidizer:

a.   the date of the excursion;
b.   the time interval over which the excursion occurred;
c.   the temperature values during the excursion;
d.   the cause(s) for the excursion; and
e.   the corrective action which has been or will be taken to prevent similar excursions in the future.

The deviation reports shall be submitted in accordance with the reporting requirements of the General Terms and
Conditions of this permit.

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any scheduled
major maintenance requiring the shutdown of the thermal oxidizer control device and the scheduled shutdown
duration two (2) weeks prior to the shutdown.

2.

Particulate Emissions Control Devices Reporting Requirements

The permittee shall submit semi-annual reports to the Hamilton County Department of Environmental Services
which summarize any visible inspections that detected a control device malfunction during the previous six
months.  This report shall also include a description of the corrective actions which have been or will be taken to
remedy the control device malfunction(s).  The reports shall be submitted by February 15 and August 15 of each
year and shall cover the previous six (6) calendar months (July through December and January through June,
respectively).

3.
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Facility ID:
Emissions Unit: CMPD #9 (P030)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

Emission Limitation:

4.85 lbs PM/PM-10/hr,  21.22 tons PM/PM-10/yr (combined total from P029, P030, P031, P034 and P035)

6.52 lbs OC/hr from scrubber outlet,   0.33 lb OC/hr from thermal oxidizer exhaust outlet, 3.7 tons OC/yr total.

Applicable Compliance Method:

Compliance with the emission limitations outlined in this permit shall be tracked by the emission factors, control
efficiencies (if applicable) and the operational parameters as submitted in PTI application 14-04863, submitted
12/07/1999.

If testing is required to demonstrate compliance with the allowable emission limitations, then testing shall be
conducted using the following methods:

for particulates, Method 5 of 40 CFR, Part 60, Appendix A; for OC, Method 25 of 40 CFR, Part 60, Appendix A;
for PM-10, Method 201 of 40 CFR, Part 60, Appendix A

2.

VI. Miscellaneous Requirements

The terms and conditions of PTI 14-4863 shall supersede the terms and conditions of PTI 14-4327 for emissions
unit P030.

1.
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Facility ID:
Emissions Unit: CMPD #9 (P030)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

VI. Miscellaneous Requirements   (continued)

This permit allows the use of materials (typically coatings and cleanup materials) specified by the permittee in
the permit to install application for this emissions unit.  To fulfill the best available technology requirements of
(OAC) rule 3745-31-05 and to ensure compliance with OAC rule 3745-15-07 (Air Pollution Nuisances Prohibited),
the emission limitation(s) specified in this permit was (were) established using the Ohio EPA's "Air Toxic Policy"
and is (are) based on both the materials used and the design parameters of the emissions unit's exhaust
system, as specified in the application.  The  Ohio EPA's "Air Toxic Policy" was applied for each pollutant using
the SCREEN 3.0 model and comparing the predicted 1-hour maximum ground-level concentration to the
Maximum Acceptable Ground-Level Concentration (MAGLC).  The following summarizes the results of the
modeling for each pollutant:

Pollutant: Styrene
TLV (ug/m3): 85,000
Maximum Hourly Emission Rate (lbs/hr): 4.6
Predicted 1-Hour Maximum Ground-Level Concentration (ug/m3): 153
MAGLC (ug/m3): 2024

Pollutant: Acrylonitrile
TLV (ug/m3): 4300
Maximum Hourly Emission Rate (lbs/hr): 0.3
Predicted 1-Hour Maximum Ground-Level Concentration (ug/m3): 10
MAGLC (ug/m3): 102

OAC Chapter 3745-31 requires permittees to apply for and obtain a new or modified permit to install prior to
making a "modification" as defined by the OAC rule 3745-31-01.  The permittee is hereby advised that the
following changes to the process may be determined to be a "modification":

a.     Changes in the composition of the materials used (typically for coatings or cleanup materials), or the use of
new materials, that would result in the emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American Conference of Governmental Industrial
Hygienists (ACGIH)," than the lowest TLV value specified in the above table;

b.     Changes to the emissions unit or its exhaust parameters (e.g., increased emission rate [not including an
increase in an "allowable" emission limitation specified in the terms and conditions of this permit], reduced
exhaust gas flow rate, and decreased stack height);

c.     Changes in the composition of the materials used, or use of new materials, that would result in the
emission of an air contaminant not previously permitted; and

d.     Changes in the composition of the materials, or use of new materials, that would result in an increase in
emissions of any pollutant that has a listed TLV.
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VI. Miscellaneous Requirements   (continued)

The Ohio EPA will not consider any of the above-mentioned as a "modification" requiring a permit to install, if the
following conditions are met:

a.     The change is not otherwise considered a "modification" under OAC Chapter 3745-31;

b.     The permittee can continue to comply with the allowable emission limitations specified in its permit to
install; and

c.     Prior to the change, the applicant conducts an evaluation pursuant to the Air Toxic Policy, determines that
the changed emissions unit still satisfies the Air Toxic Policy, and the permittee maintains documentation that
identifies the change and the results of the application of the Air Toxic Policy for the change.

For any change to the emissions unit or its method of operation that either would require an increase in the
emission limitation(s) established by this permit or would otherwise be considered a "modification" as defined in
OAC rule 3745-31-01, the permittee shall obtain a final permit to install prior to the change.
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14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

plastic polymer compounding
operation

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: CMPD #10 (P031)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a Compliance with OAC rule 3745-31-05(A)(3) shall be demonstrated by operating and maintaining dust
collectors with at least a 99% PM control efficiency for the color weigh area, color charge station, pigment
feeders, polymer feeders, and overhead hoppers; use of a scrubber to control particulate emissions from the
extruder with at least a 95% PM control efficiency; use of a thermal oxidizer with at least a 95% VOC control
efficiency, bypassed to the atmosphere for no more than 720 hours per year; compliance with Air Toxics
Policy.

CMPD #10 (P031)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

plastic polymer compounding
operation

OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11* * The emission limitation(s)/opacity
restrictions established by these
rules are less stringent than those
established by Ohio Administrative
Code rule 3745-31-05 (BAT).

259465 259465

OAC rule 3745-31-05(A)(3)
(PTI 14-04863)

4.85 lbs PM/PM-10/hr,  21.22 tons
PM/PM-10/yr (combined total from
P029, P030, P031, P034 and P035)

6.52 lbs OC/hr from scrubber outlet,
0.33 lb OC/hr from thermal oxidizer
exhaust outlet, 3.7 tons OC/yr total.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
Emissions Unit: CMPD #10 (P031)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

II. Operational Restrictions

Scrubber Operational Restrictions

The pressure drop across the scrubber shall be continuously maintained within the range of 20 to 35 inches of
water at all times while emissions unit P031 is in operation.

The scrubber water flow rate shall be continuously maintained at a value of not less than 110 gallons per minute
at all times while emissions unit P031 is in operation.

1.

Thermal Oxidizer Operational Restrictions

The thermal oxidizer's combustion chamber temperature shall not be less than 1450 degrees Fahrenheit at any
time when organic emissions from emissions unit P031 are being vented to the thermal oxidizer.

2.

Particulate Emissions Control Devices Operational Restrictions

The permittee shall properly install, operate, and maintain equipment to control particulate emissions from the
color weigh area, color charge stations, pigment feeders, polymer feeders, overhead hoppers and 19 of 29
intermediate silos while emissions unit P031 is in operation. The control devices shall be installed, calibrated,
operated, and maintained in accordance with the manufacturer's recommendations, instructions, and operating
manual(s).

3.

III. Monitoring and/or Record Keeping Requirements

Scrubber Monitoring and Recordkeeping Requirements

The permittee shall properly install, operate and maintain equipment to continuously monitor the static pressure
drop across the scrubber and the scrubber water flow rate while emissions unit P031 is in operation. The
monitoring devices and any recorders shall be installed, calibrated, operated and maintained in accordance with
the manufacturer's recommendations, instructions and operating manuals.

The permittee shall collect and record the following information each day:

a.   The pressure drop across the scrubber, in inches of water, on a once/shift basis.
b.   The scrubber water flow rate, in gallons per minute, on a once/shift basis.
c.   The operating times for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit.

1.

Thermal Oxidizer Monitoring and Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion chamber temperature within the thermal oxidizer serving emissions unit P031. Units
shall be in degrees Fahrenheit. The monitoring and control devices shall be capable of accurately measuring the
desired parameter. The temperature monitor and recorder shall be installed, calibrated, operated and maintained
in accordance with the manufacturer's recommendations, with any modifications deemed necessary by the
permittee.

The permittee shall maintain records that include the following information for each period during which volatile
organic emissions from emissions unit P031 is vented to the atmosphere from the scrubber during thermal
oxidizer outages:

a.   the date of the thermal oxidizer control device shutdown; and
b.   the time interval over which the thermal oxidizer control device shutdown occurred.

2.
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Facility ID:
Emissions Unit: CMPD #10 (P031)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements   (continued)

Particulate Emissions Control Devices Monitoring and Recordkeeping Requirements

The permittee shall visually inspect each of the control devices which are required to control particulate
emissions from the color weigh area, color charge station, pigment feeders, polymer feeders, and overhead
hoppers for emissions unit P031 for visible holes or tears, bag leaks, and excessive dusting or visible emissions
on a daily basis.  Corrective actions shall be initiated if any of the above control device malfunctions are
detected.

The permittee shall maintain daily records of the date, time, and the results of the visual inspections.  The date,
time, and description of any corrective actions taken to remedy control device malfunctions shall also be
recorded.

3.

IV. Reporting Requirements

Scrubber Reporting Requirements

The permittee shall submit deviation (excursion) reports that identify all periods of time during which the following
scrubber parameters were not maintained at or above the required levels:

a.   The static pressure drop across the scrubber.
b.   The scrubber water flow rate.

1.

Thermal Oxidizer Reporting Requirements

The permittee shall submit deviation reports which provide the following information for each time the thermal
oxidizer combustion chamber temperature falls below 1450 degrees Fahrenheit when emissions unit P031 is
being vented to the thermal oxidizer:

a.   the date of the excursion;
b.   the time interval over which the excursion occurred;
c.   the temperature values during the excursion;
d.   the cause(s) for the excursion; and
e.   the corrective action which has been or will be taken to prevent similar excursions in the future.

The deviation reports shall be submitted in accordance with the reporting requirements of the General Terms and
Conditions of this permit.

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any scheduled
major maintenance requiring the shutdown of the thermal oxidizer control device and the scheduled shutdown
duration two (2) weeks prior to the shutdown.

2.

Particulate Emissions Control Devices Reporting Requirements

The permittee shall submit semi-annual reports to the Hamilton County Department of Environmental Services
which summarize any visible inspections that detected a control device malfunction during the previous six
months.  This report shall also include a description of the corrective actions which have been or will be taken to
remedy the control device malfunction(s).  The reports shall be submitted by February 15 and August 15 of each
year and shall cover the previous six (6) calendar months (July through December and January through June,
respectively).

3.
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V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

Emission Limitation:

4.85 lbs PM/PM-10/hr,  21.22 tons PM/PM-10/yr (combined total from P029, P030, P031, P034 and P035)

6.52 lbs OC/hr from scrubber outlet,   0.33 lb OC/hr from thermal oxidizer exhaust outlet, 3.7 tons OC/yr total.

Applicable Compliance Method:

Compliance with the emission limitations outlined in this permit shall be tracked by the emission factors, control
efficiencies (if applicable) and the operational parameters as submitted in PTI application 14-04863, submitted
12/07/1999.

If testing is required to demonstrate compliance with the allowable emission limitations, then testing shall be
conducted using the following methods:

for particulates, Method 5 of 40 CFR, Part 60, Appendix A; for OC, Method 25 of 40 CFR, Part 60, Appendix A;
for PM-10, Method 201 of 40 CFR, Part 60, Appendix A

2.

VI. Miscellaneous Requirements

The terms and conditions of PTI 14-4863 shall supersede the terms and conditions of PTI 14-4327 for emissions
unit P031.

1.
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14-31-01-0054

VI. Miscellaneous Requirements   (continued)

This permit allows the use of materials (typically coatings and cleanup materials) specified by the permittee in
the permit to install application for this emissions unit.  To fulfill the best available technology requirements of
(OAC) rule 3745-31-05 and to ensure compliance with OAC rule 3745-15-07 (Air Pollution Nuisances Prohibited),
the emission limitation(s) specified in this permit was (were) established using the Ohio EPA's "Air Toxic Policy"
and is (are) based on both the materials used and the design parameters of the emissions unit's exhaust
system, as specified in the application.  The  Ohio EPA's "Air Toxic Policy" was applied for each pollutant using
the SCREEN 3.0 model and comparing the predicted 1-hour maximum ground-level concentration to the
Maximum Acceptable Ground-Level Concentration (MAGLC).  The following summarizes the results of the
modeling for each pollutant:

Pollutant: Styrene
TLV (ug/m3): 85,000
Maximum Hourly Emission Rate (lbs/hr): 4.6
Predicted 1-Hour Maximum Ground-Level Concentration (ug/m3): 153
MAGLC (ug/m3): 2024

Pollutant: Acrylonitrile
TLV (ug/m3): 4300
Maximum Hourly Emission Rate (lbs/hr): 0.3
Predicted 1-Hour Maximum Ground-Level Concentration (ug/m3): 10
MAGLC (ug/m3): 102

OAC Chapter 3745-31 requires permittees to apply for and obtain a new or modified permit to install prior to
making a "modification" as defined by the OAC rule 3745-31-01.  The permittee is hereby advised that the
following changes to the process may be determined to be a "modification":

a.     Changes in the composition of the materials used (typically for coatings or cleanup materials), or the use of
new materials, that would result in the emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American Conference of Governmental Industrial
Hygienists (ACGIH)," than the lowest TLV value specified in the above table;

b.     Changes to the emissions unit or its exhaust parameters (e.g., increased emission rate [not including an
increase in an "allowable" emission limitation specified in the terms and conditions of this permit], reduced
exhaust gas flow rate, and decreased stack height);

c.     Changes in the composition of the materials used, or use of new materials, that would result in the
emission of an air contaminant not previously permitted; and

d.     Changes in the composition of the materials, or use of new materials, that would result in an increase in
emissions of any pollutant that has a listed TLV.
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VI. Miscellaneous Requirements   (continued)

The Ohio EPA will not consider any of the above-mentioned as a "modification" requiring a permit to install, if the
following conditions are met:

a.     The change is not otherwise considered a "modification" under OAC Chapter 3745-31;

b.     The permittee can continue to comply with the allowable emission limitations specified in its permit to
install; and

c.     Prior to the change, the applicant conducts an evaluation pursuant to the Air Toxic Policy, determines that
the changed emissions unit still satisfies the Air Toxic Policy, and the permittee maintains documentation that
identifies the change and the results of the application of the Air Toxic Policy for the change.

For any change to the emissions unit or its method of operation that either would require an increase in the
emission limitation(s) established by this permit or would otherwise be considered a "modification" as defined in
OAC rule 3745-31-01, the permittee shall obtain a final permit to install prior to the change.
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14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

plastic polymer compounding
operation

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: CMPD #14 (P035)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a The permittee shall operate and maintain dust collectors with at least a 99% PM control efficiency for the
additive hoppers/feeders, mixers, overhead hoppers, dicers and 18 of 28 intermediate silos and a scrubber
with at least a 95% PM control efficiency to control particulate emissions from the mill rolls.

II. Operational Restrictions

Scrubber Operational Restrictions

The scrubber water flow rate shall be continuously maintained at a value of not less than 15 gallons per minute at
all times while this emissions unit is in operation.

1.

CMPD #14 (P035)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

plastic polymer compounding and
extrusion process

OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-07(B)(1) Visible particulate emissions of
fugitive dust shall not exceed twenty
percent (20%) opacity, as a
three-minute average, except as
specified by rule.

259465 259465

OAC rule 3745-17-11 The emission limitation specified by
this rule is less stringent than the
emission limitation established
pursuant to OAC rule 3745-31-05
(A)(3).

259465 259465

OAC rule 3745-31-05(A)(3) 4.36 lbs particulate emissions/hr,
19.11 tons particulate emissions/yr,
3.30 lbs VOC/hr, 14.45 tons VOC/yr.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
Emissions Unit: CMPD #14 (P035)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

II. Operational Restrictions   (continued)

Particulate Emissions Control Devices Operational Restrictions

The permittee shall properly install, operate, and maintain equipment to control particulate emissions from the
additive hoppers/feeders, dicers, mixers, overhead hoppers and 18 of 28 intermediate silos while this emissions
unit is in operation. The control devices shall be installed, calibrated, operated, and maintained in accordance
with the manufacturer's recommendations, instructions, and operating manual(s).

2.

III. Monitoring and/or Record Keeping Requirements

Scrubber Monitoring and Recordkeeping Requirements

The permittee shall properly install, operate and maintain equipment to continuously measure the scrubber water
flow rate while this emissions unit is in operation. The measuring devices and any recorders shall be installed,
calibrated, operated and maintained in accordance with the manufacturer's recommendations, instructions and
operating manuals.

The permittee shall collect and record the following information each day:

a.  The scrubber water flow rate, in gallons per minute, on a once/shift basis.
b.  The operating times for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit.

1.

Particulate Emissions Control Devices Monitoring and Recordkeeping Requirements

The permittee shall visually inspect each of the control devices which are required to control particulate
emissions from the additive hoppers/feeders, dicers, mixers, overhead hoppers and 18 of 28 intermediate silos
for emissions unit P035 for visible holes or tears, bag leaks, and excessive dusting or visible emissions on a
daily basis.  Corrective actions shall be initiated if any of the above control device malfunctions are detected.

The permittee shall maintain daily records of the date, time, and the results of the visual inspections.  The date,
time, and description of any corrective actions taken to remedy control device malfunctions shall also be
recorded.

2.

IV. Reporting Requirements

Scrubber Reporting Requirements

The permittee shall submit deviation (excursion) reports that identify all periods of time during which the scrubber
water flow rate was not maintained at or above the required levels.

1.

Particulate Emissions Control Devices Reporting Requirements

The permittee shall submit semi-annual reports to the Hamilton County Department of Environmental Services
which summarize any visible inspections that detected a control device malfunction during the previous six
months. This report shall also include a description of the corrective actions which have been or will be taken to
remedy the control device malfunction(s).  The reports shall be submitted by February 15 and August 15 of each
year and shall cover the previous six (6) calendar months (July through December and January through June,
respectively).

2.
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Facility Name:
Facility ID:
Emissions Unit: CMPD #14 (P035)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

Emission Limitation:

20% opacity for fugitive emissions

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources," as such Appendix existed on July 1,
1996.

2.

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a.     The emission testing shall be conducted approximately 2.5 years after permit issuance and within 6
months prior to permit renewal.

b.     The emission testing shall be conducted to demonstrate compliance with the allowable mass emission
rates from OAC rule 3745-17-11.

c.     The following test method shall be employed to demonstrate compliance with the allowable mass emission
rate: for particulates, Method 5 of 40 CFR, Part 60, Appendix A.

Alternative U.S. EPA approved test methods may be used with prior approval from the Hamilton County
Department of Environmental Services.

3.
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V. Testing Requirements   (continued)

The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the  Hamilton County Department of Environmental Services.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s).  The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

4.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

plastic polymer compounding and
extrusion process

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
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Part III - Terms and Conditions for Emissions Units

ABS #3 DRYING (P036)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

process unit for coagulating,
washing, and drying intermediates

OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-07(B)(1) Visible particulate emissions of
fugitive dust shall not exceed twenty
percent (20%) opacity, as a
three-minute average

259465 259465

OAC rule 3745-17-08(B) see term A.I.2.b259465 259465

OAC rule 3745-17-11 The emission limitation(s)/opacity
restrictions established by these
rules are less stringent than those
established by Ohio Administrative
Code rule 3745-31-05 (BAT).

259465 259465

OAC rule 3745-21-07(G) The emission limitation(s)/opacity
restrictions established by these
rules are less stringent than those
established by Ohio Administrative
Code rule 3745-31-05 (BAT).

259465 259465

OAC rule 3745-31-05(A)(3)
(PTI 14-4593)

8.25 lbs VOC/hr, 197.98 lbs
VOC/day, 36.13 tons VOC/yr. 1.61
lbs particulate emissions/hr, 7.05
tons particulate emissions/yr. 1.11
lbs fugitive particulate emissions/hr,
4.86 tons fugitive particulate
emissions/yr.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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2. Additional Terms and Conditions

2.a Reduce emissions of total organic hazardous air pollutants by 98 weight-percent or to a concentration of less
than 20 parts per million by volume (corrected to 3% oxygen if a combustion device that utilizes
supplemental combustion is used to demonstrate compliance), whichever is less stringent.

2.b In order to minimize fugitive particulate emissions, only pellets shall be processed through the uncontrolled
intermediate polymer silos.

2.c Compliance with OAC rule 3745-31-05(A)(3) shall be demonstrated by venting the OC emissions to a thermal
oxidizer with at least a 95% control efficiency or to a boiler having a 99.99% control efficiency and venting
particulate emissions from dryer outlet vented to a baghouse and scrubber; compliance with the Air Toxics
Policy.

2.d The hourly emission limitations outlined above are based upon the emissions unit's potential to emit.
Therefore, no hourly records are required to demonstrate compliance with these limits.

2.e If a boiler or process heater is used to comply with the percent reduction requirement or concentration limit
specified in Section A.I.2.a, then emissions from this emissions unit shall be introduced into the flame zone
of such a device.

II. Operational Restrictions

Scrubber Operational Restrictions

The pressure drop across the scrubber shall be continuously maintained at a value of not less than 2 inches of
water at all times while the emissions unit is in operation.

The scrubber water flow rate shall be continuously maintained at a value of not less than 390 gallons per minute
at all times while the emissions unit is in operation.

1.

Baghouse Operational Restrictions

The pressure drop across the baghouse shall be maintained within the range of 0.3 to 9.0 inches of water while
the emissions unit is in operation.

2.

Thermal Oxidizer Operational Restriction

The average combustion temperature within the thermal oxidizer, for any 3-hour block of time when the
emissions unit is in operation, shall not be less than 1450 degrees fahrenheit.

3.

The average daily combustion temperature within the boiler firebox, when the emissions unit is in operation and
emissions from this emissions unit are vented to it, shall not be less than the temperature established by
compliance testing as specified in 40 CFR 63.1334(b)(2). This condition applies to Main Duct boilers which have
heat input ratings less than 44 megawatts, in accordance with 40 CFR 63.1315 for Group 1 continuous vents and
40 CFR 63.1324 for Group 1 Batch vents.

4.

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

40 CFR 63.113(a) see term A.I.2.2a259465 259465

Terms and Conditions for Emissions Units
Page 110Title V Draft Permit



6
3

Facility Name:
Facility ID:
Emissions Unit: ABS #3 DRYING (P036)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

II. Operational Restrictions   (continued)

For Group 1 continuous process vent systems that contain bypass lines that could divert a vent stream away
from the control device used to comply with the requirements of Section A.I.2, the permittee shall comply with
either paragraph a or b of this Section.

a.     Properly install, maintain, and operate a flow indicator that takes a reading at least once every 15 minutes.
The flow indicator shall be installed at the entrance to any bypass line that could divert the vent stream away
from the control device to the atmosphere.

b.     Secure the bypass line valve in the non-diverting position with a car-seal or a lock-and-key type
configuration. A visual inspection of the seal or closure mechanism shall be performed at least once every month
to ensure that the valve is maintained in the non-diverting position and the vent stream is not diverted through the
bypass line.

5.

For Group 1 batch process vent systems that contain bypass lines that could divert a vent stream away from the
control device used to comply with the requirements of Section A.I.2, the permittee shall comply with either
paragraph a, b of c of this Section.

a.     Properly install, maintain, and operate a flow indicator that takes a reading at least once every 15 minutes.
The flow indicator shall be installed at the entrance to any bypass line that could divert emissions away from the
control device and to the atmosphere.

b.     Secure the bypass line valve in the non-diverting position with a car-seal or a lock-and-key type
configuration. A visual inspection of the seal or closure mechanism shall be performed at least once every month
to ensure that the valve is maintained in the non-diverting position and the vent stream is not diverted through the
bypass line.

c.     Continuously monitor the bypass line valve position using computer monitoring and record any periods
when the position of the bypass line valve has changed as specified by rule.

6.

III. Monitoring and/or Record Keeping Requirements

Scrubber Monitoring and Recordkeeping Requirements

The permittee shall properly install, operate and maintain equipment to measure the static pressure drop across
the scrubber and the scrubber water flow rate while the emissions unit is in operation. The monitoring devices
and any recorders shall be installed, calibrated, operated and maintained in accordance with the manufacturer's
recommendations, instructions and operating manuals.

The permittee shall collect and record the following information each day:

a.     The pressure drop across the scrubber, in inches of water, on a daily basis.

b.     The scrubber water flow rate, in gallons per minute, on a daily basis.

c.     The operating times for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit.

1.

Baghouse Pressure Drop Monitoring and Recordkeeping Requirements

The permittee shall properly install, operate, and maintain equipment to monitor the pressure drop across the
baghouse while the emissions unit is in operation. The monitoring equipment shall be installed, calibrated,
operated, and maintained in accordance with the manufacturer's recommendations, instructions, and operating
manual(s). The permittee shall record the pressure drop across the baghouse on a daily basis.

2.
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III. Monitoring and/or Record Keeping Requirements   (continued)

Thermal Oxidizer Temperature Monitoring and Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature  monitor and recorder which measures and
records the combustion temperature within the thermal oxidizer when the emissions unit is in operation. Units
shall be in degrees Fahrenheit. The monitoring and recording devices shall be capable of accurately measuring
the desired parameter. The temperature monitor and recorder shall be installed, calibrated, operated and
maintained in accordance with the manufacturer's recommendations, with any modifications deemed necessary
by the permittee.

The permittee shall collect and record the following information for each day:

a.     All 3-hour blocks of time during which the average combustion temperature within the thermal oxidizer,
when the emissions unit was in operation, was less than 1450 degrees fahrenheit.

b.     A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when
the associated emissions unit was in operation.

3.

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the average daily combustion temperature within the boiler firebox when the emissions unit is in
operation. Units shall be in degrees Fahrenheit. The monitoring and recording devices shall be capable of
accurately measuring the desired parameter. The temperature monitor and recorder shall be installed, calibrated,
operated and maintained in accordance with the manufacturer's recommendations, with any modifications
deemed necessary by the permittee.

4.

The permittee shall collect and record the following information for each day:

a.     The daily average firebox temperature for each operating day.

b.     All times during which the average daily combustion temperature within the boiler firebox, when the
emissions unit was in operation, was less the temperature established as specified in term A.II.1 above.

c.     A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when
the associated emissions unit was in operation.

5.

Hourly records of whether the flow indicator used to comply with Section A.II.3.a was operating and whether flow
was detected at any time during the hour, as well as records of the times and durations of all periods when the
vent stream is diverted from the control device or the monitor is not operating.

6.

Where a seal mechanism is used to comply with Section A.II.3.b, hourly records of flow are not required. In such
cases, the permittee shall record that the monthly visual inspection of the seals or closure mechanisms has
been done, and shall record the duration of all periods when the seal mechanism is broken, the bypass line valve
position has changed, or the key for a lock-and-key type lock has been checked out, and records of any car-seal
that has broken.

7.

IV. Reporting Requirements

Scrubber Reporting Requirements

The permittee shall submit deviation (excursion) reports that identify all periods of time during which the following
scrubber parameters were not maintained at or above the required levels:

a.     The static pressure drop across the scrubber.

b.     The scrubber water flow rate.

1.
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IV. Reporting Requirements   (continued)

Baghouse Pressure Drop Reporting Requirements

The permittee shall submit pressure drop deviation (excursion) reports that identify all periods of time during
which the pressure drop across the baghouse did not comply with the allowable range specified in term A.II.2.

2.

Thermal Oxidizer Temperature Reporting Requirements

The permittee shall submit deviation (excursion) reports which identify all 3-hour blocks of time during which the
average combustion temperature within the thermal oxidizer does not comply with the temperature limitation
specified in term A.II.3.

3.

The permittee shall submit deviation (excursion) reports which identify all times during which the average daily
combustion temperature within the boiler firebox does not comply with the temperature limitation specified above.

4.

The permittee shall submit deviation (excursion) reports which identify the times and durations of all periods
when the vent stream is diverted away from the control device through a bypass line or the monitor used to
comply with Section A.II.3 is not operating.

5.

The permittee shall submit reports which show the results of all monthly inspections required by Section A.II.b
that show the valves are not closed or the seal has been changed.

6.

The permittee shall submit a Notification of compliance Status to the Hamilton County Department of
Environmental Services within 150 operating days after the compliance dates specified in 40 CFR 63.1311. The
notification shall contain the information listed in paragraphs (e)(5)(i) through (e)(5)(viii) of 40 CFR 63.1335.

7.

The permittee shall submit Periodic Reports to the Hamilton County Department of Environmental Services which
contain the information specified in paragraphs (e)(6)(i) through (e)(6)(ix) of 40 CFR 63. 1335. These reports shall
be submitted semiannually, no later than 60 operating days after the end of each 180 day period. The first report
shall be submitted no later than 240 days after the date the Notification of Compliance Status is due and shall
cover the 6-month period beginning on the date the Notification of Compliance Status is due. Subsequent reports
shall cover each preceding 6-month period.

8.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

Emission Limitation:

20% opacity for fugitive dust

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources," as such Appendix existed on July 1,
1996.

2.
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Facility Name:
Facility ID:
Emissions Unit: ABS #3 DRYING (P036)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements   (continued)

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
requirements of 40 CFR, 63.1315, 63.1325 and 63.1333.

a.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

b.     The emission testing shall be conducted in order to determine that the main duct emission control system
is in compliance with 40 CFR, Part 63 Subpart JJJ while emissions are being vented to the site's gas/oil fired
boilers. This condition applies to Main Duct boilers which have heat input ratings less than 44 megawatts, in
accordance with 40 CFR 63.1315 for Group 1 continuous vents and 40 CFR 63.1325 for Group 1 Batch vents.

The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the Hamilton County Department of Environmental Services.

3.

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s).  The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

Compliance with the control device operational restrictions in terms A.II.1, A.II.2, and A.II.3 shall be
demonstrated by the recordkeeping requirements in terms A.III.1, A.III.2 and A.III.3.

4.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

process unit for coagulating,
washing, and drying intermediates

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: SAN #1A DRYING (P039)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a Emissions from emissions unit P038 shall be vented to a thermal oxidizer having a control efficiency of at
least 95%, or to a boiler for incineration, with a control efficiency of at least 99.99%.

2.b The permittee shall maintain a TRE index value greater than 4.0 and comply with the provisions for
calculation of TRE index in 40 CFR 63.115.

II. Operational Restrictions

Emissions vented to the boiler(s) and/or flare shall be introduced into the flame zone of such a device.1.

Thermal Oxidizer Operational Restrictions

The thermal oxidizer's combustion chamber temperature shall not be less than 1450 degrees Fahrenheit at any
time when organic emissions from emissions unit P038 are being vented to the thermal oxidizer.

2.

SAN #1A DRYING (P039)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous drying operation OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11 9.67 lbs particulate emissions/hr
(based on Table I of OAC rule
3745-17-11)

259465 259465

40 CFR 63.113(e) see term A.I.2.2b259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
Emissions Unit: SAN #1A DRYING (P039)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements

Thermal Oxidizer Monitoring and Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion chamber temperature within the thermal oxidizer serving emissions unit P038.  Units
shall be in degrees Fahrenheit.  The monitoring and control devices shall be capable of accurately measuring the
desired parameter.  The temperature monitor and recorder shall be installed, calibrated, operated and maintained
in accordance with the manufacturer's recommendations, with any modifications deemed necessary by the
permittee.

The permittee shall collect and record the following information each day:

a.     All time during which the combustion chamber temperature within the thermal oxidizer, when the emissions
unit was in operation, was below 1450 degrees Fahrenheit.

b.     The operating times for the capture (collection) system, thermal oxidizer and the associated emissions
units.

1.

The permittee shall maintain records that include the following information for each period during which volatile
organic emissions from emissions unit P038 are vented to the atmosphere during thermal oxidizer outages:

a.     The date of the thermal oxidizer control device shutdown.

b.     The time interval over which the thermal oxidizer control device shutdown occurred.

2.

The permittee shall maintain records of the measurements, engineering assessments, and calculations
performed to determine the TRE (40 CFR 63.115) index value of the vent stream emitted from this emissions
unit. Documentation of engineering assessments shall include all data, assumptions, and procedures used for
the engineering assessments, as specified on 40 CFR 63.115(d)(1).

3.

The permittee shall keep up-to-date, readily accessible records of the following:

a.     Any process changes as defined in 40 CFR 63.115(e); and

b.     Any recalculation of the TRE index value pursuant to 40 CFR 63.115(e).

4.

The permittee shall comply with all applicable recordkeeping requirements specified in 40 CFR 63.152.5.
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Facility Name:
Facility ID:
Emissions Unit: SAN #1A DRYING (P039)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

IV. Reporting Requirements

Thermal Oxidizer Reporting Requirements

The permittee shall submit deviation reports which provide the following information for each time the thermal
oxidizer combustion chamber temperature falls below 1450 degrees Fahrenheit when emissions unit P038 is
being vented to the thermal oxidizer, all periods of time during which the static pressure drop across the
scrubber and the scrubber water flow rate was not maintained at or above the required levels and each time that
any visible inspections that detected a control device malfunction:

a.     The date of the excursion or malfunction.

b.     The time interval over which the excursion or malfunction occurred.

c.     The temperature values of the thermal oxidizer, pressure drop across the scrubber and scrubber water flow
rate during the excursion.

d.     The cause(s) for the excursion or malfunction.

e.     The corrective action which has been or will be taken to prevent similar excursions or malfunctions in the
future.

1.

The permittee shall submit a Notification of Compliance Status within 150 calendar days after the compliance
dates specified in 40 CFR 63.100.

2.

Whenever a process change, as defined in 40 CFR 63.115(e), is made that causes a Group 2 process vent with
a TRE greater than 4.0 to become a Group 2 process vent with a TRE less than 4.0, the permittee shall submit a
report to the Hamilton County Department of Environmental Services within 180 calendar days after the process
change. The report may be submitted as part of the next periodic report. The report shall include the following:

a.     A description of the process change;

b.     The results of the recalculation of the TRE index value required under 40 CFR 63.115(e); and

c.     A statement that the permittee will comply with the requirements specified in 40 CFR 63.113(d).

3.

The permittee shall comply with all applicable reporting requirements specified in 40 CFR 63.152.4.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.
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Facility Name:
Facility ID:
Emissions Unit: SAN #1A DRYING (P039)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements   (continued)

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
requirements of 40 CFR 63.1333(a).

a.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

b.     The emission testing shall be conducted in order to determine that the main duct emission control system
is in compliance with 40 CFR, Part 63 Subpart JJJ while emissions are being vented to the site's gas/oil fired
boilers.

The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the Hamilton County Department of Environmental Services.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

2.

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s). The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

3.

VI. Miscellaneous Requirements

None
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SAN #1A DRYING (P039)
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous drying operation 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: SAN #1B DRYING (P040)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a Emissions from emissions unit P038 shall be vented to a thermal oxidizer having a control efficiency of at
least 95%, or to a boiler for incineration, with a control efficiency of at least 99.99%.

2.b The permittee shall maintain a TRE index value greater than 4.0 and comply with the provisions for
calculation of TRE index in 40 CFR 63.115.

II. Operational Restrictions

Emissions vented to the boiler(s) and/or flare shall be introduced into the flame zone of such a device.1.

Thermal Oxidizer Operational Restrictions

The thermal oxidizer's combustion chamber temperature shall not be less than 1450 degrees Fahrenheit at any
time when organic emissions from emissions unit P038 are being vented to the thermal oxidizer.

2.

SAN #1B DRYING (P040)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous drying operation OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11 9.67 lbs particulate emissions/hr
(based on Table I of OAC rule
3745-17-11)

259465 259465

40 CFR 63.113(e) see term A.I.2.2b259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Emissions Unit: SAN #1B DRYING (P040)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
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III. Monitoring and/or Record Keeping Requirements

Thermal Oxidizer Monitoring and Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion chamber temperature within the thermal oxidizer serving emissions unit P038.  Units
shall be in degrees Fahrenheit.  The monitoring and control devices shall be capable of accurately measuring the
desired parameter.  The temperature monitor and recorder shall be installed, calibrated, operated and maintained
in accordance with the manufacturer's recommendations, with any modifications deemed necessary by the
permittee.

The permittee shall collect and record the following information each day:

a.     All time during which the combustion chamber temperature within the thermal oxidizer, when the emissions
unit was in operation, was below 1450 degrees Fahrenheit.

b.     The operating times for the capture (collection) system, thermal oxidizer and the associated emissions
units.

1.

The permittee shall maintain records that include the following information for each period during which volatile
organic emissions from emissions unit P038 are vented to the atmosphere during thermal oxidizer outages:

a.     The date of the thermal oxidizer control device shutdown.

b.     The time interval over which the thermal oxidizer control device shutdown occurred.

2.

The permittee shall maintain records of the measurements, engineering assessments, and calculations
performed to determine the TRE (40 CFR 63.115) index value of the vent stream emitted from this emissions
unit. Documentation of engineering assessments shall include all data, assumptions, and procedures used for
the engineering assessments, as specified on 40 CFR 63.115(d)(1).

3.

The permittee shall keep up-to-date, readily accessible records of the following:

a.     Any process changes as defined in 40 CFR 63.115(e); and

b.     Any recalculation of the TRE index value pursuant to 40 CFR 63.115(e).

4.

The permittee shall comply with all applicable recordkeeping requirements specified in 40 CFR 63.152.5.

Terms and Conditions for Emissions Units
Page 122Title V Draft Permit



4
3

Facility Name:
Facility ID:
Emissions Unit: SAN #1B DRYING (P040)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

IV. Reporting Requirements

Thermal Oxidizer Reporting Requirements

The permittee shall submit deviation reports which provide the following information for each time the thermal
oxidizer combustion chamber temperature falls below 1450 degrees Fahrenheit when emissions unit P038 is
being vented to the thermal oxidizer, all periods of time during which the static pressure drop across the
scrubber and the scrubber water flow rate was not maintained at or above the required levels and each time that
any visible inspections that detected a control device malfunction:

a.     The date of the excursion or malfunction.

b.     The time interval over which the excursion or malfunction occurred.

c.     The temperature values of the thermal oxidizer, pressure drop across the scrubber and scrubber water flow
rate during the excursion.

d.     The cause(s) for the excursion or malfunction.

e.     The corrective action which has been or will be taken to prevent similar excursions or malfunctions in the
future.

1.

The permittee shall submit a Notification of Compliance Status within 150 calendar days after the compliance
dates specified in 40 CFR 63.100.

2.

Whenever a process change, as defined in 40 CFR 63.115(e), is made that causes a Group 2 process vent with
a TRE greater than 4.0 to become a Group 2 process vent with a TRE less than 4.0, the permittee shall submit a
report to the Hamilton County Department of Environmental Services within 180 calendar days after the process
change. The report may be submitted as part of the next periodic report. The report shall include the following:

a.     A description of the process change;

b.     The results of the recalculation of the TRE index value required under 40 CFR 63.115(e); and

c.     A statement that the permittee will comply with the requirements specified in 40 CFR 63.113(d).

3.

The permittee shall comply with all applicable reporting requirements specified in 40 CFR 63.152.4.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.
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Facility ID:
Emissions Unit: SAN #1B DRYING (P040)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements   (continued)

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
requirements of 40 CFR 63.1333(a).

a.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

b.     The emission testing shall be conducted in order to determine that the main duct emission control system
is in compliance with 40 CFR, Part 63 Subpart JJJ while emissions are being vented to the site's gas/oil fired
boilers.

The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the Hamilton County Department of Environmental Services.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

2.

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s). The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

3.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous drying operation 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
Emissions Unit: D #3 POLY (P042)
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Part III - Terms and Conditions for Emissions Units

D #3 POLY (P042)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous polymerization operation OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11(B) The emission limitation specified by
this rule is less stringent than the
emission limitation established
pursuant to OAC rule 3745-31-05
(A)(3).

259465 259465

OAC rule 3745-21-07(G)(2) The emission limitation specified by
this rule is less stringent than the
emission limitation established
pursuant to OAC rule 3745-31-05
(A)(3).

259465 259465

40 CFR 63.113(a) see term A.I.2.2a259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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2. Additional Terms and Conditions

2.a Reduce emissions of total organic hazardous air pollutants by 98 weight-percent or to a concentration of less
than 20 parts per million by volume (corrected to 3% oxygen if a combustion device that utilizes
supplemental combustion is used to demonstrate compliance), whichever is less stringent.

2.b If a boiler or process heater is used to comply with the percent reduction requirement or concentration limit
specified in Section A.2, then emissions from this emissions unit shall be introduced into the flame zone of
such a device.

II. Operational Restrictions

Thermal Oxidizer Operational Restriction

The average combustion temperature within the thermal incinerator, for any 3-hour block of time when the
emissions unit is in operation, shall not be less than 1450 degrees Fahrenheit.

1.

The average daily combustion temperature within the boiler firebox, when the emissions unit is in operation and
emissions from this emissions unit are vented to it, shall not be less than the temperature established by
compliance testing as specified in 40 CFR 63.1334(b)(2). This condition applies to Main Duct boilers which have
heat input ratings less than 44 megawatts, in accordance with 40 CFR 63.1315 for Group 1 continuous vents and
40 CFR 63.1324 for Group 1 Batch vents.

2.

For Group 1 continuous process vent systems that contain bypass lines that could divert a vent stream away
from the control device used to comply with the requirements of Section A.I.2, the permittee shall comply with
either paragraph a or b of this Section.

a.     Properly install, maintain, and operate a flow indicator that takes a reading at least once every 15 minutes.
The flow indicator shall be installed at the entrance to any bypass line that could divert the vent stream away
from the control device to the atmosphere.

b.     Secure the bypass line valve in the non-diverting position with a car-seal or a lock-and-key type
configuration. A visual inspection of the seal or closure mechanism shall be performed at least once every month
to ensure that the valve is maintained in the non-diverting position and the vent stream is not diverted through the
bypass line.

3.

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

OAC rule 3745-31-05(A)(3) 3.57 lbs OC/hr, 2.04 tons OC/yr;
0.36 lb PM/PM-10/hr, 1.58 tons
PM/PM-10/yr.

See term A.I.2

The requirements of this rule also
include compliance with the
requirements of OAC rule
3745-17-07(A)(1) and 40 CFR Part
63, Subpart JJJ.

The hourly emission limitation(s)
outlined are based upon the
emissions unit's Potential to Emit
(PTE). Therefore, no hourly records
are required to demonstrate
compliance with these limits.

259465 259465
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II. Operational Restrictions   (continued)

For Group 1 batch process vent systems that contain bypass lines that could divert a vent stream away from the
control device used to comply with the requirements of Section A.I.2, the permittee shall comply with either
paragraph a, b of c of this Section.

a.     Properly install, maintain, and operate a flow indicator that takes a reading at least once every 15 minutes.
The flow indicator shall be installed at the entrance to any bypass line that could divert emissions away from the
control device and to the atmosphere.

b.     Secure the bypass line valve in the non-diverting position with a car-seal or a lock-and-key type
configuration. A visual inspection of the seal or closure mechanism shall be performed at least once every month
to ensure that the valve is maintained in the non-diverting position and the vent stream is not diverted through the
bypass line.

c.     Continuously monitor the bypass line valve position using computer monitoring and record any periods
when the position of the bypass line valve has changed as specified by rule.

4.

III. Monitoring and/or Record Keeping Requirements

Thermal Oxidizer Temperature Monitoring and Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion temperature within the thermal oxidizer when the emissions unit is in operation. Units
shall be in degrees Fahrenheit. The monitoring and recording devices shall be capable of accurately measuring
the desired parameter. The temperature monitor and recorder shall be installed, calibrated, operated and
maintained in accordance with the manufacturer's recommendations, with any modifications deemed necessary
by the permittee.

The permittee shall collect and record the following information for each day:

a.     All 3-hour blocks of time during which the average combustion temperature within the thermal oxidizer,
when the emissions unit was in operation, was less than 1450 degrees Fahrenheit.

b.     A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when
the associated emissions unit was in operation.

1.

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion temperature within the boiler firebox when the emissions unit is in operation. Units shall
be in degrees Fahrenheit. The monitoring and recording devices shall be capable of accurately measuring the
desired parameter. The temperature monitor and recorder shall be installed, calibrated, operated and maintained
in accordance with the manufacturer's recommendations, with any modifications deemed necessary by the
permittee.

2.

The permittee shall collect and record the following information for each day:

a.     The daily average firebox temperature for each operating day.

b.     All times during which the average daily combustion temperature within the boiler firebox, when the
emissions unit was in operation, was less the temperature established as specified in term A.II.1 above.

c.     A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when
the associated emissions unit was in operation.

3.

The permittee shall maintain hourly records of whether the flow indicator used to comply with Section A.II.3.a
was operating and whether flow was detected at any time during the hour, as well as records of the times and
durations of all periods when the vent stream is diverted from the control device or the monitor is not operating.

4.
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III. Monitoring and/or Record Keeping Requirements   (continued)

Where a seal mechanism is used to comply with Section A.II.3.b, hourly records of flow are not required. In such
cases, the permittee shall record that the monthly visual inspection of the seals or closure mechanisms has
been done, and shall record the duration of all periods when the seal mechanism is broken, the bypass line valve
position has changed, or the key for a lock-and-key type lock has been checked out, and records of any car-seal
that has broken.

5.

IV. Reporting Requirements

Thermal Oxidizer Reporting Requirements

The permittee shall submit deviation reports which provide the following information for each time the thermal
oxidizer combustion chamber temperature falls below 1450 degrees Fahrenheit when emissions unit P031 is
being vented to the thermal oxidizer:

a.   the date of the excursion;
b.   the time interval over which the excursion occurred;
c.   the temperature values during the excursion;
d.   the cause(s) for the excursion; and
e.   the corrective action which has been or will be taken to prevent similar excursions in the future.

The deviation reports shall be submitted in accordance with the reporting requirements of the General Terms and
Conditions of this permit.

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any scheduled
major maintenance requiring the shutdown of the thermal oxidizer control device and the scheduled shutdown
duration two (2) weeks prior to the shutdown.

1.

The permittee shall submit deviation (excursion) reports which identify all times during which the average daily
combustion temperature within the boiler firebox does not comply with the temperature limitation specified above.

2.

The permittee shall submit deviation (excursion) reports which identify the times and durations of all periods
when the vent stream is diverted away from the control device through a bypass line or the monitor used to
comply with Section A.II.3 is not operating.

4.

The permittee shall submit reports which show the results of all monthly inspections required by Section A.II.b
that show the valves are not closed or the seal has been changed.

5.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.
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V. Testing Requirements   (continued)

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
requirements of 40 CFR, 63.1315, 63.1325 and 63.1333.

a.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

b.     The emission testing shall be conducted in order to determine that the main duct emission control system
is in compliance with 40 CFR, Part 63 Subpart JJJ while emissions are being vented to the site's gas/oil fired
boilers. This condition applies to Main Duct boilers which have heat input ratings less than 44 megawatts, in
accordance with 40 CFR 63.1315 for Group 1 continuous vents and 40 CFR 63.1325 for Group 1 Batch vents.

The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the Hamilton County Department of Environmental Services.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

2.

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s). The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

VI. Miscellaneous Requirements

The permittee shall comply with all applicable miscellaneous requirements of 40 CFR, Part 63, Subpart JJJ.1.
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous polymerization operation 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

D#6 POLY (P047)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous polymerization operation OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11(B) The emission limitation(s)/opacity
restrictions established by these
rules are less stringent than those
established by Ohio Administrative
Code rule 3745-31-05 (BAT).

259465 259465

OAC rule 3745-21-07(G)(2) The emission limitation(s)/opacity
restrictions established by these
rules are less stringent than those
established by Ohio Administrative
Code rule 3745-31-05 (BAT).

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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2. Additional Terms and Conditions

2.a Compliance with OAC rule 3745-31-05(A)(3) shall be demonstrated by organic compound emissions from the
vent scrubber outlet, HH recycle tank, recycle tanks #1 and #2 and the RG recycle tank associated with
emissions unit P047 captured and vented to a boiler having a control efficiency of at least 99.99%; organic
compound emissions from the die fume scrubber outlet directed to a thermal oxidizer having a control
efficiency of at least 95%, except during the allowable die fume scrubber atmospheric venting period;
emissions unit P047 vented to the atmosphere from the scrubber for no more than 720 hours per calendar
year; organic compound emissions from the organic trap vented to a scrubber having an efficiency of at least
96%.

2.b Reduce emissions of total organic hazardous air pollutants by 98 weight-percent or to a concentration of less
than 20 parts per million by volume (corrected to 3% oxygen if a combustion device that utilizes
supplemental combustion is used to demonstrate compliance), whichever is less stringent.

2.c If a boiler or process heater is used to comply with the percent reduction requirement or concentration limit
specified in Section A.2, then emissions from this emissions unit shall be introduced into the flame zone of
such a device.

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

OAC rule 3745-31-05(A)(3)
(PTI 14-04964)

3.57 lbs OC/hr, 2.04 tons OC/yr;
0.36 lb PM/PM-10/hr, 1.58 tons
PM/PM-10/yr.

See term A.I.2

The requirements of this rule also
include compliance with the
requirements of OAC rule
3745-17-07(A)(1) and 40 CFR Part
63, Subpart JJJ

The hourly emission limitation(s)
outlined are based upon the
emissions unit's Potential to Emit
(PTE). Therefore, no hourly records
are required to demonstrate
compliance with these limits.

see term A.I.2

259465 259465

40 CFR 63.113(a) see term A.I.2.2b259465 259465
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II. Operational Restrictions

Scrubber Operational Restrictions

The vent scrubber water flow rate shall be continuously maintained at a value of not less than 1 gallon per minute
at all times while the emissions unit is in operation.

The die fume scrubber water flow rate shall be continuously maintained at a value of not less than 75 gallons per
minute at all times while the emissions unit is in operation.

The organic trap scrubber water flow rate shall be continuously maintained at a value of not less than 0.5 gallon
per minute at all times while the emissions unit is in operation.

1.

Thermal Oxidizer Operational Restriction

The thermal oxidizer combustion chamber temperature shall not be less than 1450 degrees Fahrenheit at any
time when organic compound emissions from the emissions unit are being vented to the thermal oxidizer.

2.

The average daily combustion temperature within the boiler firebox, when the emissions unit is in operation and
emissions from this emissions unit are vented to it, shall not be less than the temperature established by
compliance testing as specified in 40 CFR 63.1334(b)(2). This condition applies to Main Duct boilers which have
heat input ratings less than 44 megawatts, in accordance with 40 CFR 63.1315 for Group 1 continuous vents and
40 CFR 63.1324 for Group 1 Batch vents.

3.

The die fume scrubber may vent to the atmosphere for no more than 720 hours per calendar year.4.

For Group 1 continuous process vent systems that contain bypass lines that could divert a vent stream away
from the control device used to comply with the requirements of Section A.I.2, the permittee shall comply with
either paragraph a or b of this Section.

a.     Properly install, maintain, and operate a flow indicator that takes a reading at least once every 15 minutes.
The flow indicator shall be installed at the entrance to any bypass line that could divert the vent stream away
from the control device to the atmosphere.

b.     Secure the bypass line valve in the non-diverting position with a car-seal or a lock-and-key type
configuration. A visual inspection of the seal or closure mechanism shall be performed at least once every month
to ensure that the valve is maintained in the non-diverting position and the vent stream is not diverted through the
bypass line.

5.

For Group 1 batch process vent systems that contain bypass lines that could divert a vent stream away from the
control device used to comply with the requirements of Section A.I.2, the permittee shall comply with either
paragraph a, b of c of this Section.

a.     Properly install, maintain, and operate a flow indicator that takes a reading at least once every 15 minutes.
The flow indicator shall be installed at the entrance to any bypass line that could divert emissions away from the
control device and to the atmosphere.

b.     Secure the bypass line valve in the non-diverting position with a car-seal or a lock-and-key type
configuration. A visual inspection of the seal or closure mechanism shall be performed at least once every month
to ensure that the valve is maintained in the non-diverting position and the vent stream is not diverted through the
bypass line.

c.     Continuously monitor the bypass line valve position using computer monitoring and record any periods
when the position of the bypass line valve has changed as specified by rule.

6.
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III. Monitoring and/or Record Keeping Requirements

Scrubber Monitoring and Recordkeeping Requirements

The permittee shall properly install, operate and maintain equipment to monitor and record the scrubber water
flow rate in the vent scrubber, die fume scrubber and organic trap scrubber while the emissions unit is in
operation. The monitoring devices and any recorders shall be installed, calibrated, operated and maintained in
accordance with the manufacturer's recommendations, instructions and operating manuals.

The permittee shall collect and record the following information each day:

a.     The scrubber water flow rate in the vent scrubber, die fume scrubber and organic trap scrubber, in gallons
per minute, on a daily basis.

b.     The operating times for the capture (collection) system, scrubbers, monitoring equipment, and the
associated emissions units.

1.

Thermal Oxidizer Temperature Monitoring and Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion chamber temperature within the thermal oxidizer serving the emissions unit.  Units shall
be in degrees Fahrenheit.  The monitoring and control devices shall be capable of accurately measuring the
desired parameter.

The temperature monitor and recorder shall be installed, calibrated, operated and maintained in accordance with
the manufacturer's recommendations, with any modifications deemed necessary by the permittee.

The permittee shall collect and record the following information each day:

a.     All time during which the combustion chamber temperature within the thermal oxidizer, when the emissions
unit was in operation, was below 1450 degrees Fahrenheit.

b.     The operating times for the capture (collection) system, thermal oxidizer and the associated emissions
units.

2.

The permittee shall maintain records that include the following information for each period during which organic
compound emissions from the emissions unit are vented to the atmosphere during thermal oxidizer outages:

a.     The date of the thermal oxidizer control device shutdown.

b.     The time interval over which the thermal oxidizer control device shutdown occurred.

3.

The permittee shall collect and record the following information for each day:

a.     The daily average firebox temperature for each operating day.

b.     All times during which the average daily combustion temperature within the boiler firebox, when the
emissions unit was in operation, was less the temperature established as specified in term A.II.1 above.

c.     A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when
the associated emissions unit was in operation.

4.
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III. Monitoring and/or Record Keeping Requirements   (continued)

The permittee shall collect and record the following information for each day:

a.     The daily average firebox temperature for each operating day.

b.     All times during which the average daily combustion temperature within the boiler firebox, when the
emissions unit was in operation, was less the temperature established as specified in term A.II.1 above.

c.     A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when
the associated emissions unit was in operation.

5.

The permittee shall maintain hourly records of whether the flow indicator used to comply with Section A.II.3.a
was operating and whether flow was detected at any time during the hour, as well as records of the times and
durations of all periods when the vent stream is diverted from the control device or the monitor is not operating.

6.

Where a seal mechanism is used to comply with Section A.II.3.b, hourly records of flow are not required. In such
cases, the permittee shall record that the monthly visual inspection of the seals or closure mechanisms has
been done, and shall record the duration of all periods when the seal mechanism is broken, the bypass line valve
position has changed, or the key for a lock-and-key type lock has been checked out, and records of any car-seal
that has broken.

7.

IV. Reporting Requirements

Scrubber Reporting Requirements

The permittee shall submit deviation (excursion) reports that identify all periods of time during which the
scrubber(s) water flow rate was not maintained at or above the required levels in term A.II.1.

1.

Thermal Oxidizer Temperature Reporting Requirements

The permittee shall submit deviation (excursion) reports which identify all periods of time during which the
thermal oxidizer combustion chamber temperature falls below 1450 degrees Fahrenheit when the emissions unit
is being vented to the thermal oxidizer.

2.

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any scheduled
major maintenance requiring the shutdown of the thermal oxidizer control device and the scheduled shutdown
duration two (2) weeks prior to the shutdown.

3.

The permittee shall submit deviation (excursion) reports which identify all times during which the average daily
combustion temperature within the boiler firebox does not comply with the temperature limitation specified above.

4.

The deviation reports shall be submitted in accordance with the reporting requirements of the General Terms and
Conditions of this permit.

5.

The permittee shall submit deviation (excursion) reports which identify the times and durations of all periods
when the vent stream is diverted away from the control device through a bypass line or the monitor used to
comply with Section A.II.3 is not operating.

The permittee shall submit reports which show the results of all monthly inspections required by Section A.II.b
that show the valves are not closed or the seal has been changed.

6.
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V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
requirements of 40 CFR, 63.1315, 63.1325 and 63.1333.

a.     The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity,
unless otherwise specified or approved by the Hamilton County Department of Environmental Services.

b.     The emission testing shall be conducted in order to determine that the main duct emission control system
is in compliance with 40 CFR, Part 63 Subpart JJJ while emissions are being vented to the site's gas/oil fired
boilers. This condition applies to Main Duct boilers which have heat input ratings less than 44 megawatts, in
accordance with 40 CFR 63.1315 for Group 1 continuous vents and 40 CFR 63.1325 for Group 1 Batch vents.

The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the Hamilton County Department of Environmental Services.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

2.

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s). The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

3.

Compliance with the emission limitations outlined in this permit shall be demonstrated by the emission factors,
control efficiencies (if applicable) and the operational parameters as submitted in the PTI application 14-04964
submitted 06/05/00.

4.

Compliance with the scrubber operational restrictions in term A.II.1 shall be demonstrated by the record keeping
in term A.III.1.

5.

Compliance with the thermal oxidizer operational restriction in term A.II.2 shall be demonstrated by the
recordkeeping in term A.III.2.

6.

Compliance with the die fume scrubber hours of operation limitation when venting to the atmosphere shall be
demonstrated by the record keeping in term A.III.2.

7.
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VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

continuous polymerization operation 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

2.a All emissions from emissions unit P048 shall be vented to a thermal oxidizer which has a control efficiency
of at least 95%. During thermal oxidizer outages, any batch in progress for emissions unit P048 shall be
completed, and no new batches initiated until the thermal oxidizer is placed back into service.

2.b Emissions unit P048 shall produce no more than two batches per day and 730 batches per year.

2.c Acetone usage in emissions unit P048 shall not exceed 700 pounds per batch and 255.5 tons per year.

COPOLY PROCESS (P048)

PROCESS UNIT

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

batch polymerization operation OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11 2.58 lbs particulate emissions/hr
(based on Table I of OAC rule
3745-17-11).

259465 259465

OAC rule 3745-21-07(G)(2) The emission limitation(s)/opacity
restrictions established by these
rules are less stringent than those
established by Ohio Administrative
Code rule 3745-31-05 (BAT).

259465 259465

OAC rule 3745-31-05(A)(3)
(PTI 14-2539)

31.66 lbs OC/day, 5.78 tons OC/yr.

see term A.I.2

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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14-31-01-0054

II. Operational Restrictions

Thermal Oxidizer Operational Restriction

The average combustion temperature within the thermal oxidizer, for any 3-hour block of time when emissions
unit P048 is in operation, shall not be less than 1450 degrees Fahrenheit.

1.

III. Monitoring and/or Record Keeping Requirements

Thermal Oxidizer Temperature Monitoring and Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion temperature within the thermal oxidizer when emissions unit P048 is in operation. Units
shall be in degrees Fahrenheit. The monitoring and recording devices shall be capable of accurately measuring
the desired parameter. The temperature monitor and recorder shall be installed, calibrated, operated and
maintained in accordance with the manufacturer's recommendations, with any modifications deemed necessary
by the permittee.

The permittee shall collect and record the following information for each day:

a.     All 3-hour blocks of time during which the average combustion temperature within the thermal oxidizer,
when emissions unit P048 was in operation, was less than 1450 degrees Fahrenheit.
b.     A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when
the associated emissions unit was in operation.

1.

The permittee shall maintain daily records showing the number of batches produced and the number of gallons of
cleanup material used in emissions unit P048.

2.

IV. Reporting Requirements

Thermal Oxidizer Temperature Reporting Requirements

The permittee shall submit semi-annual deviation (excursion) reports which identify all 3-hour blocks of time
during which the average combustion temperature within the thermal oxidizer did not comply with the
temperature limitation specified above, and which incluse the following information:

a.   the date of the excursion;
b.   the time interval over which the interval occurred;
c.   the temperature values during the excursion;
d.   the cause(s) for the excursion; and
e.   the corrective action which has been or will be taken to prevent similar excursions in the future.

These reports shall be subitted by February 15 and August 15 of each year and shall cover the previous six
months.

1.

The permittee shall submit semi-annual reports to the Hamilton County Department of Environmental Services
which summarize the following information:

a.   The total number of batches produced; and
b.   the number of gallons of cleanup material used.

These reports shall be submitted by February 15 and August 15 of each year and shall cover the previous six
calendar months.

2.
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V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a.     The emission testing shall be conducted approximately 2.5 years after permit issuance and within 6
months prior to permit renewal.

b.     The emission testing shall be conducted to demonstrate compliance with the allowable mass emission
rates from OAC rules 3745-17-11 and 3745-21-07(G).

c.     The following test methods shall be employed to demonstrate compliance with the allowable mass
emission rates: for particulates, Method 5 of 40 CFR, Part 60, Appendix A; for organic compounds,  Method 25
of 40 CFR, Part 60, Appendix A.

Alternative U.S. EPA approved test methods may be used with prior approval from the Hamilton County
Department of Environmental Services.

The test(s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the  Hamilton County Department of Environmental Services.

2.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Hamilton County Department of Environmental Services. The "Intent to Test" notification shall
describe in detail the proposed test methods and procedures, the emissions unit operating parameters, the
time(s) and date(s) of the test(s), and the person(s) who will be conducting the test(s).  Failure to submit such
notification for review and approval prior to the test(s) may result in the  Hamilton County Department of
Environmental Services refusal to accept the results of the emission test(s).

Personnel from the Hamilton County Department of Environmental Services shall be permitted to witness the
test(s), examine the testing equipment, and acquire data and information necessary to ensure that the operation
of the emissions unit and the testing procedures provide a valid characterization of the emissions from the
emissions unit and/or the performance of the control equipment.

A comprehensive written report on the results of the emissions test(s) shall be signed by the person or persons
responsible for the tests and submitted to the Hamilton County Department of Environmental Services within 30
days following completion of the test(s).  The permittee may request additional time for the submittal of the
written report, where warranted, with prior approval from the Hamilton County Department of Environmental
Services.

3.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

batch polymerization process 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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14-31-01-0054

Part III - Terms and Conditions for Emissions Units

WWTP GENERATOR (P049)

BACKUP ELECTRICITY GENERATOR 

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

12.42 MMBtu/hr backup electricity
generator

OAC rule 3745-31-05(D)
(PTI 14-4033)

1.65 lbs Particulate Emissions
(PE)/PM10/hr *
5.64 lbs SO2/hr*
39.86 lbs NOx/hr*
11.14 lbs CO/hr*
1.1 lbs OC/hr*

*The hourly emission limitations
outlined above are based upon the
emission unit's potential to emit.
Therefore, no hourly recordkeeping or
reporting is required to demonstrate
compliance with these limits.

The requirements of this rule also
include compliance with the
requirements of OAC rule
3745-17-07(A).

See A.II

259465 259465

OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

OAC rule 3745-17-11(B)(5) PE from the engine's exhaust shall
not exceed 0.35 pound per MMBtu of
actual heat input for a stationary
large bore internal combustion
engine.

259465 259465

OAC rule 3745-18-06(G) The maximum emission of sulfur
dioxide shall not exceed 0.5 pounds
of SO2 per MMBtu actual heat input.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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2. Additional Terms and Conditions

2.a The sulfur content of No.2 fuel oil employed shall not exceed 0.45% by weight.

II. Operational Restrictions

The annual hours of operation shall not exceed 1500 hours per year, based upon a rolling, 12-month summation.1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall maintain the following information on a monthly basis:

a.  The total hours operation; and

b.  The rolling, 12-month summation of the hours of operation (the summation of the monthly hours of operation
recorded in line a. added to the previous 11-months total recorded in line a.)

1.

For each shipment of No.2 oil received for burning in this emissions unit, the permittee shall maintain records of
the total quantity of oil received, the permittee's or oil supplier's analyses for sulfur content and heat content, and
the calculated sulfur dioxide emission rate (in lbs/mmBtu). (The sulfur dioxide emission rate shall be calculated
in accordance with the formula specified in OAC rule 3745-18-04(F).) A shipment may be comprised of multiple
tank truck loads from the same supplier's batch and the quality of the oil for those loads may be represented by
a single batch analysis from the supplier.

The permittee shall collect or require the oil supplier to collect a representative grab sample for each shipment of
oil that is received for burning in this emissions unit. The permittee shall perform or require the supplier to
perform the analyses for sulfur content and heat content in accordance with 40 CFR Part 60, Appendix A,
Method 19, or the appropriate ASTM methods (such as, ASTM methods D240, D4294, D6010), or equivalent
methods as approved by the Director.

2.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any record
which shows a deviation of the allowable hours of operation restriction specified in  A.II.1 based upon the
information maintained in A.III.1 above. The notification shall include a copy of such record and shall be sent to
the Hamilton County Department of Environmental Services within 45 days after the deviation occurs.

1.

The permittee shall notify the Hamilton County Department of Environmental Services in writing of any record
which shows a deviation of the allowable sulfur content specified in A.I.2.a. based upon the information
maintained in A.III.2 above. The notification shall include a copy of such record and shall be sent to the Hamilton
County Department of Environmental Services within 45 days after the deviation occurs.

2.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation-
Visible particulate emissions shall not exceed 20% opacity as a 6-minute average except as specified by rule.

Applicable Compliance Method-
If required, compliance shall be determined by visible emission evaluations performed in accordance with OAC
rule 3745-17-03(B)(1).

1.
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Facility ID:
Emissions Unit: WWTP GENERATOR (P049)
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V. Testing Requirements   (continued)

Emission Limitation:

0.35 lbs of PE/MMBtu actual heat input

Applicable Compliance Method:

Compliance may be determined by using the PE factor of 0.13 lb of PE/MMBtu from the vendor supplied
emissions data provided with PTI application 14-4033 dated 12/11/95.

If required, the permittee shall demonstrate compliance with the lb/MMbtu emission limitation above pursuant to
OAC rule 3745-17-03(B)(9).

2.

Emission Limitations:

1.65 lb of PE/PM10/hr

Applicable compliance method:

Compliance may be determined by multiplying the total heat input of 12.42 MMBtu/hr by the emission factor of
0.13 lb PE/PM10/MMBtu from the vendor supplied emissions data provided with PTI application 14-4033 dated
12/11/95.

If required, the permittee shall demonstrate compliance with the lb/hr emission limitation above pursuant to OAC
rule 3745-17-03(B)(9).

3.

Emission Limitations:

5.64 lbs of sulfur dioxide (SO2)/hr

Applicable compliance method:

Compliance may be determined by multiplying the total heat input of 12.42 MMBtu/hr by the emission factor of
0.45 lb SO2/MMBtu from the vendor supplied emissions data provided with PTI application 14-4033 dated
12/11/95.

If required, compliance with the lb/hr emission limitation shall be demonstrated by Method 6 of 40 CFR Part 60,
Appendix A.

4.

Emission Limitations:

39.86 lbs of nitrogen oxides (NOx)/hr

Applicable compliance method:

Compliance may be determined by multiplying the total heat input of 12.42 MMBtu/hr by the emission factor of
3.21 lbs NOx/MMBtu from the vendor supplied emissions data provided with PTI application 14-4033 dated
12/11/95.

If required, compliance with the lb/hr emission limitation shall be demonstrated by Method 7 of 40 CFR Part 60,
Appendix A.

5.
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V. Testing Requirements   (continued)

Emission Limitations:

11.14 lbs of carbon monoxide (CO)/hr

Applicable compliance method:

Compliance may be determined by multiplying the total heat input of 12.42 MMBtu/hr by the emission factor of 0
.90 lb CO/MMBtu from the vendor supplied emissions data provided with PTI application 14-4033 dated 12/11/95.

If required, compliance with the lb/hr emission limitation shall be demonstrated by Method 10 of 40 CFR Part 60,
Appendix A.

6.

Emission Limitations:

1.1 lbs of volatile organic compounds (VOC)/hr

Applicable compliance method:

Compliance may be determined by multiplying the total heat input of 12.42 MMBtu/hr by the emission factor of
0.09 lb VOC/MMBtu from the vendor supplied emissions data provided with PTI application 14-4033 dated
12/11/95.

If required, compliance with the lb/hr emission limitation shall be demonstrated by Method 25 of 40 CFR Part 60,
Appendix A.

7.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

Particulate Emissions Control Devices Operational Restrictions

The permittee shall properly install, operate, and maintain equipment to control particulate emissions from
emissions unit P901 while in operation. The control devices shall be installed, calibrated, operated, and
maintained in accordance with the manufacturer's recommendations, instructions, and operating manual(s).

1.

B8 PELLET HANDLING (P901)

PELLET HANDLING

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

Plastic Pellet Handling and Storage
Stack Discharge

OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

Pellet Handling and Storage Fugitive
Emissions

OAC rule 3745-17-07(B)(1) Visible particulate emissions of
fugitive dust shall not exceed twenty
percent (20%) opacity, as a three
minute average, except as specified
by rule.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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III. Monitoring and/or Record Keeping Requirements

Particulate Emissions Control Devices Monitoring and Recordkeeping Requirements

The permittee shall visually inspect each of the control devices which are required to control particulate
emissions from emissions unit P901 for visible holes or tears, bag leaks, and excessive dusting or visible
emissions on a daily basis.  Corrective actions shall be initiated if any of the above control device malfunctions
are detected.

The permittee shall maintain daily records of the date, time, and the results of the visual inspections.  The date,
time, and description of any corrective actions taken to remedy control device malfunctions shall also be
recorded.

1.

IV. Reporting Requirements

Particulate Emissions Control Devices Reporting Requirements

The permittee shall submit semi-annual reports to the Hamilton County Department of Environmental Services
which summarize any visible inspections that detected a control device malfunction during the previous six
months.  This report shall also include a description of the corrective actions which have been or will be taken to
remedy the control device malfunction(s).  The reports shall be submitted by February 15 and August 15 of each
year and shall cover the previous six (6) calendar months (July through December and January through June,
respectively).

1.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

Emission Limitation:

20% opacity from fugitive emissions

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

2.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

Plastic Pellet Handling and Storage 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

Particulate Emissions Control Devices Operational Restrictions

The permittee shall properly install, operate, and maintain equipment to control particulate emissions from
emissions unit P902 while in operation. The control devices shall be installed, calibrated, operated, and
maintained in accordance with the manufacturer's recommendations, instructions, and operating manual(s).

1.

B9 PELLET HANDLING (P902)

PELLET HANDLING

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

Plastic Pellet Handling and Storage
Stack Discharge

OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

Pellet Handling and Storage Fugitive
Emissions

OAC rule 3745-17-07(B)(1) Visible particulate emissions of
fugitive dust shall not exceed twenty
percent (20%) opacity, as a three
minute average, except as specified
by rule.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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III. Monitoring and/or Record Keeping Requirements

Particulate Emissions Control Devices Monitoring and Recordkeeping Requirements

The permittee shall visually inspect each of the control devices which are required to control particulate
emissions from emissions unit P902 for visible holes or tears, bag leaks, and excessive dusting or visible
emissions on a daily basis.  Corrective actions shall be initiated if any of the above control device malfunctions
are detected.

The permittee shall maintain daily records of the date, time, and the results of the visual inspections.  The date,
time, and description of any corrective actions taken to remedy control device malfunctions shall also be
recorded.

1.

IV. Reporting Requirements

Particulate Emissions Control Devices Reporting Requirements

The permittee shall submit semi-annual reports to the Hamilton County Department of Environmental Services
which summarize any visible inspections that detected a control device malfunction during the previous six
months.  This report shall also include a description of the corrective actions which have been or will be taken to
remedy the control device malfunction(s).  The reports shall be submitted by February 15 and August 15 of each
year and shall cover the previous six (6) calendar months (July through December and January through June,
respectively).

1.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

Emission Limitation:

20% opacity from fugitive emissions

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

2.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

Plastic Pellet Handling and Storage 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

Particulate Emissions Control Devices Operational Restrictions

The permittee shall properly install, operate, and maintain equipment to control particulate emissions from
emissions unit P903 while in operation. The control devices shall be installed, calibrated, operated, and
maintained in accordance with the manufacturer's recommendations, instructions, and operating manual(s).

1.

B30 PELLET HANDLING (P903)

PELLET HANDLING

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

Plastic Pellet Handling and Storage
Stack Discharge

OAC rule 3745-17-07(A)(1) Visible particulate emissions from
any stack shall not exceed twenty
percent (20%) opacity, as a six
minute average, except as specified
by rule.

259465 259465

Pellet Handling and Storage Fugitive
Emissions

OAC rule 3745-17-07(B)(1) Visible particulate emissions of
fugitive dust shall not exceed twenty
percent (20%) opacity, as a three
minute average, except as specified
by rule.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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14-31-01-0054

III. Monitoring and/or Record Keeping Requirements

Particulate Emissions Control Devices Monitoring and Recordkeeping Requirements

The permittee shall visually inspect each of the control devices which are required to control particulate
emissions from emissions unit P903 for visible holes or tears, bag leaks, and excessive dusting or visible
emissions on a daily basis.  Corrective actions shall be initiated if any of the above control device malfunctions
are detected.

The permittee shall maintain daily records of the date, time, and the results of the visual inspections.  The date,
time, and description of any corrective actions taken to remedy control device malfunctions shall also be
recorded.

1.

IV. Reporting Requirements

Particulate Emissions Control Devices Reporting Requirements

The permittee shall submit semi-annual reports to the Hamilton County Department of Environmental Services
which summarize any visible inspections that detected a control device malfunction during the previous six
months.  This report shall also include a description of the corrective actions which have been or will be taken to
remedy the control device malfunction(s).  The reports shall be submitted by February 15 and August 15 of each
year and shall cover the previous six (6) calendar months (July through December and January through June,
respectively).

1.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

20% opacity from stack

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

1.

Emission Limitation:

20% opacity from fugitive emissions

Applicable Compliance Method:

Compliance shall be determined in accordance with Test Method 9 as set forth in "Appendix on Test Methods" in
40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1,
1996.

2.

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

Plastic Pellet Handling and Storage 259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

The permittee shall not store volatile photochemically reactive material, as defined in OAC rule 3745-21-01(C)(7),
in this emission unit.

1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

A-8 TANK (T003)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

300,000 gallon fixed roof storage tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) See A.II.1259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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III. Monitoring and/or Record Keeping Requirements   (continued)

The permittee shall maintain the following information for each material stored in this emission unit:

a.  The identification of the material stored; and

b.  Whether or not the material stored is a volatile photochemcially reactive material as defined on OAC rule
3745-21-01(C)(7).

2.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services of any volatile
photochemically reactive material stored in this emission unit.  This notification shall be submitted within
thirty-days after the commencement of the storage of a volatile photochemically reactive material.

1.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.

Compliance with the requirement to store non-volatile photochemically reactive materials specified A.II.1 shall be
demonstrated by the information collected and recorded in A.III.2.

1.a

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

The permittee shall not store volatile photochemically reactive material, as defined in OAC rule 3745-21-01(C)(7),
in this emission unit.

1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

A-9 TANK (T004)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

225,000 gallon fixed roof storage tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) See A.II.1259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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III. Monitoring and/or Record Keeping Requirements   (continued)

The permittee shall maintain the following information for each material stored in this emission unit:

a.  The identification of the material stored; and

b.  Whether or not the material stored is a volatile photochemcially reactive material as defined on OAC rule
3745-21-01(C)(7).

2.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services of any volatile
photochemically reactive material stored in this emission unit.  This notification shall be submitted within
thirty-days after the commencement of the storage of a volatile photochemically reactive material.

1.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.

Compliance with the requirement to store non-volatile photochemically reactive materials specified A.II.1 shall be
demonstrated by the information collected and recorded in A.III.2.

1.a

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility ID:
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Part III - Terms and Conditions for Emissions Units

A-13 TANK (T005)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

100,000 gallon internal floating roof
storage tank

(Existing Group 1 Storage Tank with
maximum true vapor pressure less
than 11.11 psi)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

40 CFR 63.119(a)(1) establishes the
reference control technology for this
emission unit.

The permittee shall reduce
hazardous air pollutants emissions to
the atmosphere by operating and
maintaining a fixed roof and internal
floating roof as defined in 40 CFR
63.111.

See A.I.2.a - A.I.2.g

259465 259465

OAC rule 3745-21-07(D) The emission limitations and control
measures specified in this regulation
are less stringent than those required
under 40 CFR Part 63 Subpart JJJ.

See A.II.1.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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2. Additional Terms and Conditions

2.a The permittee shall comply with the requirements of paragraph A.I.2.b through A.I.2.g of this section.

Note: The intent of paragraphs A.I.2.b and A.I.2.c of this section is to avoid having a vapor space between the
floating roof and the stored liquid for extended periods. Storage vessels may be emptied for purposes such
as routine storage vessel maintenance, inspections, petroleum liquid deliveries, or transfer operations.
Storage vessels where liquid is left on walls, as bottom clingage, or in pools due to floor irregularity are
considered completely empty.

[40 CFR 63.119(b)]

2.b The internal floating roof shall be floating on the liquid surface at all times except when the floating roof must
be supported by the leg supports during the periods specified in lines (i) through (iii) below.

(i) During the initial fill.

(ii) After the vessel has been completely emptied and degassed.

(iii) When the vessel is completely emptied before being subsequently refilled.

[40 CFR 63.119(b)(1)]

2.c When the floating roof is resting on the leg supports, the process of filling, emptying, or refilling shall be
continuous and shall be accomplished as soon as practical.

[40 CFR 63.119(b)(2)]

2.d Each internal floating roof shall be equipped with a closure device between the wall of the storage vessel and
the roof edge. Except as provided in line (iv) below, the closure device shall consist of one of the devices
listed in line (i), (ii), or (iii) below.

(i) A liquid-mounted seal as defined in 40 CFR 63.111.

(ii) A metallic shoe seal as defined in 40 CFR  63.111.

(iii) Two seals mounted one above the other so that each forms a continuous closure that completely covers
the space between the wall of the storage vessel and the edge of the internal floating roof. The lower seal
may be vapor- mounted, but both must be continuous seals.

(iv) If the internal floating roof is equipped with a vapor-mounted seal as of December 31, 1992, the
requirement for one of the seal options specified in line (i), (ii), and (iii) of this section does not apply until the
earlier of the dates specified below.

- The next time the storage vessel is emptied and degassed.

-  No later than 10 years after April 22, 1994.

[40 CFR 63.119(b)(3)]

2.e Automatic bleeder vents are to be closed at all times when the roof is floating, except when the roof is being
floated off or is being landed on the roof leg supports.

[40 CFR 63.119(b)(4)]
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BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
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2. Additional Terms and Conditions (continued)

2.f Except as provided in line (viii) below, each internal floating roof shall meet the specifications listed in lines (i)
through (vii) of this section.

(i) Each opening in a noncontact internal floating roof except for automatic bleeder vents (vacuum breaker
vents) and rim space vents is to provide a projection below the liquid surface.

(ii) Each opening in the internal floating roof except for leg sleeves, automatic bleeder vents, rim space vents,
column wells, ladder wells, sample wells, and stub drains shall be equipped with a cover or lid. The cover or
lid shall be equipped with a gasket.

(iii) Each penetration of the internal floating roof for the purposes of sampling shall be a sample well. Each
sample well shall have a slit fabric cover that covers at least 90 percent of the opening.

(iv) Each automatic bleeder vent shall be gasketed.

(v) Each rim space vent shall be gasketed.

(vi) Each penetration of the internal floating roof that allows for passage of a ladder shall have a gasketed
sliding cover.

(vii) Each penetration of the internal floating roof that allows for passage of a column supporting the fixed roof
shall have a flexible fabric sleeve seal or a gasketed sliding cover.

(viii) If the internal floating roof does not meet any one of the specifications listed in lines (i) through (vii) above
as of December 31, 1992, the requirement for meeting those specifications does not apply until the earlier of
the dates specified below.

- The next time the storage vessel is emptied and degassed.

-  No later than 10 years after April 22, 1994.

[40 CFR 63.119(b)(5)]

2.g Each cover or lid on any opening in the internal floating roof shall be closed (i.e., no visible gaps), except
when the cover or lid must be open for access. Covers on each access hatch and each gauge float well shall
be bolted or fastened so as to be air-tight when they are closed. Rim space vents are to be set to open only
when the internal floating roof is not floating or when the pressure beneath the rim seal exceeds the
manufacturer's recommended setting.

[40 CFR 63.119(b)(6)]

II. Operational Restrictions

No person shall place, store, or hold in any stationary storage vessel of more than five hundred gallons capacity
any volatile photochemically reactive material unless such vessel is equipped with a permanent submerged fill
pipe, is loaded through the use of a portable loading tube which can be inserted below the liquid level line during
loading operations, or is a pressure tank as described in paragraph (D)(1) of OAC rule 3745-21-07or is fitted with
a vapor recovery system as described in paragraph (D)(1)(b) of OAC rule 3745-21-07.

1.
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II. Operational Restrictions   (continued)

If during the inspections required by paragraph  A.III.1.b.ii, A.III.1.c.i, and A.III.1.c.iii, the internal floating roof has
defects; or the primary seal has holes, tears, or other openings in the seal or the seal fabric; or the secondary
seal has holes, tears, or other openings in the seal or the seal fabric; or the gaskets no longer close off the liquid
surface from the atmosphere; or the slotted membrane has more than 10 percent open area, the owner or
operator shall repair the items as necessary so that none of the conditions specified in this paragraph exist
before refilling the storage vessel with organic HAP.

[40 CFR 63.120(a)(7)]

2.

If during the inspections required by A.III.1.b.i or A.III.1.c.ii, the internal floating roof is not resting on the surface
of the liquid inside the storage vessel and is not resting on the leg supports; or there is liquid on the floating roof;
or the seal is detached; or there are holes or tears in the seal fabric; or there are visible gaps between the seal
and the wall of the storage vessel, the owner or operator shall repair the items or empty and remove the storage
vessel from service within 45 calendar days. If a failure that is detected during inspections required by A.III.1.b.i
or A.III.1.c.ii cannot be repaired within 45 calendar days and if the vessel cannot be emptied within 45 calendar
days, the owner or operator may utilize up to 2 extensions of up to 30 additional calendar days each.
Documentation of a decision to utilize an extension shall include a description of the failure, shall document that
alternate storage capacity is unavailable, and shall specify a schedule of actions that will ensure that the control
equipment will be repaired or the vessel will be emptied as soon as practical.

[40 CFR 63.120(a)(4)]

3.

III. Monitoring and/or Record Keeping Requirements

The Permittee shall comply with the requirements in section A.III.1.a through A.III.1.c.

[40 CFR 63.120(a)]

1.

The permittee shall visually inspect the internal floating roof, the primary seal, and the secondary seal (if one is
in service), according to the schedule specified in A.III.1.b and A.III.1.c

[40 CFR 63.120(a)(1)]

1.a

For vessels equipped with a single-seal system, the permittee shall perform the inspections specified in below.

(i) Visually inspect the internal floating roof and the seal through manholes and roof hatches on the fixed roof at
least once every 12 months after initial fill, or at least once every 12 months after the compliance date specified
in 40 CFR  63.1311.

(ii) Visually inspect the internal floating roof, the seal, gaskets, slotted membranes, and sleeve seals (if any)
each time the storage vessel is emptied and degassed, and at least once every 10 years after the compliance
date specified in 40 CFR  63.1311.

[40 CFR 63.120(a)(2)]

1.b
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III. Monitoring and/or Record Keeping Requirements   (continued)

For vessels equipped with a double-seal system, the permittee shall perform either the inspection required in line
(i) of this below or the inspections required in both lines (ii) and (iii) below.

(i) The permittee shall visually inspect the internal floating roof, the primary seal, the secondary seal, gaskets,
slotted membranes, and sleeve seals (if any) each time the storage vessel is emptied and degassed and at least
once every 5 years after the compliance date specified in 40 CFR  63.1311; or

(ii) The permittee shall visually inspect the internal floating roof and the secondary seal through manholes and
roof hatches on the fixed roof at least once every 12 months after initial fill, or at least once every 12 months after
the compliance date specified in40 CFR  63.1311, and

(iii) Visually inspect the internal floating roof, the primary seal, the secondary seal, gaskets, slotted membranes,
and sleeve seals (if any) each time the vessel is emptied and degassed and at least once every 10 years after
the compliance date specified in 40 CFR  63.1311.

[40 CFR 63.120(a)(3)]

1.c

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

[40 CFR 63.123(a)]

2.

IV. Reporting Requirements

Except as provided in paragraph A.IV.2, for all the inspections required by A.III.1.b.ii, A.III.1.c.i, and A.III.1.c.iii,
the permittee shall notify the Hamilton County Department of Environmental Services in writing at least 30
calendar days prior to the refilling of each storage vessel to afford the Hamilton County Department of
Environmental Services the opportunity to have an observer present.

[40 CFR 63.120(a)(5)]

1.

If the inspection required by A.III.1.b.ii, A.III.1.c.i, and A.III.1.c.iii is not planned and the permittee could not have
known about the inspection 30 calendar days in advance of refilling the vessel, the permittee shall notify the
Hamilton County Department of Environmental Services at least 7 calendar days prior to the refilling of the
storage vessel. Notification may be made by telephone and immediately followed by written documentation
demonstrating why the inspection was unplanned. Alternatively, the notification including the written
documentation may be made in writing and sent so that it is received by the Hamilton County Department of
Environmental Services at least 7 calendar days prior to refilling.

[40 CFR 63.120(a)(6)]

2.

The permittee shall submit, as part of the Periodic Report required under 40 CFR  63.152(c), the results of each
inspection conducted in accordance with A.III.1-A.III.1.c in which a failure is detected in the control equipment.

[40 CFR 63.122(d)]

3.
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IV. Reporting Requirements   (continued)

For vessels for which annual inspections specified in A.III.1.b.i or A.III.1.c.ii , the specifications and requirements
listed in paragraphs A.IV.2.a.i through A.IV.2.a.iii below apply.

(i) A failure is defined as any time in which the internal floating roof is not resting on the surface of the liquid
inside the storage vessel and is not resting on the leg supports; or there is liquid on the floating roof; or the seal
is detached from the internal floating roof; or there are holes, tears, or other openings in the seal or seal fabric; or
there are visible gaps between the seal and the wall of the storage vessel.

(ii) Except as provided in paragraph A.IV.2.a.iii below, each Periodic Report shall include the date of the
inspection, identification of each storage vessel in which a failure was detected, and a description of the failure.
The Periodic Report shall also describe the nature of and date the repair was made or the date the storage
vessel was emptied.

(iii) If an extension is utilized in accordance with A.II.3, the permittee shall, in the next Periodic Report, identify
the vessel; include the documentation specified in A.II.3.; and describe the date the storage vessel was emptied
and the nature of and date the repair was made.

[40 CFR 63.122(d)(1)]

3.a

For vessels for which inspections are specified in  A.III.1.b.ii, A.III.1.c.i, or A.III.1.c.iii the specifications and
requirements listed in paragraphs A.IV.2.b.i and  A.IV.2.b.ii of this section apply.

(i) A failure is defined as any time in which the internal floating roof has defects; or the primary seal has holes,
tears, or other openings in the seal or the seal fabric; or the secondary seal (if one has been installed) has holes,
tears, or other openings in the seal or the seal fabric; or the gaskets no longer close off the liquid surface from
the atmosphere; or the slotted membrane has more than 10 percent open area.

(ii) Each Periodic Report required under 40 CFR  63.152(c) of this subpart shall include the date of the
inspection, identification of each storage vessel in which a failure was detected, and a description of the failure.
The Periodic Report shall also describe the nature of and date the repair was made.

[40 CFR 63.122(d)(2)]

3.b

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.

Compliance with the control requirements specified in A.I.1. shall be demonstrated by the information collected
and recorded in A.II.-A.V of this permit.

1.a

VI. Miscellaneous Requirements

None
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A-13 TANK (T005)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-15 TANK (T006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

A-15 TANK (T006)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

60,000 gallon pressurized  storage
tank with pressure relief valves vented
to flare

(Existing Group 1 Storage Tank with
maximum true vapor pressure greater
than 11.11 psi)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

40 CFR 63.119(a)(2) establishes the
reference control technology for this
emission unit.

The permittee shall operate and
maintain a closed vent system and
control device as defined in 40 CFR
63.111.

See A.I.2.a - A.I.2.f

259465 259465

40 CFR 63.11(b) As required in 40 CFR Part
63.119(e)(1), the permittee is
required to comply with the
requirements specified in 40 CFR
63.11(b).

The Flare shall be designed for and
operated with no visible emissions,
except for periods not to exceed a
total of 5 minutes during any 2
consecutive hours.

See A.II.1-A.II.4.

259465 259465

OAC rule 3745-21-07(D) Exempt (less than sixty-five
thousand gallon capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-15 TANK (T006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

2. Additional Terms and Conditions

2.a The permittee has elected to use a closed vent system and control device, as defined in 40 CFR  63.111, to
comply with the requirements of paragraph 40 CFR 119(a)(2).  Therefore the permittee shall comply with the
requirements specified A.I.2.b.-A.I.2.f below.

[40 CFR 63.119(e)]

2.b Except as provided in paragraph A.I.2.c, the control device shall be designed and operated to reduce inlet
emissions of total organic HAP by 95 percent or greater. If a flare is used as the control device, it shall meet
the specifications described in the general control device requirements of 40 CFR  63.11(b) of subpart A of
this part.

[40 CFR 63.119(e)(1)]

2.c If the permittee can demonstrate that a control device installed on a storage vessel on or before December
31, 1992 is designed to reduce inlet emissions of total organic HAP by greater than or equal to 90 percent
but less than 95 percent, then the control device is required to be operated to reduce inlet emissions of total
organic HAP by 90 percent or greater.

[40 CFR 63.119(e)(2)]

2.d Periods of planned routine maintenance of the control device, during which the control device does not meet
the specifications of paragraph A.I.2.b or A.I.2.c, as applicable, shall not exceed 240 hours per year.

[40 CFR 63.119(e)(3)]

2.e The specifications and requirements in A.I.2.b and A.I.2.c of this section for control devices do not apply
during periods of planned routine maintenance.

[40 CFR 63.119(e)(4)]

2.f The specifications and requirements in paragraphs A.I.2.b and A.I.2.c of this section for control devices do
not apply during a control system malfunction.

[40 CFR 63.119(e)(5)]

II. Operational Restrictions

The flare shall be steam-assisted, air-assisted, or non-assisted.

[40 CFR 63.11(b)(2)]

1.

The Flare shall be operated at all times when emissions may be vented to it.

[40 CFR 63.11(b)(3)]

2.

The Flare shall be operated with a flame present at all times. The presence of a flare pilot flame shall be
monitored using a thermocouple or any other equivalent device to detect the presence of a flame.

[40 CFR 63.11(b)(5)]

3.

The permittee shall adhere to the heat content specifications in 40 CFR 63.11(b)(6)(ii), and the maximum tip
velocity specifications in 40 CFR 63.11(b)(7) or 40 CFR63.11(b)(8), or adhere to the requirements in 40 CFR
63.11(b)(6)(i).

[40 CFR 63.11(b)(6)]

4.
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Facility Name:
Facility ID:
Emissions Unit: A-15 TANK (T006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

II. Operational Restrictions   (continued)

The permittee shall comply with the leak identification and repair provisions specified in 40 CFR  63.148.

[40 CFR 63.120(e)(5)]

5.

III. Monitoring and/or Record Keeping Requirements

The permittee shall demonstrate compliance with the requirements of   A.I.2.d (planned routine maintenance of a
flare, during which the flare does not meet the specifications of  A.I.2.b or A.I.2.c, shall not exceed 240 hours per
year) by collecting and recording  the information specified in A.III.1.a. and - A.III.1.b.  The dates this information
is to be collected and recorded shall coincide with the dates of the Periodic Report required 40 CFR 63.152(c).

[40 CFR 63.120(e)(3)]

1.

A description of the planned routine maintenance that is anticipated to be performed for the control device during
the next 6 months. This description shall include the type of maintenance necessary, planned frequency of
maintenance, and lengths of maintenance periods.

[40 CFR 63.122(g)(1)(i)]

1.a

A description of the planned routine maintenance that was performed for the control device during the previous 6
months. This description shall include the type of maintenance performed and the total number of hours during
those 6 months that the control device did not meet the requirements of A.I.2.b or A.I.2.c, as applicable, due to
planned routine maintenance.

[40 CFR 63.122(g)(1)(ii)]

1.b

The closed vent system shall be inspected as specified in 40 CFR  63.148, Leak Inspection Provisions. The
inspections required are to be performed in accordance with 40 CFR 63.148(c), the inspection shall be done
during filling of the storage vessel. The results of this inspection shall be collected and recorded as specified in
40 CFR 63.148.

[40 CFR 63.120(e)(5)]

2.

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

[40 CFR 63.123(a)]

3.

The permittee shall maintain records of the following:

a. The flare design (i.e., steam-assisted, air-assisted or non-assisted); and

b. All visible emission readings, heat content determinations, flow rate measurements, and exit velocity
determinations made during the compliance determination required by 40 CFR 63.119(e).

c. The permittee shall monitor the flare to assure that it is being operated and maintained in conformance with
the flares design.

[40 CFR 63.120(e)(1)&(2)] and [40 CFR 63.11(b)(1)]

4.
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Facility Name:
Facility ID:
Emissions Unit: A-15 TANK (T006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements   (continued)

The permittee shall collect and record the following information on a daily basis:

a.   Hourly records for all periods during which there was no pilot flame for the flare and emissions from T006
were being vented to the flare; and

b.  A log of the downtime for the capture (collection) system, control device, and monitoring equipment, when the
associated emissions unit was in operation.

[40 CFR 63.119(e)(1) or 40 CFR 63.119(e)(2)]

5.

IV. Reporting Requirements

The permittee, as part of the Periodic Report required by 40 CFR   63.152(c), shall submit the information
specified in A.IV.1.a - A.IV.1.c below:

[40 CFR 63.122(g)]

1.

A description of the planned routine maintenance that is anticipated to be performed for the control device during
the next 6 months. This description shall include the type of maintenance necessary, planned frequency of
maintenance, and lengths of maintenance periods.

[40 CFR 63.122(g)(1)(i)]

1.a

A description of the planned routine maintenance that was performed for the control device during the previous 6
months. This description shall include the type of maintenance performed and the total number of hours during
those 6 months that the control device did not meet the requirements of A.I.2.b or A.I.2.c, as applicable, due to
planned routine maintenance.

[40 CFR 63.122(g)(1)(ii)]

1.b

Each occurrence when the flare does not meet the general control device requirements specified in 40CFR
63.11(b) of subpart A, the report shall include the following information:

(i) Identification of the flare which does not meet the general requirements specified in 40 CFR  63.11(b) of
subpart A of this part: and

(ii) Reason the flare did not meet the general requirements specified in 40 CFR  63.11(b) of subpart A of this part.

[40 CFR 63.122(g)(3)]

1.c

The permittee shall comply with the leak identification reporting provisions specified in 40 CFR  63.148.

[40 CFR 63.120(e)(5)]

2.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.
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Facility Name:
Facility ID:
Emissions Unit: A-15 TANK (T006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements   (continued)

Emission Limitation
The flare shall be designed and operated to reduce inlet emissions of total organic HAP by 95 percent or greater
and meet the specifications described in the general control device requirements of 40 CFR  63.11(b) of subpart
A of this part; or

If the permittee can demonstrate that a control device installed on a storage vessel on or before December 31,
1992 is designed to reduce inlet emissions of total organic HAP by greater than or equal to 90 percent but less
than 95 percent, then the control device is required to be operated to reduce inlet emissions of total organic HAP
by 90 percent or greater and meet the specifications described in the general control device requirements of 40
CFR  63.11(b) of subpart A of this part.

Compliance Demonstration
The flare used to control this emission unit is a common control device with emission unit P001. Stack testing to
determine the control efficiency and compliance with 40 CFR 63.11 for the flare is required under section A.V.1
for emission unit P001.  This stack testing may be used to demonstrate compliance with the emission
limitations listed above.

1.a

Emission Limitation
Operate a closed system as defined in 40 CFR 63.111

Compliance Measure
Compliance may be demonstrated by the monitoring, recordkeeping, and reporting requirements of 40 CFR 148,
Leak Inspection Provisions, specified in A.II.5, A.III.2., and A.IV.2. of this permit.

1.b

Emission Limitation
The Flare shall be designed for and operated with no visible emissions, except for periods not to exceed a total
of 5 minutes during any 2 consecutive hours.

Compliance Measure
The flare used to control this emission unit is a common control device with emission unit P001. Visible
emission readings using Test Method 22 of 40 CFR Appendix A of part 60 for an observation period of 2 hours is
required under section A.V.1 for emission unit P001.  These visible emission readings may be used to
demonstrate compliance with the emission limitations.

1.c

VI. Miscellaneous Requirements

The permittee has complied with the reporting requirements specified in 40 CFR Part 63.120(e)(2).1.
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A-15 TANK (T006)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: C-1 TANK (T007)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

C-1 TANK (T007)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

600,000 gallon internal floating roof
storage tank

(Existing Group 1 Storage Tank with
maximum true vapor pressure less
than 11.11 psi)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

40 CFR 63.119(a)(1) establishes the
reference control technology for this
emission unit.

The permittee shall reduce
hazardous air pollutants emissions to
the atmosphere by operating and
maintaining a fixed roof and internal
floating roof as defined in 40 CFR
63.111.

See A.I.2.a - A.I.2.g

259465 259465

OAC rule 3745-21-07(D) The emission limitations and control
measures specified in this regulation
are less stringent than those required
under 40 CFR Part 63 Subpart JJJ.

See A.II.1.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: C-1 TANK (T007)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

2. Additional Terms and Conditions

2.a The permittee shall comply with the requirements of paragraph A.I.2.b through A.I.2.g of this section.

Note: The intent of paragraphs A.I.2.b and A.I.2.c of this section is to avoid having a vapor space between the
floating roof and the stored liquid for extended periods. Storage vessels may be emptied for purposes such
as routine storage vessel maintenance, inspections, petroleum liquid deliveries, or transfer operations.
Storage vessels where liquid is left on walls, as bottom clingage, or in pools due to floor irregularity are
considered completely empty.

[40 CFR 63.119(b)]

2.b The internal floating roof shall be floating on the liquid surface at all times except when the floating roof must
be supported by the leg supports during the periods specified in lines (i) through (iii) below.

(i) During the initial fill.

(ii) After the vessel has been completely emptied and degassed.

(iii) When the vessel is completely emptied before being subsequently refilled.

[40 CFR 63.119(b)(1)]

2.c When the floating roof is resting on the leg supports, the process of filling, emptying, or refilling shall be
continuous and shall be accomplished as soon as practical.

[40 CFR 63.119(b)(2)]

2.d Each internal floating roof shall be equipped with a closure device between the wall of the storage vessel and
the roof edge. Except as provided in line (iv) below, the closure device shall consist of one of the devices
listed in line (i), (ii), or (iii) below.

(i) A liquid-mounted seal as defined in 40 CFR 63.111.

(ii) A metallic shoe seal as defined in 40 CFR  63.111.

(iii) Two seals mounted one above the other so that each forms a continuous closure that completely covers
the space between the wall of the storage vessel and the edge of the internal floating roof. The lower seal
may be vapor- mounted, but both must be continuous seals.

(iv) If the internal floating roof is equipped with a vapor-mounted seal as of December 31, 1992, the
requirement for one of the seal options specified in line (i), (ii), and (iii) of this section does not apply until the
earlier of the dates specified below.

- The next time the storage vessel is emptied and degassed.

-  No later than 10 years after April 22, 1994.

[40 CFR 63.119(b)(3)]

2.e Automatic bleeder vents are to be closed at all times when the roof is floating, except when the roof is being
floated off or is being landed on the roof leg supports.

[40 CFR 63.119(b)(4)]
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Facility Name:
Facility ID:
Emissions Unit: C-1 TANK (T007)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

2. Additional Terms and Conditions (continued)

2.f Except as provided in line (viii) below, each internal floating roof shall meet the specifications listed in lines (i)
through (vii) of this section.

(i) Each opening in a noncontact internal floating roof except for automatic bleeder vents (vacuum breaker
vents) and rim space vents is to provide a projection below the liquid surface.

(ii) Each opening in the internal floating roof except for leg sleeves, automatic bleeder vents, rim space vents,
column wells, ladder wells, sample wells, and stub drains shall be equipped with a cover or lid. The cover or
lid shall be equipped with a gasket.

(iii) Each penetration of the internal floating roof for the purposes of sampling shall be a sample well. Each
sample well shall have a slit fabric cover that covers at least 90 percent of the opening.

(iv) Each automatic bleeder vent shall be gasketed.

(v) Each rim space vent shall be gasketed.

(vi) Each penetration of the internal floating roof that allows for passage of a ladder shall have a gasketed
sliding cover.

(vii) Each penetration of the internal floating roof that allows for passage of a column supporting the fixed roof
shall have a flexible fabric sleeve seal or a gasketed sliding cover.

(viii) If the internal floating roof does not meet any one of the specifications listed in lines (i) through (vii) above
as of December 31, 1992, the requirement for meeting those specifications does not apply until the earlier of
the dates specified below.

- The next time the storage vessel is emptied and degassed.

-  No later than 10 years after April 22, 1994.

[40 CFR 63.119(b)(5)]

2.g Each cover or lid on any opening in the internal floating roof shall be closed (i.e., no visible gaps), except
when the cover or lid must be open for access. Covers on each access hatch and each gauge float well shall
be bolted or fastened so as to be air-tight when they are closed. Rim space vents are to be set to open only
when the internal floating roof is not floating or when the pressure beneath the rim seal exceeds the
manufacturer's recommended setting.

[40 CFR 63.119(b)(6)]

II. Operational Restrictions

No person shall place, store, or hold in any stationary storage vessel of more than five hundred gallons capacity
any volatile photochemically reactive material unless such vessel is equipped with a permanent submerged fill
pipe, is loaded through the use of a portable loading tube which can be inserted below the liquid level line during
loading operations, or is a pressure tank as described in paragraph (D)(1) of OAC rule 3745-21-07or is fitted with
a vapor recovery system as described in paragraph (D)(1)(b) of OAC rule 3745-21-07.

1.
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Facility Name:
Facility ID:
Emissions Unit: C-1 TANK (T007)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

II. Operational Restrictions   (continued)

If during the inspections required by paragraph  A.III.1.b.ii, A.III.1.c.i, and A.III.1.c.iii, the internal floating roof has
defects; or the primary seal has holes, tears, or other openings in the seal or the seal fabric; or the secondary
seal has holes, tears, or other openings in the seal or the seal fabric; or the gaskets no longer close off the liquid
surface from the atmosphere; or the slotted membrane has more than 10 percent open area, the owner or
operator shall repair the items as necessary so that none of the conditions specified in this paragraph exist
before refilling the storage vessel with organic HAP.

[40 CFR 63.120(a)(7)]

2.

If during the inspections required by A.III.1.b.i or A.III.1.c.ii, the internal floating roof is not resting on the surface
of the liquid inside the storage vessel and is not resting on the leg supports; or there is liquid on the floating roof;
or the seal is detached; or there are holes or tears in the seal fabric; or there are visible gaps between the seal
and the wall of the storage vessel, the owner or operator shall repair the items or empty and remove the storage
vessel from service within 45 calendar days. If a failure that is detected during inspections required by A.III.1.b.i
or A.III.1.c.ii cannot be repaired within 45 calendar days and if the vessel cannot be emptied within 45 calendar
days, the owner or operator may utilize up to 2 extensions of up to 30 additional calendar days each.
Documentation of a decision to utilize an extension shall include a description of the failure, shall document that
alternate storage capacity is unavailable, and shall specify a schedule of actions that will ensure that the control
equipment will be repaired or the vessel will be emptied as soon as practical.

[40 CFR 63.120(a)(4)]

3.

III. Monitoring and/or Record Keeping Requirements

The Permittee shall comply with the requirements in section A.III.1.a through A.III.1.c.

[40 CFR 63.120(a)]

1.

The permittee shall visually inspect the internal floating roof, the primary seal, and the secondary seal (if one is
in service), according to the schedule specified in A.III.1.b and A.III.1.c

[40 CFR 63.120(a)(1)]

1.a

For vessels equipped with a single-seal system, the permittee shall perform the inspections specified in below.

(i) Visually inspect the internal floating roof and the seal through manholes and roof hatches on the fixed roof at
least once every 12 months after initial fill, or at least once every 12 months after the compliance date specified
in 40 CFR  63.1311.

(ii) Visually inspect the internal floating roof, the seal, gaskets, slotted membranes, and sleeve seals (if any)
each time the storage vessel is emptied and degassed, and at least once every 10 years after the compliance
date specified in 40 CFR  63.1311.

[40 CFR 63.120(a)(2)]

1.b
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III. Monitoring and/or Record Keeping Requirements   (continued)

For vessels equipped with a double-seal system, the permittee shall perform either the inspection required in line
(i) of this below or the inspections required in both lines (ii) and (iii) below.

(i) The permittee shall visually inspect the internal floating roof, the primary seal, the secondary seal, gaskets,
slotted membranes, and sleeve seals (if any) each time the storage vessel is emptied and degassed and at least
once every 5 years after the compliance date specified in 40 CFR  63.1311; or

(ii) The permittee shall visually inspect the internal floating roof and the secondary seal through manholes and
roof hatches on the fixed roof at least once every 12 months after initial fill, or at least once every 12 months after
the compliance date specified in40 CFR  63.1311, and

(iii) Visually inspect the internal floating roof, the primary seal, the secondary seal, gaskets, slotted membranes,
and sleeve seals (if any) each time the vessel is emptied and degassed and at least once every 10 years after
the compliance date specified in 40 CFR  63.1311.

[40 CFR 63.120(a)(3)]

1.c

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

[40 CFR 63.123(a)]

2.

IV. Reporting Requirements

Except as provided in paragraph A.IV.2, for all the inspections required by A.III.1.b.ii, A.III.1.c.i, and A.III.1.c.iii,
the permittee shall notify the Hamilton County Department of Environmental Services in writing at least 30
calendar days prior to the refilling of each storage vessel to afford the Hamilton County Department of
Environmental Services the opportunity to have an observer present.

[40 CFR 63.120(a)(5)]

1.

If the inspection required by A.III.1.b.ii, A.III.1.c.i, and A.III.1.c.iii is not planned and the permittee could not have
known about the inspection 30 calendar days in advance of refilling the vessel, the permittee shall notify the
Hamilton County Department of Environmental Services at least 7 calendar days prior to the refilling of the
storage vessel. Notification may be made by telephone and immediately followed by written documentation
demonstrating why the inspection was unplanned. Alternatively, the notification including the written
documentation may be made in writing and sent so that it is received by the Hamilton County Department of
Environmental Services at least 7 calendar days prior to refilling.

[40 CFR 63.120(a)(6)]

2.

The permittee shall submit, as part of the Periodic Report required under 40 CFR  63.152(c), the results of each
inspection conducted in accordance with A.III.1-A.III.1.c in which a failure is detected in the control equipment.

[40 CFR 63.122(d)]

3.
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IV. Reporting Requirements   (continued)

For vessels for which annual inspections specified in A.III.1.b.i or A.III.1.c.ii , the specifications and requirements
listed in paragraphs A.IV.2.a.i through A.IV.2.a.iii below apply.

(i) A failure is defined as any time in which the internal floating roof is not resting on the surface of the liquid
inside the storage vessel and is not resting on the leg supports; or there is liquid on the floating roof; or the seal
is detached from the internal floating roof; or there are holes, tears, or other openings in the seal or seal fabric; or
there are visible gaps between the seal and the wall of the storage vessel.

(ii) Except as provided in paragraph A.IV.2.a.iii below, each Periodic Report shall include the date of the
inspection, identification of each storage vessel in which a failure was detected, and a description of the failure.
The Periodic Report shall also describe the nature of and date the repair was made or the date the storage
vessel was emptied.

(iii) If an extension is utilized in accordance with A.II.3, the permittee shall, in the next Periodic Report, identify
the vessel; include the documentation specified in A.II.3.; and describe the date the storage vessel was emptied
and the nature of and date the repair was made.

[40 CFR 63.122(d)(1)]

3.a

For vessels for which inspections are specified in  A.III.1.b.ii, A.III.1.c.i, or A.III.1.c.iii the specifications and
requirements listed in paragraphs A.IV.2.b.i and  A.IV.2.b.ii of this section apply.

(i) A failure is defined as any time in which the internal floating roof has defects; or the primary seal has holes,
tears, or other openings in the seal or the seal fabric; or the secondary seal (if one has been installed) has holes,
tears, or other openings in the seal or the seal fabric; or the gaskets no longer close off the liquid surface from
the atmosphere; or the slotted membrane has more than 10 percent open area.

(ii) Each Periodic Report required under 40 CFR  63.152(c) of this subpart shall include the date of the
inspection, identification of each storage vessel in which a failure was detected, and a description of the failure.
The Periodic Report shall also describe the nature of and date the repair was made.

[40 CFR 63.122(d)(2)]

3.b

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.

Compliance with the control requirements specified in A.I.1. shall be demonstrated by the information collected
and recorded in A.II.-A.V of this permit.

1.a

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

The permittee shall not store volatile photochemically reactive material, as defined in OAC rule 3745-21-01(C)(7),
in this emission unit.

1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall maintain the following information for each material stored in this emission unit:

a.  The identification of the material stored; and

b.  Whether or not the material stored is a volatile photochemcially reactive material as defined on OAC rule
3745-21-01(C)(7).

1.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services of any volatile
photochemically reactive material stored in this emission unit.  This notification shall be submitted within
thirty-days after the commencement of the storage of a volatile photochemically reactive material.

1.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.

Compliance with the requirement to store non-volatile photochemically reactive materials specified A.II.1 shall be
demonstrated by the information collected and recorded in A.III.2.

1.a

C-2 TANK (T008)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

600,000 gallon internal floating roof
storage tank

OAC rule 3745-21-07(D) See A.II.1259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall maintain the following information for each material stored in this emission unit:

a.  The identification of the material stored; and

b.  Whether or not the material stored is a volatile photochemcially reactive material as defined on OAC rule
3745-21-01(C)(7).

1.

C-3 TANK (T009)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

600,000 gallon internal floating roof
storage tank

(Existing Storage Tank)

40 CFR Part 63 Subpart OOO As specified in Table 2 of 40 CFR
Part 63 Subpart OOO, the are no
control requirements for existing
affected storage vessels.

259465 259465

OAC rule 3745-21-07(D) The permittee currently does not
store volatile photochemically
reactive materials, as defined in OAC
rule 3745-21-01(C)(7), in this storage
tank.  Prior to storing storing volatile
photochemically reactive materials in
this emission unit, the permittee
shall comply with the requirements of
OAC rule 3745-21-07(D).

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services of any volatile
photochemically reactive material stored in this emission unit.  This notification shall be submitted within
thirty-days after the commencement of the storage of a volatile photochemically reactive material.

1.

V. Testing Requirements

None

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Part III - Terms and Conditions for Emissions Units

C-5 TANK (T011)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

600,000 gallon internal floating roof
storage tank

(Existing Group 1 Storage Tank with
maximum true vapor pressure less
than 11.11 psi)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

40 CFR 63.119(a)(1) establishes the
reference control technology for this
emission unit.

The permittee shall reduce
hazardous air pollutants emissions to
the atmosphere by operating and
maintaining a fixed roof and internal
floating roof as defined in 40 CFR
63.111.

See A.I.2.a - A.I.2.g

259465 259465

OAC rule 3745-21-07(D) The emission limitations and control
measures specified in this regulation
are less stringent than those required
under 40 CFR Part 63 Subpart JJJ.

See A.II.1.

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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2. Additional Terms and Conditions

2.a The permittee shall comply with the requirements of paragraph A.I.2.b through A.I.2.g of this section.

Note: The intent of paragraphs A.I.2.b and A.I.2.c of this section is to avoid having a vapor space between the
floating roof and the stored liquid for extended periods. Storage vessels may be emptied for purposes such
as routine storage vessel maintenance, inspections, petroleum liquid deliveries, or transfer operations.
Storage vessels where liquid is left on walls, as bottom clingage, or in pools due to floor irregularity are
considered completely empty.

[40 CFR 63.119(b)]

2.b The internal floating roof shall be floating on the liquid surface at all times except when the floating roof must
be supported by the leg supports during the periods specified in lines (i) through (iii) below.

(i) During the initial fill.

(ii) After the vessel has been completely emptied and degassed.

(iii) When the vessel is completely emptied before being subsequently refilled.

[40 CFR 63.119(b)(1)]

2.c When the floating roof is resting on the leg supports, the process of filling, emptying, or refilling shall be
continuous and shall be accomplished as soon as practical.

[40 CFR 63.119(b)(2)]

2.d Each internal floating roof shall be equipped with a closure device between the wall of the storage vessel and
the roof edge. Except as provided in line (iv) below, the closure device shall consist of one of the devices
listed in line (i), (ii), or (iii) below.

(i) A liquid-mounted seal as defined in 40 CFR 63.111.

(ii) A metallic shoe seal as defined in 40 CFR  63.111.

(iii) Two seals mounted one above the other so that each forms a continuous closure that completely covers
the space between the wall of the storage vessel and the edge of the internal floating roof. The lower seal
may be vapor- mounted, but both must be continuous seals.

(iv) If the internal floating roof is equipped with a vapor-mounted seal as of December 31, 1992, the
requirement for one of the seal options specified in line (i), (ii), and (iii) of this section does not apply until the
earlier of the dates specified below.

- The next time the storage vessel is emptied and degassed.

-  No later than 10 years after April 22, 1994.

[40 CFR 63.119(b)(3)]

2.e Automatic bleeder vents are to be closed at all times when the roof is floating, except when the roof is being
floated off or is being landed on the roof leg supports.

[40 CFR 63.119(b)(4)]
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2. Additional Terms and Conditions (continued)

2.f Except as provided in line (viii) below, each internal floating roof shall meet the specifications listed in lines (i)
through (vii) of this section.

(i) Each opening in a noncontact internal floating roof except for automatic bleeder vents (vacuum breaker
vents) and rim space vents is to provide a projection below the liquid surface.

(ii) Each opening in the internal floating roof except for leg sleeves, automatic bleeder vents, rim space vents,
column wells, ladder wells, sample wells, and stub drains shall be equipped with a cover or lid. The cover or
lid shall be equipped with a gasket.

(iii) Each penetration of the internal floating roof for the purposes of sampling shall be a sample well. Each
sample well shall have a slit fabric cover that covers at least 90 percent of the opening.

(iv) Each automatic bleeder vent shall be gasketed.

(v) Each rim space vent shall be gasketed.

(vi) Each penetration of the internal floating roof that allows for passage of a ladder shall have a gasketed
sliding cover.

(vii) Each penetration of the internal floating roof that allows for passage of a column supporting the fixed roof
shall have a flexible fabric sleeve seal or a gasketed sliding cover.

(viii) If the internal floating roof does not meet any one of the specifications listed in lines (i) through (vii) above
as of December 31, 1992, the requirement for meeting those specifications does not apply until the earlier of
the dates specified below.

- The next time the storage vessel is emptied and degassed.

-  No later than 10 years after April 22, 1994.

[40 CFR 63.119(b)(5)]

2.g Each cover or lid on any opening in the internal floating roof shall be closed (i.e., no visible gaps), except
when the cover or lid must be open for access. Covers on each access hatch and each gauge float well shall
be bolted or fastened so as to be air-tight when they are closed. Rim space vents are to be set to open only
when the internal floating roof is not floating or when the pressure beneath the rim seal exceeds the
manufacturer's recommended setting.

[40 CFR 63.119(b)(6)]

II. Operational Restrictions

No person shall place, store, or hold in any stationary storage vessel of more than five hundred gallons capacity
any volatile photochemically reactive material unless such vessel is equipped with a permanent submerged fill
pipe, is loaded through the use of a portable loading tube which can be inserted below the liquid level line during
loading operations, or is a pressure tank as described in paragraph (D)(1) of OAC rule 3745-21-07or is fitted with
a vapor recovery system as described in paragraph (D)(1)(b) of OAC rule 3745-21-07.

1.

Terms and Conditions for Emissions Units
Page 192Title V Draft Permit



6
4

Facility Name:
Facility ID:
Emissions Unit: C-5 TANK (T011)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

II. Operational Restrictions   (continued)

If during the inspections required by paragraph  A.III.1.b.ii, A.III.1.c.i, and A.III.1.c.iii, the internal floating roof has
defects; or the primary seal has holes, tears, or other openings in the seal or the seal fabric; or the secondary
seal has holes, tears, or other openings in the seal or the seal fabric; or the gaskets no longer close off the liquid
surface from the atmosphere; or the slotted membrane has more than 10 percent open area, the owner or
operator shall repair the items as necessary so that none of the conditions specified in this paragraph exist
before refilling the storage vessel with organic HAP.

[40 CFR 63.120(a)(7)]

2.

If during the inspections required by A.III.1.b.i or A.III.1.c.ii, the internal floating roof is not resting on the surface
of the liquid inside the storage vessel and is not resting on the leg supports; or there is liquid on the floating roof;
or the seal is detached; or there are holes or tears in the seal fabric; or there are visible gaps between the seal
and the wall of the storage vessel, the owner or operator shall repair the items or empty and remove the storage
vessel from service within 45 calendar days. If a failure that is detected during inspections required by A.III.1.b.i
or A.III.1.c.ii cannot be repaired within 45 calendar days and if the vessel cannot be emptied within 45 calendar
days, the owner or operator may utilize up to 2 extensions of up to 30 additional calendar days each.
Documentation of a decision to utilize an extension shall include a description of the failure, shall document that
alternate storage capacity is unavailable, and shall specify a schedule of actions that will ensure that the control
equipment will be repaired or the vessel will be emptied as soon as practical.

[40 CFR 63.120(a)(4)]

3.

III. Monitoring and/or Record Keeping Requirements

The Permittee shall comply with the requirements in section A.III.1.a through A.III.1.c.

[40 CFR 63.120(a)]

1.

The permittee shall visually inspect the internal floating roof, the primary seal, and the secondary seal (if one is
in service), according to the schedule specified in A.III.1.b and A.III.1.c

[40 CFR 63.120(a)(1)]

1.a

For vessels equipped with a single-seal system, the permittee shall perform the inspections specified in below.

(i) Visually inspect the internal floating roof and the seal through manholes and roof hatches on the fixed roof at
least once every 12 months after initial fill, or at least once every 12 months after the compliance date specified
in 40 CFR  63.1311.

(ii) Visually inspect the internal floating roof, the seal, gaskets, slotted membranes, and sleeve seals (if any)
each time the storage vessel is emptied and degassed, and at least once every 10 years after the compliance
date specified in 40 CFR  63.1311.

[40 CFR 63.120(a)(2)]

1.b
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III. Monitoring and/or Record Keeping Requirements   (continued)

For vessels equipped with a double-seal system, the permittee shall perform either the inspection required in line
(i) of this below or the inspections required in both lines (ii) and (iii) below.

(i) The permittee shall visually inspect the internal floating roof, the primary seal, the secondary seal, gaskets,
slotted membranes, and sleeve seals (if any) each time the storage vessel is emptied and degassed and at least
once every 5 years after the compliance date specified in 40 CFR  63.1311; or

(ii) The permittee shall visually inspect the internal floating roof and the secondary seal through manholes and
roof hatches on the fixed roof at least once every 12 months after initial fill, or at least once every 12 months after
the compliance date specified in40 CFR  63.1311, and

(iii) Visually inspect the internal floating roof, the primary seal, the secondary seal, gaskets, slotted membranes,
and sleeve seals (if any) each time the vessel is emptied and degassed and at least once every 10 years after
the compliance date specified in 40 CFR  63.1311.

[40 CFR 63.120(a)(3)]

1.c

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

[40 CFR 63.123(a)]

2.

IV. Reporting Requirements

Except as provided in paragraph A.IV.2, for all the inspections required by A.III.1.b.ii, A.III.1.c.i, and A.III.1.c.iii,
the permittee shall notify the Hamilton County Department of Environmental Services in writing at least 30
calendar days prior to the refilling of each storage vessel to afford the Hamilton County Department of
Environmental Services the opportunity to have an observer present.

[40 CFR 63.120(a)(5)]

1.

If the inspection required by A.III.1.b.ii, A.III.1.c.i, and A.III.1.c.iii is not planned and the permittee could not have
known about the inspection 30 calendar days in advance of refilling the vessel, the permittee shall notify the
Hamilton County Department of Environmental Services at least 7 calendar days prior to the refilling of the
storage vessel. Notification may be made by telephone and immediately followed by written documentation
demonstrating why the inspection was unplanned. Alternatively, the notification including the written
documentation may be made in writing and sent so that it is received by the Hamilton County Department of
Environmental Services at least 7 calendar days prior to refilling.

[40 CFR 63.120(a)(6)]

2.

The permittee shall submit, as part of the Periodic Report required under 40 CFR  63.152(c), the results of each
inspection conducted in accordance with A.III.1-A.III.1.c in which a failure is detected in the control equipment.

[40 CFR 63.122(d)]

3.
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IV. Reporting Requirements   (continued)

For vessels for which annual inspections specified in A.III.1.b.i or A.III.1.c.ii , the specifications and requirements
listed in paragraphs A.IV.2.a.i through A.IV.2.a.iii below apply.

(i) A failure is defined as any time in which the internal floating roof is not resting on the surface of the liquid
inside the storage vessel and is not resting on the leg supports; or there is liquid on the floating roof; or the seal
is detached from the internal floating roof; or there are holes, tears, or other openings in the seal or seal fabric; or
there are visible gaps between the seal and the wall of the storage vessel.

(ii) Except as provided in paragraph A.IV.2.a.iii below, each Periodic Report shall include the date of the
inspection, identification of each storage vessel in which a failure was detected, and a description of the failure.
The Periodic Report shall also describe the nature of and date the repair was made or the date the storage
vessel was emptied.

(iii) If an extension is utilized in accordance with A.II.3, the permittee shall, in the next Periodic Report, identify
the vessel; include the documentation specified in A.II.3.; and describe the date the storage vessel was emptied
and the nature of and date the repair was made.

[40 CFR 63.122(d)(1)]

3.a

For vessels for which inspections are specified in  A.III.1.b.ii, A.III.1.c.i, or A.III.1.c.iii the specifications and
requirements listed in paragraphs A.IV.2.b.i and  A.IV.2.b.ii of this section apply.

(i) A failure is defined as any time in which the internal floating roof has defects; or the primary seal has holes,
tears, or other openings in the seal or the seal fabric; or the secondary seal (if one has been installed) has holes,
tears, or other openings in the seal or the seal fabric; or the gaskets no longer close off the liquid surface from
the atmosphere; or the slotted membrane has more than 10 percent open area.

(ii) Each Periodic Report required under 40 CFR  63.152(c) of this subpart shall include the date of the
inspection, identification of each storage vessel in which a failure was detected, and a description of the failure.
The Periodic Report shall also describe the nature of and date the repair was made.

[40 CFR 63.122(d)(2)]

3.b

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.

Compliance with the control requirements specified in A.I.1. shall be demonstrated by the information collected
and recorded in A.II.-A.V of this permit.

1.a

VI. Miscellaneous Requirements

None
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Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: C-6 TANK (T012)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

The permittee shall not store volatile photochemically reactive material, as defined in OAC rule 3745-21-01(C)(7),
in this emission unit.

1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

C-6 TANK (T012)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

1,360,000 gallon fixed roof storage
tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) See A.II.1259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: C-6 TANK (T012)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements   (continued)

The permittee shall maintain the following information for each material stored in this emission unit:

a.  The identification of the material stored; and

b.  Whether or not the material stored is a volatile photochemcially reactive material as defined on OAC rule
3745-21-01(C)(7).

2.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services of any volatile
photochemically reactive material stored in this emission unit.  This notification shall be submitted within
thirty-days after the commencement of the storage of a volatile photochemically reactive material.

1.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.

Compliance with the requirement to store non-volatile photochemically reactive materials specified A.II.1 shall be
demonstrated by the information collected and recorded in A.III.2.

1.a

VI. Miscellaneous Requirements

None
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C-6 TANK (T012)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: C-7 TANK (T013)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

The permittee shall not store volatile photochemically reactive material, as defined in OAC rule 3745-21-01(C)(7),
in this emission unit.

1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

C-7 TANK (T013)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

1,360,000 gallon fixed roof storage
tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) See A.II.1259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: C-7 TANK (T013)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements   (continued)

The permittee shall maintain the following information for each material stored in this emission unit:

a.  The identification of the material stored; and

b.  Whether or not the material stored is a volatile photochemcially reactive material as defined on OAC rule
3745-21-01(C)(7).

2.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services of any volatile
photochemically reactive material stored in this emission unit.  This notification shall be submitted within
thirty-days after the commencement of the storage of a volatile photochemically reactive material.

1.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.

Compliance with the requirement to store non-volatile photochemically reactive materials specified A.II.1 shall be
demonstrated by the information collected and recorded in A.III.2.

1.a

VI. Miscellaneous Requirements

None
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C-7 TANK (T013)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: C-8 TANK (T014)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

The permittee shall not store volatile photochemically reactive material, as defined in OAC rule 3745-21-01(C)(7),
in this emission unit.

1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

C-8 TANK (T014)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

1,360,000 gallon fixed roof storage
tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) See A.II.1259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: C-8 TANK (T014)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements   (continued)

The permittee shall maintain the following information for each material stored in this emission unit:

a.  The identification of the material stored; and

b.  Whether or not the material stored is a volatile photochemcially reactive material as defined on OAC rule
3745-21-01(C)(7).

2.

IV. Reporting Requirements

The permittee shall notify the Hamilton County Department of Environmental Services of any volatile
photochemically reactive material stored in this emission unit.  This notification shall be submitted within
thirty-days after the commencement of the storage of a volatile photochemically reactive material.

1.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

1.

Compliance with the requirement to store non-volatile photochemically reactive materials specified A.II.1 shall be
demonstrated by the information collected and recorded in A.III.2.

1.a

VI. Miscellaneous Requirements

None
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C-8 TANK (T014)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: TANK 600 (T015)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

The pressure drop across the scrubber shall be continuously maintained at a value of not less than one inch of
water at all times while the emissions unit is in operation.

1.

III. Monitoring and/or Record Keeping Requirements

The permittee shall properly install, operate and maintain equipment to continuously measure the static pressure
drop across the scrubber while the emissions unit is in operation. The measuring devices and any recorders
shall be installed, calibrated, operated and maintained in accordance with the manufacturer's recommendations,
instructions and operating manuals.

The permittee shall collect and record the following information each day:

a.     The pressure drop across the scrubber, in inches of water, on a daily basis.

b.     The operating times for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit.

1.

TANK 600 (T015)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

30,000 gallon fixed roof storage tank
with scrubber

OAC rule 3745-31-05(A)(3)
(PTI 14-1508)

0.91 tons organic compounds(OC)/yr

The TPY emission limitation was
based on the emission units potential
to emit.  Therefore, no monitoring and
recordkeeping is required to
demonstrate compliance.

259465 259465

40 CFR Part 60 Subpart Kb See A.III.2259465 259465

OAC rule 3745-21-07(D) Exempt (less than 65,000 gallons
capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: TANK 600 (T015)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

III. Monitoring and/or Record Keeping Requirements   (continued)

In accordance with 40 CFR 60.116b(a) and (b), the owner and operator of this storage vessel shall keep readily
accessible records showing the dimensions of the storage vessel and an analysis showing the capacity of the
storage vessel.

2.

IV. Reporting Requirements

The permittee shall submit quarterly deviation (excursion) reports that identify all periods of time during which the
static pressure drop across the scrubber was not maintained at or above the required levels.

1.

The quarterly deviation reports shall be submitted in accordance with the reporting requirements specified in Part
I-General Term and Condition A.1.c.ii.

2.

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

0.91 tons OC/yr

Applicable Compliance Method:

OC emissions shall be determined by using the following equation:

tons OC/yr = ((A) x (1-85%*))
where:

A = tons/yr, calculated using USEPA reference document AP-42, fifth edition, Section 7.1 organic liquid storage
tanks (revised 3/98)

*The 85% control efficiency is based on engineering estimates provided by the facility.

1.

VI. Miscellaneous Requirements

None
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TANK 600 (T015)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B9 SPENT MON (T016)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

B9 SPENT MON (T016)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

6,900 gallon fixed roof storage tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) Exempt (less than sixty-five
thousand gallon capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B9 SPENT MON (T016)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None
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B9 SPENT MON (T016)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-14 TANK (T020)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

A-14 TANK (T020)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

30,000 gallon pressure tank OAC rule 3745-21-07(D) Exempt (less than 65,000 gallon
capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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A-14 TANK (T020)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-21 TANK (T021)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

A-21 TANK (T021)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

20,000 gallon fixed roof storage tank OAC rule 3745-21-07(D) Exempt (less than 65,000 gallon
capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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A-21 TANK (T021)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-24 TANK (T022)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

A-24 TANK (T022)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

15,000 gallon fixed roof storage tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) Exempt (less than sixty-five
thousand gallon capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-24 TANK (T022)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None
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A-24 TANK (T022)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-25 TANK (T023)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

A-25 TANK (T023)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

25,000 gallon fixed roof storage tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) Exempt (less than sixty-five
thousand gallon capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-25 TANK (T023)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None
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A-25 TANK (T023)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B9 MEK (T024)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

B9 MEK (T024)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

10,500 gallon fixed roof storage tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) Exempt (less than sixty-five
thousand gallon capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B9 MEK (T024)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None
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B9 MEK (T024)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-28 TANK (T025)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

In accordance with 40 CFR 60.116b(a) and (b), the owner and operator of this storage vessel shall keep readily
accessible records showing the dimensions of the storage vessel and an analysis showing the capacity of the
storage vessel.

2.

IV. Reporting Requirements

None

A-28 TANK (T025)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

11,000 gallon fixed roof storage tank OAC rule 3745-31-05(A)(3)
(PTI 14-2058)

0.89 tons of organic
compounds(OC)/yr

The TPY emission limitation was
based on the emission units potential
to emit.  Therefore, no monitoring and
recordkeeping is required to
demonstrate compliance.

259465 259465

40 CFR Part 60 Subpart Kb See A.III.2259465 259465

OAC rule 3745-21-07(D) Exempt (less than 65,000 gallons
capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: A-28 TANK (T025)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

0.89 tons OC/yr

Applicable Compliance Method:
OC emissions shall be calculated and compliance determined using emission factors from USEPA reference
document AP-42, fifth edition, Section 7.1, organic liquid storage tanks (revised 3/98).

1.

VI. Miscellaneous Requirements

None
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A-28 TANK (T025)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B4 MA TANK (T026)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

In accordance with 40 CFR 60.116b(a) and (b), the owner and operator of this storage vessel shall keep readily
accessible records showing the dimensions of the storage vessel and an analysis showing the capacity of the
storage vessel.

2.

IV. Reporting Requirements

None

B4 MA TANK (T026)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

11,000 gallon fixed roof storage tank OAC rule 3745-31-05(A)(3)
(PTI 14-2058)

0.89 tons of organic
compounds(OC)/yr

The TPY emission limitation was
based on the emission units potential
to emit.  Therefore, no monitoring and
recordkeeping is required to
demonstrate compliance.

259465 259465

40 CFR Part 60 Subpart Kb See A.III.2259465 259465

OAC rule 3745-21-07(D) Exempt (less than 65,000 gallons
capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B4 MA TANK (T026)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

V. Testing Requirements

Compliance with the emission limitation(s) in Section A.I. of these terms and conditions shall be determined in
accordance with the following method(s):

Emission Limitation:

0.89 tons OC/yr

Applicable Compliance Method:
OC emissions shall be calculated and compliance determined using emission factors from USEPA reference
document AP-42, fifth edition, Section 7.1, organic liquid storage tanks (revised 3/98).

1.

VI. Miscellaneous Requirements

None
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B4 MA TANK (T026)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B30 MEK TANK (T027)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

B30 MEK TANK (T027)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

12,000 gallon fixed roof storage tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) Exempt (less than sixty-five
thousand gallon capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B30 MEK TANK (T027)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None
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B30 MEK TANK (T027)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B30 SM TANK (T031)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

B30 SM TANK (T031)

TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

30,000 gallon fixed roof storage tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) Exempt (less than sixty-five
thousand gallon capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B30 SM TANK (T031)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None
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B30 SM TANK (T031)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B30 EB TANK (T054)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Part III - Terms and Conditions for Emissions Units

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

The permittee shall keep readily accessible records showing the dimensions of the storage vessel and an
analysis showing the capacity of the storage vessel. This record shall be kept as long as the storage vessel
retains Group 1 or Group 2 status (as defined in 40 CFR 63.111) and is in operation.

1.

B30 EB TANK (T054)

RAW MATERIAL STORAGE TANK

A.

I. Applicable Emissions Limitations and/or Control Requirements

1.

State and Federally Enforceable Section

Emissions Unit ID:

Activity Description:

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

18,400 gallon fixed roof storage tank

(Group 2 Storage Tank)

40 CFR Part 63 Subpart JJJ

Except as provided in paragraphs (b)
through (d) of 40 CFR 63.1314, the
permittee shall comply with the
applicable requirements of 40 CFR
63.119 through 63.123 and 63.148,
with the differences noted in
paragraphs (a)(1) through (a)(17) of
40 CFR 63.1314 for the purpose of
this subpart.

As specified in 40 CFR  63.119(a)(3),
a Group 2 storage tank is required to
comply with 40 CFR 63.123(a).

See A.III.1.259465 259465

OAC rule 3745-21-07(D) Exempt (less than sixty-five
thousand gallon capacity)

259465 259465

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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Facility Name:
Facility ID:
Emissions Unit: B30 EB TANK (T054)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None
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B30 EB TANK (T054)

BAYER POLYMERS DIVISION - PORT PLASTICS PLANT          
14-31-01-0054

Facility Name:
Facility ID:
Emissions Unit:

B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures.  Emissions from this unit shall not exceed the listed

Applicable Emissions
Limitations/Control

Measures
Applicable Rules/

Requirements
Operations, Property,

and/or Equipment

259465 259465

2. Additional Terms and Conditions

None

II. Operational Restrictions

None

III. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None

limitations, and the listed control measures shall be employed.  Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.
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