Statement of Basis For TitleV Permit

Company Name Republic Engineered Steels

Premise Number 15 76 05 0694

Number of Non-insignificant Emissions Units Forty-nine (49)

What makes thisfacility a Title V facility? The potential to emit for carbon monoxide exceeds the 100 tpy Title V applicability threshold.

Has each insignificant emissions unit been reviewed | Yes
to confirm it meets the definition in 3745-77-01
(U)?

Part 11 (State and Federally Enfor ceable Requirements)

Term and Condition Basis Comments
(paragraph)

sip Other
(3745- )

N/A
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Part 111 (Requirements Within the State & Federally Enfor ceable Section)

EU(s) Limitation Basis OR M R Rp ET | Misc Comments
SIP Other
(3745-)
B0O01 20% opacity, 6-minute average 17- N N N N N Y N OR, M, R, Rp, Misc. - none needed.
(stack) 07(A)(2)
0.02 Ib PM/MMBtu input 17- N Y Y Y Y Y N OR - exclusive use of natural gas.
10(B)(1) Misc. - none needed.
Exempt from limitation. 18-06(A) N Y Y Y Y N N OR - exclusive use of natural gas.
ET, Misc. - none needed.
B002 20% opacity, 6-minute average 17- N N N N N Y N OR, M, R, Rp, Misc. - none needed.
(stack) 07(A)(2)
0.02 Ib PM/MMBtu input 17- N Y Y Y Y Y N OR - exclusive use of natural gas.
10(B)(1) ET, Misc. - none needed.
Exempt from limitation. 18-06(A) N Y Y Y Y N N OR - exclusive use of natural gas.
ET, Misc. - none needed.
FOO1 No VEs on paved roads, 6- minute 17- N N N N N Y N OR, M, R, Rp, Misc. - none needed.
average 07(B)(4)
RACM for paved roads. 17- N N Y Y Y N N OR, ET, Misc. - none needed.
08(B)(8)
No VEs on unpaved roads, 13- 17- N N N N N Y N OR, M, R, Rp, Misc. - none needed.
minute average 07(B)(5)
RACM for unpaved roads. 17- N N Y Y Y N N OR, ET, Misc. - none needed.
08(B)(2)
FO03 20% opacity, 6-minute average 17- N Y Y Y Y Y N OR - baghouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
20% opacity, 3-minute average 17- N N Y Y Y Y N OR, M, R, Rp, Misc. - none needed.
(fugitive) 07(B)(2)
RACM, 0.0052 gr/dscf (Aisle #3) 17- N Y Y Y Y Y N OR - baghouse pressure drop limitation.
and 10 Ibs PM/hr (Aisle #4) 08(B)(3) Misc. - none needed.
P0O05 THISEMISSIONS UNIT HAS
BEEN PERMANENTLY
SHUTDOWN.
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PO06

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(D)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.

POO7

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(D)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.

POO8

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(1)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.

PO09

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(1)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.

PO10

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(D)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.
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PO11

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(D)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.

PO13

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(D)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.

PO14

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(1)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.

PO15

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(1)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.

PO16

No applicable opacity limit.

No applicable PM limit.

No applicable SO2 limit.

17-
07(A)(D)

17-11

18-
06(E)(1)

OR, M, R, Rp, ET, Misc. - none needed.
OR - exclusive use of natural gas.
ET, Misc. - none needed.

OR - exclusive use of natural gas.
ET, Misc. - none needed.
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P037 20% opacity, 3-minute average 17- N N Y OR, M, R, Rp, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) Y Y N OR - exclusive use of natural gas
ET, Misc. - none needed.
No applicable SO2 limit. 18- Y Y N OR - exclusive use of natural gas
06(E)(1) ET, Misc. - none needed.
PO61 20% opacity, 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
20% opacity, 3-minute average 17- Y Y Y OR, Misc. - none needed.
(fugitive) 07(B)(2)
RACM, 0.030 gr/dscf 17- Y Y Y OR - baghouse pressure drop limitation.
08(B)(3) Misc. - none needed.
P0O64 20% opacity, 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
20% opacity, 3-minute average 17- Y Y Y OR, Misc. - none needed.
(fugitive) 07(B)(2)
RACM, 0.0052 gr/dscf 17-08(B) Y Y Y OR - baghouse pressure drop limitation.
P0O68 20% opacity, 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation.
(stack) 07(A)(2)
20% opacity, 3-minute average 17- Y Y Y OR, Misc. - none needed.
(fugitive) 07(B)(2)
0.0052 gr/dscf (BGHO02); 17- Y Y Y OR - baghouse pressure drop limitation.
10 Ibs PM/hr (BGHO1) 08(B)(3) Misc. - none needed.
10 Ibs PM/hr (BGH21); 17-11 N N Y OR, M, R, Rp, Misc. - none needed.
0.030 gr/dscf (BGH23)
PO70 20% opacity, 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
20% opacity, 3-minute average 17- Y Y Y OR, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) N N N OR, M, R, Rp, ET, Misc. - none needed.
31.8 Ibs PM/hr 17-11 Y Y Y OR - baghouse pressure drop limitation.
Misc. - none needed.
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PO71

20% opacity, 6-minute average
(stack)

20% opacity, 3-minute average
(fugitive)

RACM

31.8 Ibs PM/hr

17-
07(A)(D)

17-
07(B)(1)

17-08(B)

17-11

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed.

PO74

20% opacity, 6-minute average
(stack)

20% opacity, 3-minute average
(fugitive)

RACM

31.8 Ibs PM/hr

17-
07(A)(D)

17-
07(B)(1)

17-08(B)

17-11

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed.

PO76

20% opacity, 6-minute average
(stack)

20% opacity, 3-minute average
(fugitive)

RACM

31.8 Ibs PM/hr

17-
07(A)(1)

17-
07(B)(1)

17-08(B)

17-11

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.

OR, M, R, Rp, ET, Misc. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed.

PO78

20% opacity, 6-minute average
(stack)

20% opacity, 3-minute average
(fugitive)

RACM

31.8 Ibs PM/hr

17-
07(A)(1)

17-
07(B)(1)

17-08(B)

17-11

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.

OR, M, R, Rp, ET, Misct. - none needed.

OR - baghouse pressure drop limitation.
Misc. - none needed.
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PO81 20% opacity, 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
20% opacity, 3-minute average 17- Y Y Y OR, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) N N N OR, M, R, Rp, ET, Misc. - none needed.
11.25 Ibs PM/hr 17-11 Y Y Y OR - baghouse pressure drop limitation.
Misc. - none needed.
P082 20% opacity, 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
20% opacity, 3-minute average 17- Y Y Y OR, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) N N N OR, M, R, Rp, ET, Misc. - none needed.
11.25 Ibs PM/hr 17-11 Y Y Y OR - baghouse pressure drop limitation.
Misc. - none needed.
P083 20% opacity, 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
20% opacity, 3-minute average 17- Y Y Y OR, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) N N N OR, M, R, Rp, ET, Misc. - none needed.
11.25 Ibs PM/hr 17-11 Y Y Y OR - baghouse pressure drop limitation.
Misc. - none needed.
P094 20% opacity, 3-minute average 17- N N Y OR, M, R, Rp, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) Y Y N OR - exclusive use of natural gas
ET, Misc. - none needed.
No applicable SO2 limit. 18- Y Y N OR - exclusive use of natural gas
06(E)(1) ET, Misc. - none needed.
P095 20% opacity, 3-minute average 17- N N Y OR, M, R, Rp, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) Y Y N OR - exclusive use of natural gas
ET, Misc. - none needed.
No applicable SO2 limit. 18- Y Y N OR - exclusive use of natural gas
06(E)(1) ET, Misc. - none needed.
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P096 20% opacity, 3-minute average 17- N N Y OR, M, R, Rp, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) Y Y N OR - exclusive use of natural gas
ET, Misc. - none needed.
No applicable SO2 limit. 18- Y Y N OR - exclusive use of natural gas
06(E)(1) ET, Misc. - none needed.
P099 20% opacity, 3-minute average 17- N N Y OR, M, R, Rp, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) Y Y N OR - exclusive use of natural gas
ET, Misc. - none needed.
No applicable SO2 limit. 18- Y Y N OR - exclusive use of natural gas
06(E)(1) ET, Misc. - none needed.
P101 20% opacity, 3-minute average 17- N N Y OR, M, R, Rp, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) Y Y N OR - exclusive use of natural gas
ET, Misc. - none needed.
No applicable SO2 limit. 18- Y Y N OR - exclusive use of natural gas
06(E)(1) ET, Misc. - none needed.
P104 20% opacity, 3-minute average 17- N N Y OR, M, R, Rp, Misc. - none needed.
(fugitive) 07(B)(2)
RACM 17-08(B) Y Y N OR - exclusive use of natural gas
ET, Misc. - none needed.
No applicable SO2 limit. 18- Y Y N OR - exclusive use of natural gas
06(E)(1) ET, Misc. - none needed.
P106 20% opacity, 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation
(stack) 07(A)(D Misc. - none needed.
0.005 gr/dscf N Y Y Y Other - BAT is more restrictive.
OR - baghouse pressure drop limitation.
Misc. - none needed.
2,000 Ibs SO2/hr 18- N N Y OR, M, R, Rp, Misc. - none needed.
06(E)(1)
P118 THISEMISSIONS UNIT HAS
BEEN PERMANENTLY
SHUTDOWN.
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P123

particulae matter:
0.005 gr/dscf; 3.12 Ibs/hr; and 13.67
tons/yr

PM10:
2.44 Ibs/hr and 10.69 tons/yr

5% opacity, 6-minute average (stack)

sulfur dioxide:
525 |bs/3-hr; 1,748 Ibs/day; and
318.94 tons/yr

sulfur usage limit:
656 |bs/3-hr period; 2,185 Ibs/24-hr
period; and 399 tonslyr

The above limits are the combined
total for emissions units P123, P128,
and P129.

Other - BAT ismore restrictive.
OR - baghouse pressure drop limitation.
Misc. - none needed.

Other - BAT ismore restrictive.
OR - baghouse pressure drop limitation
Misc. - none needed.

Other - BAT ismore restrictive.
OR - baghouse pressure drop limitation.
Misc. - none needed

Other - BAT ismore restrictive.
OR - restriction on sulfur additions, and injection under the molten metal.
Misc. - none needed.

Other - BAT ismore restrictive.
OR - restriction of sulfur additions.
Misc. - none needed.

P126

nitrogen oxides:
0.112 Ib/MMBtu; 22 Ibs/hr; and 96.2
tons/yr

carbon monoxide:

7.8 Ibs’hr AND 34.3 tonglyr

VOCs:
0.33 Ib/hr and 1.44 ton/yr

PM/PM10:
1 Ib/hr and 4.4 ton/yr

sulfur dioxide:
0.12 Ib/hr and 0.52 ton/yr

5% opacity as a 6-minute average
(stack)

Other - BAT is more restrictive.
OR - exclusive use of natural gas and use of low NOx burners.
M, R, Rp, Misc. - none needed.

Other - BAT ismore restrictive.
OR - exclusive use of natural gas.
M, R, Rp, Misc. - none needed.

Other - BAT ismore restrictive.
OR - exclusive use of natural gas.
M, R, Rp, Misc. - none needed.

Other - BAT ismore restrictive.
OR - exclusive use of natural gas.
M, R, Rp, Misc. - none needed.

Other - BAT ismore restrictive.
OR - exclusive use of natural gas.
M, R, Rp, Misc. - none needed.

Other - BAT ismore restrictive.
OR, M, R, Rp, Misc. - none needed.
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P128 20% opacity as a 6-minute average 17- Y Y Y OR -baghsouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
10% opacity as a 3-minute average N Y Y Y Other - BAT is more restrictive.
(fugitive) OR, Misc. - none needed.
RACM 17-08(B) N N N OR, M, R, Rp, ET, Misc. - none needed
particulate matter: N Y Y Y Other - BAT is more restrictive.
0.005 gr/dscf and 13.67 tons/yr OR - baghouse pressure drop limitation.
P129 20% opacity as a 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation
(stack) 07(A)(D Misc. - none needed.
10% opacity as a 3-minute average N Y Y Y Other - BAT is more restrictive.
(fugitive) OR, M, R, Rp, Misc. - none needed.
RACM 17-08(B) N N N OR, M, R, Rp, ET, Misc. - none needed
particulate matter: N Y Y Y Other - BAT is more restrictive.
0.005 gr/dscf and 13.67 tons/yr OR - baghouse pressure drop limitation
Misc. - none needed.
Pa02 20% opacity as a 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
20% opacity as a 3-minute average 17- Y Y Y OR, Misc. - none needed.
(fugitive) 07(B)(2)
RACM, 0.0052 gr/dscf 17- Y Y Y OR - baghouse pressure drop limitation.
08(B)(3) Misc. - none needed.
187.4 1bs SO2/hr 18- N N Y OR, M, R, Rp, Misc. - none needed.
06(E)(1)
Pa03 20% opacity as a 6-minute average 17- Y Y Y OR - baghouse pressure drop limitation.
(stack) 07(A)(D Misc. - none needed.
20% opacity as a 3-minute average 17- Y Y Y OR, Misc. - none needed.
(fugitive) 07(B)(2)
RACM, 0.0052 gr/dscf 17- Y Y Y OR - baghouse pressure drop limitation.
08(B)(3) Misc. - none needed.
187.4 1bs SO2/hr 18- N N Y OR, M, R, Rp, Misc. - none needed.
06(E)(1)
Po04 THISEMISSIONS UNIT HAS
BEEN PERMANENTLY
SHUTDOWN.
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P05 3% opacity as a 6-minute average N Y Y Y Other - NSPS, BACT and BAT.

(stack) OR, Misc. - none needed.

6% opacity, as a 6-minute average N Y Y Y Other - NSPS, BACT, and BAT.

from the #4 Melt Shop, and 10% OR - furnace static pressure limitation.

opacity, as a 6-minute average from Misc. - none needed.

the dust handling equipment

(fugitives)

particulate matter: 17-11 Y Y Y OR - restriction on tons of steel per hour.

56.8 Ibs’/hr and 249 tpy Misc. - none needed.

0.0032 gr/dscf N Y Y Y Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Misc. - none needed.

PM10: N Y Y Y Other - BACT and BAT are more restrictive.

43.17 Ibs/hr and 189.24 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

sulfur dioxide: N Y Y Y Other - BACT and BAT are more restrictive.

5.95 Ibs’hr and 26.1 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

nitrogen oxides: N Y Y Y Other - BACT and BAT are more restrictive.

8.5 Ibs’hr and 37.2 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

carbon monoxide: N Y Y Y Other - BACT and BAT are more restrictive.

340 Ibs/hr and 1,489.2 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

VOCs: N Y Y Y Other - BACT and BAT are more restrictive.

29.75 Ibs/hr and 130.3 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

lead (combined emissions from N Y Y Y Other - BACT and BAT are more restrictive.

either P904 & P05 or P904 & OR - restriction on tons of steel per hour.

P907): Misc. - none needed.

0.024 Ib/hr and 0.1 tpy

October 18, 1999; Revised May 24, 2000 Page 11 of 14



Po07 3% opacity as a 6-minute average N Y Y Y Other - NSPS, BACT and BAT.

(stack) OR, Misc. - none needed.

6% opacity, as a 6-minute average N Y Y Y Other - NSPS, BACT, and BAT.

from the #4 Melt Shop, and 10% OR - furnace static pressure limitation.

opacity, as a 6-minute average from Misc. - none needed.

the dust handling equipment

(fugitives)

particulate matter: 17-11 Y Y Y OR - restriction on tons of steel per hour.

56.8 Ibs’/hr and 249 tpy Misc. - none needed.

0.0032 gr/dscf N Y Y Y Other - BACT and BAT are more restrictive.
OR - restriction on tons of steel per hour.
Misc. - none needed.

PM10: N Y Y Y Other - BACT and BAT are more restrictive.

43.17 Ibs/hr and 189.24 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

sulfur dioxide: N Y Y Y Other - BACT and BAT are more restrictive.

11.55 Ibs’hr and 50.6 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

nitrogen oxides: N Y Y Y Other - BACT and BAT are more restrictive.

16.5 Ibs’hr and 72.3 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

carbon monoxide: N Y Y Y Other - BACT and BAT are more restrictive.

660 Ibs/hr and 2,890.8 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

VOCs: N Y Y Y Other - BACT and BAT are more restrictive.

57.75 Ibs/hr and 252.9 tpy OR - restriction on tons of steel per hour.
Misc. - none needed.

lead (combined emissions from N Y Y Y Other - BACT and BAT are more restrictive.

either P904 & P05 or P904 & OR - restriction on tons of steel per hour.

P907): Misc. - none needed.

0.024 Ib/hr and 0.1 tpy

Z001 20% opacity as a 3-minute average 17- N N Y OR, M, R, Rp, Misc. - none needed.

(fugitives) 07(B)(2)

RACM 17-08(B) Y Y N OR - exclusive use of natural gas
ET, Misc. - none needed.

No applicable SO2 limit. 18- Y Y N OR - exclusive use of natural gas

06(E)(1) ET, Misc. - none needed.
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Z002

20% opacity as a 3-minute average
(fugitives)

RACM

No applicable SO2 limit.

17-
07(B)(1)

17-08(B)

18-
06(E)(1)

OR, M, R, Rp, Misc. - none needed.
OR - exclusive use of natural gas
ET, Misc. - none needed.

OR - exclusive use of natural gas
ET, Misc. - none needed.

Z003

20% opacity as a 3-minute average
(fugitives)

RACM

No applicable SO2 limit.

17-
07(B)(1)

17-08(B)

18-
06(E)(1)

OR, M, R, Rp, Misc. - none needed.
OR - exclusive use of natural gas
ET, Misc. - none needed.

OR - exclusive use of natural gas
ET, Misc. - none needed.

2027

20% opacity as a 6-minute average
(stack)

20% opacity as a 3-minute average
(fugitive)

RACM, 0.0052 gr/dscf

1,454 |bs SO2/hr

17-
07(A)(1)

17-
07(B)(1)

17-08(B)

18-
06(E)(1)

OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, Misc. - none needed.
OR - baghouse pressure drop limitation.
Misc. - none needed.

OR, M, R, Rp, Misc. - none needed.

2028

THISEMISSIONS UNIT HAS
BEEN PERMANENTLY
SHUTDOWN.

EU = emissions unit id
OR = operational restriction

M = monitoring requirements
R = recordkeeping requirements
Rp = reporting requirements

ET = emission testing requirements (not including compliance method terms)

Misc = miscellaneous requirements

M iscellaneous Comments
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For the purpose of determining the applicability of OAC Rules 3745-17-07, 17-08, and 17-11 to each of the non-insignificant emissions unitsidentified in Part 111 above, the following
conditions were taken into consideration, to the extent possible, in order to apply the correct regulation:

A.

B.

Republic Engineered Steelsislocated in an Appendix A areafor purposes of applying OAC Rule 3745-17-08.

If the emissions unit (EU) did not have any stack emissions, then the unit is subject to 17-08 and must employ RACM. As part of the determination that the permittee’s
RACM is sufficient, the EU is also subject to the visible emission limitation of 17-07(B)(1).

The EU wasinstalled prior to 1972. If the EU has only stack emissions (i.e. 100% capture), with or without add-on controls, then the EU is subject to the requirements
of 17-11. In addition, the stack emissions are subject to the visible emission requirement of 17-07(A)(1).

The EU was installed prior to 1972. If the EU had both stack (with or without add-on controls) and fugitive emissions prior to 1972, then the stack emissions are
subject to 17-11, and the remaining fugitive emissions are subject to the general requirements of 17-08(B). In addition, the stack emissions are subject to the visible
emissions limitation of 17-07(A)(1), and the fugitive emissions are subject to the visible emissions limitation of 17-07(B)(1).

The EU wasinstalled prior to 1972. If astack was installed after 1972, with add-on controls, then the EU is subject to the requirements of 17-08(B)(3) for the stack
emissions and the general requirements of 17-08(B) for any remaining fugitive emissions. In addition, the stack emissions are subject to the visible emissions limitation
of 17-07(A)(1), and the fugitive emissions are subject to the visible emissions limitation of 17-07(B)(1).

The EU wasinstalled prior to 1972. If a stack was installed after 1972, without add-on controls, and 100% capture was achieved, then the emissions unit is subject to
the requirements of 17-11. In addition, the stack emissions are subject to the visible emissions limitation of 17-07(A)(2).

The EU wasinstalled prior to 1972. If astack was installed after 1972, without add-on controls, and less than 100% capture was achieved, then the stack emissions are
subject to 17-11 and the remaining fugitive emissions are subject to the general requirements of 17-08(B). In addition, the stack emissions are subject to the visible
emissions limitation of 17-07(A)(1), and the fugitive emissions are subject to the visible emissions limitation of 17-07(B)(1).

The EU was installed after 1972 and has both stack and fugitive emissions. The EU was issued a Permit to Install. The stack emissions are subject to the requirements
of 17-11 and/or BAT whichever is more stringent. The remaining fugitive emissions are subject to the general requirements of 17-08(B) and/or BAT whichever is more
stringent.

The EU was installed after 1973 and has both stack and fugitive emissions. A Permit to Install was never issued for the EU. A determination would need to be made
for Best Available Technology (BAT) in order to assess the fugitive dust control requirements (RACM). What was BAT at the time of installment for similar types of
sources and what rules would apply based on the BAT determination.

While the Draft permit recommendation was prepared with the above information used as a guideline, there were some special cases. For example, for emissions units Z001, Z002, and
Z003 (ladle preheaters and dryers), these EUs are primarily fugitive sources. However, there are times when the fugitive emissions will be captured by a Melt Shop baghouse due to
building evacuation. Plant personnel stated that the Melt Shop baghouses are not operating continuously at all times, and therefore there are times when these emissions units are true
fugitive sources. Since these are all natural gas fired units, and are relatively minor emissions units as compared to the electric arc furnaces, it was determined that these units would only
have fugitive emissions, and therefore are only subject to the general requirements of OAC Rule 3745-708(B) and the visible emissions limitation of 17-07(B)(1).
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